ELECTRICAL & paAts NousTuL INTRRSENG N | REV. | BY |DATE  |APPRVL. [P/N LCP15”
RESISTANCE RANGE - - --—-—-—--—-—-—-— SEE CHART PART THERE OF MAY BE WADE EXCEPT BY »oa
RESISTANGE FANGE =~ —=-—-—--—-- S PART THERE OF MAY C | DMS [1-12—08| BT ADDED LCP15”T" CALLOUT.
LINEARITY,INDEPENDENT -------- SEE CHART
RESOLUTION — o ______ — ESSENTIALLY INFINITE
MINIMUM RESISTANCE — - - ____ 1 OHM OR 0.1%

STROKE - - - - - m oo SEE CHART
QUTPUT SMOOTHNESS - - - - - ----- <0.1% AGAINST INFUT VOLTAGE
POWER RATING ®40C —----—----- SEE CHART
__w__mﬁm.m/ﬂ%w_ M%Wmﬂ.WWIOm ||||||| 1000 MEGOHMS AT 10600 VDC
|||||||| 17 MIN @ 100QVAC
CONTACT RESIS. VARIATION — - == — - - BELOW 2% C.R.V. —| srRoke | RETRACTED

MECHANICAL ke 'YDIM. ——c=}= 59 = —e==594+,02  j=—
STROKE ——--—-—-—-——mmmem o SEE CHART +.04 295
STOP STRENGTH ------------- 2.2 LBSMIN. o013 —ello 0o
FRICTION - —--=-=-=—===-==—-—— — BELOW 30 GRAMS ' 3/8
LIFE ——=—==---—-—=——————-— 20,000,000 STROKES —==— D2XTYP) MIN[~—

ENVIRONMENTAL 5 ] 117/.118 DIA. |¢I Q
OPERATING TEMPERATURE RANGE -- 30°C TO 105'C i
TEMPERATURE COEFFICIENT - — —— —- 400 PPM/°C e ] 0 0 Ll |-| (c_] 945
VIBRATION — = - ——— === === ——— - —10Hz TO Z,000Hz 156 Lo Z 26+£.02 V7 ~ %7 oo
MOISTURE RESISTANCE -~ - -———=-—--—- 40°C 95ZRH 120 HOURS 0 i a Ij (]

SHOCK -—=—-—-------------- 506 11mS | b v

MATERIALS ‘o0 389 A M2 /

HOUSING - —-—————————— o= THERMO—SETTING PLASTIC 378 e | 994 M3 THREAD .14 DP,2PLCS.
SHAFT - — - mmm e e STAINLESS STEEL
M3 THREAD FURNISHED
TERMINALS —-----—--—--—----~- —GOLD PLATED o] 98 | WITH 2 HEX NUTS & WASHERS
RESISTIVE ELEMENT - - = == - == ———- CONDUCTIVE PLASTIC +.04
- < "X'DIM. =
NON—STANDARD OPTIONS NOTE: M.
SPECIAL RESIS. & LINEARITY TERMINALS ACCEPT AMP#110
MACHINED SHAFTS CONNECTORS.
SPRING RETLRN
SCHEMATIC
3 AV
EXTENDED
2 MDDEL NQ'S. SHAFT STYLES
DIMENSION TABLE LCP15P—(STROKE)—(RES.) (P) C— PLAN
DASH APPROX| MECHANICAL | ELEC. | RESIS. LINEARITY e o POWER
STROKE STROKEH] STANDARD Y X LOPISC— " "
NO. WEIGHT | | 086000 |+7026 | NCE RECISION RATING (&) CHAMFERED
-10 1 0z | .394 .394 PBOO/10K |+ 2% +1% 1.46 787 | 0.2 WATTS LCP165— " g (S) , SeRING RETURN
-15 1 0z. | .590 590 |500/10K|+ 1% +0.5% |1.46 787 |0.3 WATTS
-20 1 QZ. | .787 .787 |500/10K 1% 0.5% 2.05 1.378 | 0.4 WATTS LCP15T— " " A._.u T THREADED
-30 1 OZ. | 1.181 1.181 BO0/10K 1% 0.5% 2.05 1.578 | 0.5 WATTS
TOLERANCES . SCALE DATE:|11—-6—88 A H_H_”_”_H TTLE PART NO.
0o 1 o0nr ABES — -7 | e e LINEAR MOTION
XXX= +/— 008" ANGLES = +/- 1/7 NONE APPRVD BT _mu_l._w_u_” w%w_._”_”—wgm _lo _HV \_ @
AlLL SPECFICATIDNS SUBJECT TO DHANGE WITHCUT NOTICE. OEMWE
CODE IDENT: 19477 | systevs — cawome | POTENTIOMETER
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