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High power resistors

High power terminations

package material
power

(max)

capacitance

(pF)

maximum

frequency

(GHz)

VSWR

(max)

package material
power

(max)

capacitance

(pF)

maximum

frequency

(GHz)

VSWR

(max)
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general specifications

electrical
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mechanical
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–

RESISTORS

typical configurations

POWER TERMINATIONS

part number

type

package ohm custom

smd

smd

flangeless

flangeless

half flange

half flange full flange coaxial coaxial

half flange half flange

full flange

power (w) type multiple

configurations

stay tuned  •  electronic accuracy through mechanical precision  •  www.johansonmfg.com
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Flange Termination

Johanson Manufacturing Corporation 301 Rockaway Valley Road, Boonton, New Jersey 07005 Phone 973.334.2676 Fax 973.334.2954
STAY TUNED www.johansonmfg.com

Specifications provided are typical and for reference only. Specifications are subject to change, and may be discontinued without advance notice.
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TF250AB12 12

12 200

250

TF010BB1L
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TF020BB3C

TF020BB3R

3L
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TF040BB04
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TF050BB6R

6L

6R

TF075BB07 07
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TF250BB12 12
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500
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TF400BB13

TF500BB14

TF800BB15

13

14
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12

Aluminum Nitride
(AlN) P/N

Beryllium Oxide
(BeO) P/N

Power
(Watts, CW)Outline Outline

T F

POWER (W)
2 = 002

50 = 050
100 = 100

TYPE
A = AlN
B = BeO
C = Alumina

RESISTANCE
(OHM)
A = 100
B = 50
C = 75
D = 200
E = 150
F = 25
G = 250
H = 300

OUTLINE #

custom
(optional)

Customs available upon request. (Power, Resistance, and Configuration)
Contact Sales for Detail.
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.200
.062

.100

Ø .116 Thru

.100

.050

.140
Min.

.300

.135
Max.

.100

.104

Ø .116 Thru

.300

.140
Min.

.050
.250

.100

.100

.200

.135
Max. .104 .062

.135
Max..104.062

.300

.100

Ø .116 Thru

.200

.100
.140
Min.

.250

.050

.050

.250

.140
Min.

.100

.200

Ø .116 Thru

.300

.100

.500

.062 .104
.135
Max.

(2X)

Flange Termination Outline Drawings
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Ø .116 Thru

.250

.515

.062

.140
Min.

.124

.155
Max.

.125

.125

.050

.125

Ø .130 Thru .062
(2X)

.120

.050

.800

.560

.400

.135
Max.

.104

.11
.225

.140 Min.

.155
Max..124

.125

.125

.125

.050

.140
Min.

Ø .116 Thru

.250

.062

.515

Ø .116 Thru
.250

.125

.125

.140
Min.

.125

.515
.050

.155
Max.

.124
.062

3C 3L

3R 04

Flange Termination Outline Drawings
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.125

Ø .130 Thru

.100

.975

.725

.488

.225
.11

(2X)

.140 Min.

.140

.175
Max.

.084

.050

Ø .130 Thru
(2X)

.11
.225

.050

.120

.800

.560

.400

.140 Min.

.155
Max.

.124

.062

.140
Min.

.062

.050

.155

.187

.375

.560

Ø .161 Thru

.125

.104 .135 Max.

.104.135 Max.

.125

.560 .050

.062

.155

.375

.187
Ø .161
 Thru

.140
Min.

Flange Termination Outline Drawings

05 6L

6R 08

Johanson Manufacturing Corporation 301 Rockaway Valley Road, Boonton, New Jersey 07005 Phone 973.334.2676 Fax 973.334.2954
STAY TUNED www.johansonmfg.com

Specifications provided are typical and for reference only. Specifications are subject to change, and may be discontinued without advance notice.

Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/


Flange Termination Outline Drawings

.375

.140
Min.

Ø .161 Thru
(2X).188

.435

.050

.135 Max. .104

.062

.155

.870.560

1009

11 12

Ø .130 Thru
(2X)

.225

.140 Min.

.11

.120

.975

.725

.487

.125

.084

.175
Max.

.140

.050

Ø .130 Thru
(2X)

.375

.187

.187

.220
Max.

.487

.725 .975

.110

.140
Min.

.125

.120 .560

.800

.140 Min.

.225
.11

.400

Ø .130 Thru
(2X)

.062

.135
Max.

.104

.120
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.511

.098 .315

.069
.138

.100 Min.

.075 Max.

.030

.002

.030

Ø.090 Thru
(2X)

1.900

1.550

.250

.950

.175

.140
Min.

.410

.450 1.000

.270

1.040.500

Ø .166 Thru
(4X)

.220
Max.

.187

.125

Flange Termination Outline Drawings
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Ø.170 Thru

.250

.500

.200
Max.
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(2X)
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Flangeless Termination
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TL030AA0C

TL040AA17

17

30

200

TL030BA16

TL030BA0C

TL040BA17 17

100

150

Aluminum Nitride
(AlN) P/N

Beryllium Oxide
(BeO) P/N

Power
(Watts, CW)Outline Outline

T L

POWER (W)
2 = 002

50 = 050
100 = 100

TYPE
A = AlN
B = BeO
C = Alumina

RESISTANCE
(OHM)
A = 100
B = 50
C = 75
D = 200
E = 150
F = 25
G = 250
H = 300

OUTLINE #

custom
(optional)

Customs available upon request. (Power, Resistance, and Configuration)
Contact Sales for Detail.

16

0C

17

TL030AB16

TL030AB0C

40

TL030BB16

TL030BB0C

TL040AB17 TL040BB17

16

0C

0C

16

0C

17

TL100AB18

TL100AA18 18

18

125
TL125BA18

TL125BB18

18

18TL125AB19 19

TL125AA19 19

TL150BA19 19

TL150BB19 19

TL150AA20

TL150AB20
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20

20

20TL200BB20

TL200BA20

TL200AB21 21

TL200AA21 21

TL250AA21

TL250AB21

21

21
250

300
TL300AB21

TL300AA21 21

21 TL300BB21

21

21

TL300BA21
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Flangeless Termination Outline Drawings

.200

.100

.140
MIN

.050

.050

.042 .075 Max

.250

.125

.250

.140
MIN

.050

.095 Max.062

.140
Min.

.225

.350

.175

.050

.075
Max

.042

.375
.140
Min.

.125

.050

.042 .075 Max.

.250

16 17

18 19
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Flangeless Termination Outline Drawings

.375
.095
Max.

.062

.140
Min.

.187

.050

.375

.200 .050

.140
Min.

.075 Max..042

.100
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2120

0C

.350
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.120
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Max.
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.225

.140
Min.
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Flange Resistor
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RF400BA13
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Aluminum Nitride
(AlN) P/N

Beryllium Oxide
P/N

Power
(Watts, CW)Outline Outline

R F

POWER (W)
2 = 002

50 = 050
100 = 100

TYPE
A = AlN
B = BeO
C = Alumina

RESISTANCE
(OHM)
A = 100
B = 50
C = 75
D = 200
E = 150
F = 25
G = 250
H = 300

OUTLINE #

custom
(optional)

Customs available upon request. (Power, Resistance, and Configuration)
Contact Sales for Detail.

ORDERING INFORMATION
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01
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Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/


(2X)

Ø .116 Thru
.250

.125

.125

.050

.140
Min.

(2X)

.125

.515

.062

.155
Max..124

Ø .130 Thru
(2X)

.800

.560.120

.400
.050
(2X)

.11
.225

.140 Min.
(2X)

.135
Max.

.104

.062

Flange Resistor Outline Drawings

01 02
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Ø .116 Thru
(2X)

.200
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.500
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.062
.104 .135 Max.

.140
Min.

(2X).050
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.100Ø .116 Thru
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Max..104
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.062

.140
Min. (2X)
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.175
Max.

.140

.084

.100

Ø .130 Thru
(2X)

.11
.225

.140 Min.
(2X)

(2X)
.050

.725

.487

.125

.975

.155

.187

.375
Ø .161
 Thru

.140
Min.

.135 Max..104
.062

.125

.560 .120
(2X)

(2X)

.800

.560
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(2X)

Ø .130 Thru
(2X)

.062

.135
Max.
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.11
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.140 Min.
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Flange Resistor Outline Drawings
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.975

.725.125
.487
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Ø.170 Thru
(2X)
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Flange Resistor Outline Drawings
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.220
Max.

.187

.125

.270

.500 1.040

Ø .166 Thru
(4X)

1.000

.250
(2X)

1.900

1.550

.950

.410

.450

.175

.140 Min.
(2X)

.138

.075 Max.

Ø.090 Thru
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.100 Min.

.030
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.030
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(2X)
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Flange Resistor Outline Drawings
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Flangeless Resistor

RL030AA16 16

RL040AA17

17
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RL030BA16

RL040BA17 17
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Aluminum Nitride
(AlN) P/N

Beryllium Oxide
(BeO) P/N

Power
(Watts, CW)Outline Outline

R L

POWER (W)
2 = 002

50 = 050
100 = 100

TYPE
A = AlN
B = BeO
C = Alumina

RESISTANCE
(OHM)
A = 100
B = 50
C = 75
D = 200
E = 150
F = 25
G = 250
H = 300

OUTLINE #

custom
(optional)

Customs available upon request. (Power, Resistance, and Configuration)
Contact Sales for Detail.
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.200

.050

.050 (2X)

.075 Max. .042

.100

.140
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.140
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