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D MATERIAL:
HOUSING: POLYAMIDE 6, UL94V-2.
COLOR: NATURAL (OFF WHITE)
TUBULAR CONTACT: BRASS TIN, PLATED.
SCREWS: M3, STEEL, ZINC PLATED W/ NON-—
HEXAVALENT CHROMATE (CHROME \H).
WIRE PROTECTOR: STAINLESS STEEL.
ELECTRICAL:
CURRENT RATING: 30A.
OPERATING VOLTAGE: 250V.
WIRE RANGE: 16—-26 AWG.
$2.8 MOUNTING HOLES M3 6.5
’ CONTINUOUS OPERATING TEMP.: 100°C MAX.
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6.0 _‘__‘ ‘ | 8.0 80.0 94.0 12 | TSB23012DSDM | 1—1776322—2
3.1 72.0 86.0 11 TSB23011DSDM 1-1776322—1
: 64.0 78.0 10 TSB23010DSDM | 1—=1776322-0
7.0 DIM B —= 17.0 56.0 70.0 9 TSB23009DSDM 1776322-9
DIM A 48.0 62.0 8 TSB23008DSDM 1776322-8
40.0 54.0 7 TSB23007DSDM 1776322-7
32.0 46.0 6 TSB23006DSDM 1776322-6 | B
24.0 38.0 5 TSB23005DSDM 1776322-5
16.0 30.0 4 TSB23004DSDM 1776322—4
8.0 22.0 3 TSB23003DSDM 1776322-3
— 14.0 2 TSB23002DSDM 1776322-2 ‘
- 6.0 1 TSB23001DSDM 1776322—1
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