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MATERIAL: D
HOUSING: POLYMIDE 6 UL94V—0.
COLOR: BROWN.
TUBULAR CONTACT: BRASS TIN PLATED.
SCREW: STEEL M3 ZINC W,/ NON—HEXAVALENT
CHROMATE (CHROME Il1).
DM A£0.5 6.5 WIRE PROTECTOR: STAINLESS STEEL. ‘
ELECTRICAL: -
MSBENST‘%% 5 M3 CURRENT RATING: 30A.
. OPERATING VOLTAGE: 250V.
| | WIRE RANGE:12-26 AWG.
\ I I
| |
ENVIRONMENTAL:
‘ ‘ CONTINUOUS WORKING TEMP.: —35'C TO +150°C. ‘
|
‘ W5.of8§ 4 j LY /N MARKED WITH PERMANENT INK.
3.5 N Jr | S c
, &
6.0 -— 8.0 6.0 ‘
— 7.00 DIM B 7.00 |- -— 17.000 093 — ‘
N B.0 72.0 3 [1S HT [1—1776295-3 ‘
80.0 94.0 12 [15 HT [1—17/76295—2
72.0 86.0 71|16 HT [1—1776295—1
64.0 78.0 10 |15 HT [1-1776295-0] g
56.0 70.0 9 H 1776295-9
48.0 62.0 5 |15 H 776295-8
70.0 54.0 7 |75 H 7762957
32.0 46.0 6 115 H 7762956
24.0 35.0 IS H 7762955
16.0 30.0 1 |15 H 1776295—4
B B 5.0 22.0 s |15 H 1776295—3
1=1779295=3 = 14.0 > TS H 1776295—2
= 6.0 T [15 E 1776095-1] —
NO. TYCO PART
biv B DM A | posi NUMBER NUMBER ‘
THIS DRAWING IS A CONTROLLED DOCUMENT. |™% oopiipor /1% tyco Tyca Electranics Corporation
CHK 3/18/05 el o i i —
Blectronics Harrisburg, Pa 17105-3608
. C RICHARD
OMENSIONS: OTIERNISE SrECID: EPEE T
I, . B— _C_RICHAS HIGH TEMP EUROPA TERMINAL BLOCK W/WIRE
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PLC
PLC

+.25
-

Tan =06

=

PLC
ANGLES

.
+2

APPLICATION SPEC

8.0mm PITCH
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