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PART NUMBER

REV.

SML—=LX1206GC—-TR H

REV. | EC.N._NUMBER AND_REVISION_COMMENTS DATE
A_| ADDED TAPE DIRECTION AND_POLARITY. 11.1.95
B_|ECN. #10404, 12.18.97
C E.C.N. #1 0644. & REDRAWN IN 3D. 7.18.00
D E.C.N. #10814. 12.3.01
E E.C.N. #10967. 3.14.03
F_[ECN. #11148. 1.20.05
G [ECN. #11445, 9.21.07
H E.C.N. #11466. 01.03.08

ELECTRO—OPTICAL CHARACTERISTICS TA=25'C If=20mA

FARIETER MN TP WAX__UNIS__TEST COWD

PEAK VAVELENGH 565 o

FORWARD VOLTAGE 2 % Vi

REVERSE VOLAGE 5.0 Ve Ip=100u8

AXIAL INTENSTY 10 med  If=20mA

VIEWING ANGLE 160 2 theta

BITED COLOR:  GREEN

EPOXY LENS FINSH: _WATER CLEAR

LIMITS OF SAFE OPERATION AT 25°C

PARAMETER MAX UNITS

PEAK FORWARD CURRENT* 100 mA

STEADY CURRENT 25 mA

POWER DISSIPATION 65 mw

DERATE FROM 25 -12 mi/'C

OPERATNG TEWP. ST +8 'c

STORAGE TEMP. -40T0 +8 c

NOTES:

1. THE POLARITY MARK IS ORIENTED
TOWARDS THE TAPE SPROCKET HOLE.

E] [ CAUTION: MOISTURE SENSTIVE DEVICE
PER JIDEC LEVEL 4 STANDARDS

TOP TAPE 4 00 [0.157]
TAPE FEED DIRECTION
UNCONTROLLED DOCUMENT
*UNLESS OTHERWISE SPEQFIED TOLERANGES PER DECNAL PRECISON ARE: X=1 (20030}, XX=30.5 (£DQ20), XXK=£0.25 (0.010), XX0X=£0,127 (0905) LEAD SZE=0.05 (0.002), LEAD LENGTH=£075 (0030), MN= *]EONAL PRECBON - 1000 coerision
REV. PART NUMBER CONFIDENTIAL_INFDRNATION F FEA ST 290 E. HELEN ROAD
THE INFORMATION CONTANED IN THS DOCUNENT IS THE PROPERTY OF _
LWMEX NG, DXCEPT AS SPECFICALLY AUTHIRZED IN WRITNG BY LUNEX | e el e o Eﬁ'@’m:NE' 1"‘54760305%72769907 6
H SML—=LX1206GC—-TR NG, T HOLDER OF THS DOCUVMENT SHALL KEEP ALL INFORMATION | il oo vl st : +1.847.359.
CONTANED HEREIN CONFIDENTAL AND SHALL PROTECT SAWE IN WHOLE OR & |US WEB: www.lumex.com
32 e 0B SURFACE NOUNT LED IN PART FROM DSCLOSURE AND DISSENNATION T0 ALL THRD PARTIES. .| TW WEB: www.lumex.com.tw
-emm x - 1.6mm . FELABLITYNOTE DRAWN BY: | CHECKED BY: [APPROVED BY:[DATE: 4.21.95
OUR NANY YEARS OF EXPERENCE IJATA ACCIIM[ILA'I'ION INDICATE THAT
565nm GREEN LED, SOLDER HENT IS A MAIDR GAUSE AND FUTURE FALURE. PAGE: 1 OF 1
WATER CLEAR LENS, TAPE AND REEL. PLEAGE Py ATTENTION T, YGUR, SOLDERNG PROGES® e SCALE:  N/A
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