PART NUMBER REV.
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A [ECN #1148, 02.21.07
#5.00 [0197]
O 860 [0339] ELECTRO-OPTICAL CHARACTERISTKS TA=25C 4= 20mA
PARAMETER MIN TP MAX __ UNITS__ TEST COND
[ PEAK WAVELENGTH 585 nm
1 FORWARD VOLTAGE 21 25 Ve
REVERSE VOLTAGE 50 Ve Ir=100pA
9.53 103731 N ) AXIAL INTENSITY 20 med  If=20mA
j VIEWING ANGLE 80 2 theta
EMITTED COLOR: YELLOW
25.40 [1.000] EPOXY LENS FINISH: YELLOW DIFFUSED
TYP,
LIMITS OF SAFE OPERATION AT 25'C
N PARAMETER WAX UNTS
PEAK FORWARD CURRENT® 150 mA
STEADY GURRENT 30 mA
I 2.00 E0.0‘79] TYP. POWER DISSIPATION 108 m
SOR @ PLgy — DERATE FROM 25°C -12 mw/C
—! |— 254 [0.100] OPERATING, STORAGE TEMP. -4 710 +85 4
SOLDERING TEMP. +260 ‘C
2.0mm FROM BODY 3 SEC. MAX
* K0S
$5.90 (002321 ~
NOTES:
1. SSL-LX5093YD, YELLOW LED.
545 [0.215] 2. §SS-LX37585, 0.375" LONG, BLACK PVC SPACER.
REF. @
*UNLESS OTHERWISE SPECIFIED TOLERANCE IS *0.25mm (+0.0107)
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