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PLCC Sockets {Con:inued)

L.ow Profile, Surface Mount (Corinuzd]

Rectangular Sockel — o
32 Posilions - ot =]
Materials and Finigh PCHBec;ald E
Housing — Polyphenylene sulfide, L
40% qlass “illed, UL S4V-0 rated
Contacts — Phcsphor bronze with
0.00508 [.000200] 93/7 tin-lead per
MI_-T-10727 Type | ove C.00127 *
[000050] ricke! per 0Q-N-290 =
Packaging Quantities - L
28 Pes /Tube”, 70 Tubes/Box o
Total = 1960 Pes./Box 2o
Tape Mouned = 400/Reel” g
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Extraction Tool *l Wl-°5°f-°75l
Panl Np. 821980-1
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All Purpose Tool
Part No. B22154-1 Recommended Chip Carrier
i Low Ingertion Force
No. of Dimension Without Tape Mounted
Pos. E Description Locating Without
Poats Lacating Posls
14.44 (Long Side)
564 9 Contacts .
32 79 ShoriSids £22273-1 38222731
464 {7 Contacts)
. . Ultra Low Profile Socket
No.of __ Dimension Without Tape Mounted
Fos. E Description Locating Without
Posts Lecating Posts
14.35 L%ng Side
565 (9 Contacts) i ’
32 1181 Sron Side 822403-1 3-822403-1
465 (7 Contacts)
Networking AMP Technical Support Center/AMP FAX Service Dimensions are in WWW.2mp.com Specifications 59
1-800-522-6752 717-986-7777 miltimeters over [inches] subject to shange.
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