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PLUGS - MALE CONTACTS
Triax MTG Amphenol 
Cable Config. a b c e f Hole CAI PLT Ins. Number Fig
Raychem
9530-D-5117 Plug 1.43 (36.3) .625 (15.9) .177 (4.5) — — — C13 P15 D1 31-8357-3 1
Times
TBF-58 Plug 1.43 (36.3) .625 (15.9) .257 (6.5) — — — C13 P33 D1 31-8357-6 1

Dims. Inches (mm)

RECEPTACLES - FEMALE CONTACTS
MTG Amphenol 

Description Config. a b c e f Hole CAI PLT Ins. Number Fig
Bulkhead
Jack Receptacle Recep. 1.20 (30.5) .690 (17.5) .825 (21.0) .250 (6.4) — T — P33 D1 31-8359-1 2

Dims. Inches (mm)

ADAPTER
MTG Amphenol 

Description Config. a b c e f Hole CAI PLT Ins. Number Fig
Bulkhead
Jack to Jack Adapter 1.37 (34.8) .730 (18.5) .638 (16.2) .187 (4.7) .737 (1.87) T — — — 31-8356-2 3

Dims. Inches (mm)

● accommodates cable diameter 

.505(12.8) dia.

.473(12.9)

T

.505(12.8) dia.

.473(12.9)

T

Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/3462228/31-8356-2.html

