0467

1,04 DIA.
ST T
0,97 DIA._[, ’/

L[]

0,97 DIA.

0,61 DIA. | }
HOLE

0,86 DIA. ‘ }«—7

0,46 DIA.

0467-0-15-XX-21-XX-04-0

Press-fit in 0,94 mounting hole

0569

1,4 DIA. N

0,87 DIA. |

0569-0-15-XX-X1-XX-10-0
Solder mount in 1,02 min
mounting hole

0461

1,04 DIA. ﬁ- f
MAX.
] 1,9
‘ 3,81
0,97 DIA. | 4,45
1
0,46 DIA. A

t
0461-X-15-XX-X1-XX-04-0

Solder mount in 0,51 min.
mounting hole

PIN RECEPTACLES
for 0,38 - 0,46 diameter pins (#09 contact)
for 0,38 - 0,51 diameter pins (#11 contact)
and 0,38 - 0,56 diameter pins (#21 contact)
(see specific contact range on pages 216 & 217)

0552

1,4 DIA. |

0,97 DIA. J N

0552-X-15-XX-X1-XX-10-0
Solder mount in 1,02 min. mounting hole
Also available on 16mm wide carrier
tape: 1,500 parts per 330mm reel.
Order as: 0552-X-57-XX-X1-XX-10-0

6023

14 DIA. o j 091 |
x ‘ T 2,29
087 DA 1 IR 3,45

6023-0-15-XX-21-XX-10-0
Solder mount in 1,02 min
mounting hole

Basic Part | Length
Number A
0461-0 | 10,16
0461-1 6,99
0461-2 4,57
0461-3 3,18
0461-4 1,52
0461-5 1 11,18

Basic Part | Length | Depth
Number L N
0552-1 3,45 3,05
0552-2 4,32 3,81

1,4 DIA.

0,97 DIA.

6214-0-15-XX-21-XX-10-0
Solder mount in 1,02 min
mounting hole

8579
1,4 DIA. ,_‘_ 026

|

] 4,95
0,97 DIA. ‘
I

8579-X-15-XX-X1-XX-10-0
Solder mount in .040 min. mounting hole
Also available on 24mm wide carrier
tape: 1,200 parts per 330mm reel.
Order as: 8579-0-57-XX-X1-XX-10-0

(}6\0”\
w D
2‘»7%%
%is?
1,42 DIA. | b
R S 7
! b
’\/ /
0,97 DIA. | ﬁ 432
|
|
079 DA __| | -
HOLE

5522-0-15-XX-09-XX-10-0
Solder mount in 1,02 min.
mounting hole

2086

1,04 DIA. —?- * ?
MAX. ]
i Y03
1,09 DIA. | / 1 |
“ ’ 1 4,06 4 4e
1,0 DIA, ’*
D 4,57

2086-0-15-XX-21-XX-04-0

Press-fit in 1,02 mounting hole

Basic Part | Length
Number L

8579-0 | 5,94
8579-1 7,49

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:

LENGTHS: +0,13
DIAMETERS: =0,05
ANGLES: +2°

ORDER CODE: XXXX - X

BASIC PART # —/

SPECIFY SHELL FINISH:

RoHS
2002/95/EC

-15-XX-XX-XX-10-0
A
01 5,08um TIN/LEAD OVER NICKEL

<> 80 5,08umTIN OVER NICKEL (RoHS)
<> 15 0,25um GOLD OVER NICKEL (RoHS)

SELECT CONTACT

1
SPECIFY CONTACT FINISH:
02 2,54um TIN/LEAD OVER NICKEL
<> 84 2,54um TIN OVER NICKEL (RoHS)
<> 27 0,76um GOLD OVER NICKEL (RoHS)

#09, #11 or #21 CONTACT (DATA ON PAGE 217)
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