
1,4 DIA.1,4 DIA.

1,681,68
0,760,76

2,542,54

3,943,94
1,14 DIA.1,14 DIA.

0,890,89

2,132,13

0,43 DIA.0,43 DIA.

PINSM

A HINE
D

C
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PIN RECEPTACLES
for 0,20 - 0,33 diameter pins (#04 contact)
and 0,30 - 0,43 diameter pins (#10 contact)
(see specific contact range on page 216)

www.mil l -max.com  516-922-6000127

SPECIFICATIONS

SHELL MATERIAL:
Brass Alloy 360, 1/2 Hard

CONTACT MATERIAL:
Beryllium Copper Alloy 172, HT

DIMENSION IN INCHES
TOLERANCES ON:
LENGTHS: ±0,13 
DIAMETERS: ±0,05
ANGLES: ± 2°

0,30 DIA.0,30 DIA.

0,56 DIA.0,56 DIA.

0,66 DIA.0,66 DIA.
2,542,542,162,16

0,150,15

3,83,8

2,032,03
1,351,35

8210-0-15-15-04-27-04-0
Press-fit in 0,61/0,68 stepped hole

8210

4993

0,89 DIA.0,89 DIA.

1,521,52
2,542,54

3,183,18

A

0,94 DIA.0,94 DIA.

0,36 DIA.0,36 DIA.

0464-X-15-XX-10-XX-04-0
Solder mount in 0,41 min.

mounting hole

0464

1,4 DIA.1,4 DIA.

1,07 DIA.1,07 DIA.

0,97 DIA.0,97 DIA.

0,560,56

1,781,78

3,93,9

5,75,7

1,51,5

9225-0-15-XX-10-XX-10-0
Press-fit in 1,0 mounting hole

9225

0,970,97
1,781,78

3,563,56
4,064,06

1,4 DIA.1,4 DIA.

0,97 DIA.0,97 DIA.

0529-0-15-XX-10-XX-10-0
Solder mount in 1,02 min.

mounting hole

0529

Basic Part
Number

Length
A

0464-0
0464-1

3,18
6,35

8947-0-15-XX-10-XX-10-0
Solder mount in 1,02 min.

mounting hole

8947
1,14 DIA.1,14 DIA.

0,97 DIA.0,97 DIA.

0,560,56
1,651,65

3,943,94

5,725,72

ORDER CODE: XXXX - X - XX - XX - XX - XX - XX - 0

BASIC PART #
SPECIFY SHELL FINISH: SPECIFY CONTACT FINISH:
01 5,08 μm TIN/LEAD OVER NICKEL 02 2,54 μm TIN/LEAD OVER NICKEL

 80 5,08 μm TIN OVER NICKEL (RoHS)                           84 2,54 μm TIN OVER NICKEL (RoHS)
 15 0,25 μm GOLD OVER NICKEL (RoHS)                       27 0,76 μm GOLD OVER NICKEL (RoHS)

SELECT  CONTACT
#04 or #10  CONTACT (DATA ON PAGE 216)

(CONTACTS #04 & #10 NOT INTERCHANGEABLE)
RoHS

2002/95/EC

4993-0-15-15-10-27-10-0
Compliant press-fit in 1,04 - 1,12 Dia.

mounting hole
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