4006 3121

.016 DIA. 118
.032 DIA.

.035 DIA. ﬁ '

016 DIA. q]

4006-X-00-XX-00-00-03-0

Hex Press-fit in .034 mounting hole

3128

.020 DIA.

046 DIA
— L

.020 DIA.

3128-X-00-XX-00-00-08-0
Solder mount in .024 min.
mounting hole

6218

%4‘}#4H—4%

.019 DIA.

018 142

057 DIA._ AL v by
.060 DIA. | _} 038 075

140

.046 DIA.

.020 DIA.
|

J f
6218-0-00-XX-00-00-03-0

Press-fit in .057 mounting hole

PRINTED CIRCUIT PINS

Basic Part | Length
Number \'J
4006-0 .118
4006-1 .188
4006-2 .288
Basic Part Length
Number
3128-1 .250
3128-2 425
3128-3 525
3128-4 .550
3128-5 .930
019 DIA. s 154
osrom JILb b
060 DA |, | 1 038 .075
.046 DIA. f 127
.023 DIA.
—_— 164

5012-0-00-XX-00-00-03-0

Press-fit in .057 mounting hole

.019 DIA.

.017 DIA.

*
M»|::F:| E—

|

i

.032 DIA.

.036 DIA.

058 DIA.

i
v
!

3121-X-00-XX-00-00-08-0
Solder mount in .023 mounting hole
Material is annealed.

3006

|
% K

3006-0-00-XX-00-00-03-0

Press-fit in .034 mounting hole

0508

_ +
T
125

0508-0-00-XX-00-00-03-0

Surface Mount

.016 DIA.

.016 DIA.

055 DIA.

020 DIA.

.046 DIA.

.015 DIA.

Basic Part | Substrate | Length
Number | Thickness
3121-1 .025 .061
3121-2 .040 .075
,OWB DIA. 018 140
‘057 DIA. r
.060 DIA. 038 075

450

T 125
I
8885-0-00-XX-00-00-03-0

Press-fit in .057 mounting hole

9081

.020 DIA.

.045 DIA.

.020 DIA.

m

|
ETII E—
|

T77
9081-0-00-XX-00-00-08-0

Solder mount in .024 mounting hole

SPECIFICATIONS

PIN MATERIAL:
Brass Alloy 360, 1/2 Hard
(Except where noted)

DIMENSION IN INCHES
TOLERANCES ON:
LENGTHS: +.005
DIAMETERS: +.002
ANGLES: +2°

ORDER CODE: XXXX-X-00-XX-00-00-XX-0

\— SPECIFY PIN FINISH:

01 200p" TIN/LEAD OVER NICKEL
< 80 200u" TIN OVER NICKEL (RoHS)
& 15 10u" GOLD OVER NICKEL (RoHS)
& 21 20p" GOLD OVER NICKEL (RoHS)
< 34 501" GOLD OVER NICKEL (RoHS)

BASIC PART # J
<ﬂﬂ§>
2002/95/EC
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