
Underwriters Laboratories, Inc.
Recognized Component Program — UL File Number E201546

UL file number E201546 has been assigned to Keystone Electronics’ “Quick-Fit” terminals (Refer to pages 44-47) 
indicating recognition by Underwriters Laboratories Inc. that they are in compliance with their component program.

Underwriters Laboratories Inc. component program assures that “Quick-Fit” terminals meet the dimensional 
and performance requirements of the National Electrical Manufacturers Association specification number 
NEMA2-1982-(1988) and UL310.
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.110 (2.8), .187 (4.8), .205 (5.2) MALE TABS 
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CAT. NO. MATERIAL MTG. HOLES
4905 .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
4909 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1286-ST .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
1213-ST .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1286 .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
1213 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
4900 .020 (.50) Brass, Tin Plate .043 (1.1) Dia.

CAT. NO. MATERIAL MTG. HOLE
1267 .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
1211 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
4903 .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
4906 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
4904 .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
4907 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1285 .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
1212 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

.187 (4.8) TAB.187 (4.8) TAB .187 (4.8) TAB

.110 (2.8)  TAB

.205 (5.2) TAB .205 (5.2) TAB

.187 (4.8)  TAB

STURDI-MOUNT

STURDI-MOUNT

STURDI-MOUNT

.125 [3.2]

.205 [5.2]

.150 [3.8]

.500
[12.7]

.250 [6.4]

.200 [5.1].045 [1.14]

.050 [1.27]

.070 [1.80] DIA.

.140 [3.6]

.510
[13.0]

.050 [1.27]

.045 [1.14] .200 [5.1]

.250 [6.4]

.205 [5.2]

.125 [3.2]

.120
 [3.1]
 REF.

.281 [7.15]

.070 [1.80] DIA.

.250 [6.4]

.570
[14.5]

.187 [4.8]

.256 [6.5]

.177 [4.5] .040 [1.00]
.080 [2.1]

.416
[10.6]

.125 [3.2]DIA.
.051 [1.30]

.187 [4.8]

.200 [5.1]

.150 [3.8]

.125 [3.2]

.050 [1.27]

.045 [1.14]

.055 [1.40] DIA.

.250 [6.4]

.500
[12.7]

.156 [4.0]

.110 [2.8]
.062 [1.55]

.542
[13.8]

.280 [7.1]

.187 [4.8]

.050 [1.27]

.045 [1.14]

.048 [1.20] DIA.

.110 [2.8]
.285 [7.3]

.150 [3.8]

.057 [1.45]
.525 [13.4]

.048 [1.20]
DIA.

.045 [1.14]

.050 [1.27]

.200 [5.1]

.340 [8.7]
.187 [4.8]

.245 [6.2] .150 [3.8]

.120 [3.1]
.560 [14.2]

.045 [1.14]

.050 [1.27]

.200 [5.1]

 .055 
[1.40]
 DIA.

CAT. NO. MATERIAL MTG. HOLES
1285-ST .020 (.50) Brass, Tin Plate .046 (1.2) Dia.
1212-ST .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

.205 (5.2) TAB

.205 [5.2]

.250 [6.4] .150 [3.8]

.340 [8.7]

.560 [14.2]
.125 [3.2]

.200 [5.1]

.050 [1.27]

.045 [1.14]

.070 [1.80]
DIA.

.187 [4.8]

.120
 [3.1]
 REF.

.125 [3.2]

.200 [5.1]

.281 [7.15]

.140 [3.6]

.045 [1.14]

.050 [1.27]

.510
[13.0]

.055 [1.40] DIA.

.250 [6.4]

.110 (2.8)  TAB
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.100 [2.6]

.200
[5.1]

.250
[6.4]

.312
[7.9]

.160 [4.1] .430 [10.9]

.312 [7.9]

.280
[7.1]

.200
 [5.1]

30°

.125
[3.2]

.040 [1.02](3)

.062 [1.55] DIA.

.250 (6.4) TAB .250 (6.4) TAB.250 (6.4) TAB

CAT. NO. MATERIAL MTG. HOLES
1266 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1265 .032 (.80) Brass, Tin Plate .106 (2.7) Dia.

.350 [8.9]
.250 [6.4]

.200 [5.1]

.056 [1.42]

.051 [1.30]

.312 [7.9] .150 [3.8]

.590 [15.0]

.070 [1.80]
DIA.

.178 [4.5]
.789 [20.1]

.312 [7.9]

.250 [6.4]

.178 [4.5]

.350 [8.9]

.150 [3.8]

.045 [1.14]

.050 [1.27]

.200 [5.1]

.070 [1.80] DIA.

.580 [14.8]

.985 [25.0]

.437
[11.1]

.280 [7.1].250 [6.4]

.178 [4.5]

.110 [2.8]

.093 [2.4]
.312 [7.9]

.106 [2.7]

.040 [1.00]
DIA.

.070 [1.80] DIA.

CAT. NO. MATERIAL MTG. HOLES
4966 .032 (.80) Brass, Tin Plate .056 (1.4) Dia.

DUAL .110 (2.8)/.250 (6.4) TAB.250 (6.4) TAB

.250 (6.4) TAB .250 (6.4) TAB

.250 (6.4) TAB

CAT. NO. MATERIAL MTG. HOLES
1287 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1287-ST .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

.250 (6.4) TAB

.250 (6.4) TAB

STURDI-MOUNT

STURDI-MOUNT STURDI-MOUNTSTURDI-MOUNT

STURDI-MOUNT

.250 (6.4) TAB .250 (6.4) TAB

.138 [3.5].335 [8.5]

.709
[18.0]

.187 [4.8] .060 [1.52]

.312
[7.9]

.537 [13.7]

.156 [4.0]DIA.
.250 [6.4].070 [1.80]

.610
[15.5]

.273 [7.0]
.438

[11.2]

.156 [4.0]

.250 [6.4].070 [1.80]
DIA.

.187 [4.8] .060 [1.52]
.138 [3.5]

.540
 [13.7]

.781
 [19.9]

.150 [3.8]

.312 [7.9]
.250 [6.4]

.070 [1.80] DIA.

.178 [4.5]

.050 [1.27]

.045 [1.14] .200 [5.1]

.594
[15.1]

.710
[18.1]

.470
[12.0]

.120
 [3.1]
REF.

.050 [1.27]

.045 [1.14] .200 [5.1]

.150 [3.8]

.312 [7.9]

.178 [4.5]

.250 [6.4]

.070 [1.80] DIA.

CAT. NO. MATERIAL MTG. HOLES
1282 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
4901 .032 (.80) Brass, Tin Plate .067 (1.7) Dia.

CAT. NO. MATERIAL MTG. HOLES
4902 .032 (.80) Brass, Tin Plate .067 (1.7) Dia.

CAT. NO. MATERIAL MTG. HOLES
4908 .032 (.80) Brass, Tin Plate .067 (1.7) Dia.

CAT. NO. MATERIAL MTG. HOLES
1289 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1289-ST .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

CAT. NO. MATERIAL MTG. HOLES
1281 .032 (.80) Brass, Tin Plate .052 (1.3) Dia.

.200 [5.1].045 [1.14]

.070 [1.80] DIA.

.371
[9.4].552

[14.0]

.312
[7.9]

.250 [6.4]

.178 [4.5]

.050 [1.27]

.150 [3.8]

.312 [7.9]

.120
 [3.1]
REF.

.552
[14.0]

.050 [1.27]

.045 [1.14] .200 [5.1]

.312 [7.9]

.150 [3.8]

.178 [4.5]

.250 [6.4]
.070 [1.80] DIA.

.312
[7.9]

.250 [6.4]

.110 [2.8]

.280
[7.1]

.552
[14.0]

.371
[9.4]

.048 [1.20] DIA.

.312 [7.9]

.062 [1.57]
.178 [4.5]

.150 [3.8]

.200 [5.1].045 [1.14]

.050 [1.27]

.312 [7.9]

NOTE: .250 TAB HAND INSERTION TOOL; CAT. NO. 1288, REFER TO PAGE 46

.312 [7.9]

.150 [3.8]

.312 [7.9]

.125 [3.2]

.200 [5.1].045 [1.14]

.050 [1.27]

.178 [4.5]

.070 [1.80] DIA.
.250 [6.4]

.515
[13.1]

1.220
[31.0]
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