DRAWING No.: MB0-681XXXX SHEET 2 OF 2] 1F InpousT - ask | (o | NOT TO SCALE THIRD ANGLE PROJECTION | ALL DIMENSIONS IN mm
ASSEMBLY No. OF ) " DIM "Y" MAX 5.60
PART No. | CONTACTS | DIM X" | DIM ¥ <200 TYp A
MB0-68104XX 4 2.00 1.15 ﬁ ﬁ ﬁ ; ﬁ ﬁ ;
M80-68106XX 6 4.00 9.15 H ﬁ . H
M80-68108XX 8 6.00 .15 200 — —) } ' '
M80-68 1 10XX 1 8.00 13.15 | @@ [ @@ i
MB0-68112XX 12 10.00 15.15
M80-68114XX 14 12.00 17.15 A\ 5.45 MAX =+ = 1.5
M80-68 1 6XX I 12.00 19.15 £ @@ @@ .
MB0-68118XX 8 16.00 2115 ; ; ; T T
M80-68120XX 20 18.00 23.15 . ; T i 1 ; ; SECTION A-A g
MB0-68126XX 26 24.00 29.15 u l;]J u U LlJ u _ ¥
MB0-68134XX 34 32.00 37.15 'éA
M80-68144XX 44 42.00 47.15 ORDER CODE:
SPECIFICATIONS: M80-681XXXX
MATERIAL: TOTAL No. OF CONTACTS
MOULDING = GLASS-FILLED POLYAMIDE 46, UL94V-0, BLACK f \ | Y 04, 06, 08, 10, 12, 14,
CONTACT CLIP = BERYLLIUM COPPER '(, | | ) | | \) 16, 18, 20, 26, 34, 44
FC()NgACT SHELL = BRASS w hj w w hj w
INISH: FINISH
01 = 0.3y GOLD CLIP, 4y TIN/LEAD SHELL , . | 01 - GOLD CLIP, TIN/LEAD SHELL
42 = 0.3y GOLD CLIP, 4p 100% TIN SHELL | DIM “X | 42 - GOLD CLIP, 100% TIN SHELL
= 0.3y GOLD CLIP, 0.3p GOLD SHELL 45 - GOLD CLIP, GOLD SHELL
ELECTRICAL DIM
G oy
URRENT RATING A = 2.2h MAX ' NOTES: RA | 3 Ji9.01.10] 10649
WORKING VOLTAGE = 120V AC/DC 2.50 MIN =] —>| =100 17 'FOR CONNECTOR WITH PICK AND PLACE
VOLTAGE PROOF = 360V AC/DC TYP PAD SEE DRAWING M80-681XXXXP namefiss. | oate Jcrnore
CONTACT RESISTANCE = 25 m{) MAX | ' : APPROVED. 7 ro0e
EEISULAEION RESISTANCE = 100 MO MIN T —— —
MECHANICAL : : M.G.PLESTED
DURABILITY = 500 OPERATIONS 8.004.00 W(OPTIONAL) HOLES REQUIRED FOR USE DRAWN -
INSERTION FORCE = 2.8N MAX, 1.ON MIN i ‘ ___W._J. BOURNE
WITHDRAWAL FORCE = 1.8N MAX, 0.2N MIN L\L WITH LATCHED MALE CONNECTORS. CUSTOMER REF .:
ENVIRONMENTAL : . .
TEMPERATURE RANGE = -55°C TO +125°C | 90 ——
PACKING: ) RECOMMENDED 3.20 ASSEMBLY DRG-
TUBE PAD LAYOUT
GZGA@W.N .uré?.'«ir?ﬁﬁ"éﬁ%?ggn?ﬂuv: TOLERANCES MATERIAL: TITLE:
1] QUATTER SET oUT HEREON ARE X. T +imm SEE ABOVE DATAMATE DIL VERTICAL SMT
roreern o tie e | X2 0200 SOCKET ASSEMBLY
HARWIN USA HARWIN Europe (UK) HARWIN Asia DISCLOSED, LONED. COPIED | X. XXX = +0.0Imm ,
TEL: 603 893 5376 |TEL: 023 9231 4545 TEL: +65 6 178 4900 OF USED FOR MAIEACTURING. | L L T o | FINISH: SEE ABOVE DRAWING NUMBER: o
FAX: 603 893 5396 [FAX: 023 9231 4590] FAX: +65 6 779 3868]  orien unecas fok At : > M80O-681XXXX [%0r
mis@harwin. com mis@harwin.co.uk | mis@horwin.com.sg | THEIR WRITTEN PERMISSION. UNLESS STATED | S/AREA: mm 2
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