MICRO SWITCH

FREEPORT ILLINOIS U S A
A DIVISION OF HONEYWELL
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CHARACTERISTICS

ELECTRICAL DATA
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OPERATING FORCE — — — — ——|2-24 04
RELEASE FORCE — — =402 MINI
PRETRAVEL __ _ _ _ 8° (,219 MAX)
DIFFERENTIAL TRAVEL — 3/4°(,02| MAX)
OVERTRAVEL ~— — DO NOT OVERTRAVEL

MORE THAN 90°

CONTACT ARRANGEMENT
SEE CIRCUIT DIAGRAM

arovv o cUn UL
PRy

15A-125,250 OR 480 VAC
1A-125 VBC; 0,5A-250 VDC
1/ HP-125 VAC; 1/2 HP- -250
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MOUNTING SCREW HOLES,
LEAD WIRES 105°C MAX
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(4) 5Smm HEX DRIVE CAP SCREW,
WRENCH FURNISHED WITH PRODUCT
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10-32 UNF-2B THREADS X .219 REF. DEEP (8)

SUITABLE ONLY FOR APPLICATIONS IMPARTING A RAPID STROKE TO THE

SWITCH ROLLER

EXPLOSION PROOF-UNDERWRITER'S LAB INC LISTING FOR HAZARDOUS

LOCATIONS, NEMA 7,CLASS I,
GROUPS E,F, & G

N.O. LEADS - BLUE

N.C. LEADS - RED

GROUND LEAD - GREEN
SEAL RATING: NEMA 1

GROUP C & D, NEMA 9, CLASS II,
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