.025 [0.63] REF—~{ |-

l—— .120 [3.00]
SQ. (BOTH ENDS)

.026 [0.66] .026 [0.66] f—
.057+.008 [1.4640.20]

.120 [3.00] ||_

NOTES: |
1) CAPACITANCE (1000hrs.): 1000pF N
2) CAP TOLERANCE: +20% + - 11— - - 4
3) DISSIPATION FACTOR: 4% MAX. -4

4) INSULATION RESISTANCE: 25°C 1GOHM

5) 200 VDC RATED @ +125°C

6) DIELECTRIC WITHSTANDING VOLTAGE: 700 VDC
7) CURRENT RATING: 10 AMPS

T.Numuﬂo‘_ 0 [6.00+0.25] L

feodrs:conTerectronT CUIMpPOUrierits distriotor

8) REFLOW TEMPERATURE LIMIT: +235°C FOR 5 SEC. VIDDLE TERMINAL
9) PACKAGING: BAG (1000 PCS. MAX./ BAG) .300+.010 [7.6240.25]
MARKING:
PART: NONE
PACKAGE: PART NO. RoHS
SCI  DATE CODE
QTY.
8| &5 |UNLESS OTHERWISE |l St % FAIRVIEW
o u SPECIFIED Froctins + 1/64 PENNSYLVANIA
Z| 2 | DIMENSIONS ARE [Dec, oot oinasey | -SPECTRN CONTREL . ]
| B2 IN INCHES. Dec. .xxxToosio277]04n. KAUFFMAN | Description
S|y Angles £0° 30" Imte 3-16-11 | SURFACE MOUNT FILTER
ol £ cODE IDENT. N, |Engr. B.DEVINE
z| £ | po NOT scALE Lspp S 1 or 2| PSM4F—102M—10B
Quality Products From The Specialists In Electro—Magnetic Compatibility
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