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Electrical Testing
per Tusonix standard
test plans and Mil-Std-202
Test Methods.
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NOTES:

1.

TUSONIX STANDARD PART NUMBER: 4400-010.

TUSONIX RoHS COMPLIANT PART NUMBER: 4400-010 LF.
CUSTOMER MUST SPECIFY STANDARD OR RoHS PART NUMBER
WHEN ORDERING.

[084:0.18 2. LEAD, BUSHING, AND MOUNTING HARDWARE: SILVER PLATED.
LOCK WASHER 3. PART MARKING: TRADEMARK AND VARIATION NUMBER ON HEX
[187+.008 T ertras] FLATS. STANDARD PART: BLACK INK. RoHS PART: GREEN INK.
[re=013 ) 4. OPERATING TEMPERATURE RANGE : -55°C TO +125°C.
7N 5. MAX. RECOMMENDED SOLDERING TEMPERATURE: 260°C.
A
() 6. SUPPLIED WITH HEX NUT AND INTERNAL TOOTH LOCK WASHER.
U
< 7. MAX. RECOMMENDED MOUNTING TORQUE - 2.0 Ib.-in. [.226 Nm].
HEX NUT
DC WORKING IR, DC MIN. NO LOOAD INSERTION LOSS
CAP.(pf) [TOLERANCE| _ VOLTAGE MIN.@ | DYV |cURRENT dB) @ 25°C PER MIL-STD-220
100 (vbe,)| VPO |~ avps 7 10 100 1 10
85°C | 125°C ' (AMPS) | MHz | MHz | MHz | GHz | GHz
27,000 GMV 70 50 10GQ | 150 10 10 28 42 65 65
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