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Features
m 20 cm [7.7"] VGA format

m Low power consumption (0.8 W)
m Thin (8.0 mm) & lightweight (240 g)

Specifications

Parameter Unit Parameter Unit
Display size 20 [7.7] cm["] Backlight type 1CCFT (E) -
Dot format (H x V) 640 x RGB x 480 dot Duty ratio 1/240 -
Dot pitch (H x V) 0.082 x 0.246 mm Logic voltage 3.3 Vcon \%
Active area (H x V) 157.4 x 118.0 mm Power consumption 780 mwW
Panel type *1 - Outline dimensions (W x H x D)|197.0 x 142.5x 8.0f mm
Panel mode Transmissive - Weight 240 g
Contrast ratio 30:1 - Operating temperature 0 to +40 °C
Response time 350 ms Storage temperature -25 to +60 °C
Brightness 70 cd/m?

*1...Triple Super Twisted Nematic

Outline Dimensions
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197
190.5

3.5 89.83 50

3.2

e
\
-,

I'Q A T <~~~ S |
© \ ! \ Active Area 157.42 x 118.06 I
i ‘ Bezel Opening Area 161.4 x 122.1 ‘ [g B
} i100.67 (I/F Connector Center) i ‘ I
3 L1
A \
- I

132
78
88

1425

i ©ololo] [ ] ‘ i
! AN L\ ) ) |
‘ g g g R||G \ Center Line (Bezel Opening Area Center) !

ST 1
o =

0.020
| 0.062
B 0.082
-
|
N \
émo
&

Downloaded from Elcodis.com electronic components distributor


http://elcodis.com/parts/4647399/LM8V30.html

