DIIXYS

Polar™ HiPerFET™
Power MOSFET

IXFA10N60OP
IXFP10N60OP

D
N-Channel Enhancement Mode
Avalanche Rated
Fast Intrinsic Rectifier s
Symbol Test Conditions Maximum Ratings
Vies T, =25°C to 150°C 600 \Y
Vioen T, =25°C to 150°C, R ¢ = TMQ 600 Vv
Viss Continuous +30 Vv
Visu Transient +40 \
ls T, =25°C 10 A
o T, = 25°C, Pulse Width Limited by T 25 A
1, T, =25°C 10 A
E,. T, =25°C 500 mJ
dv/dt lg <l Voo £ Viee T,<150°C 10 V/ns
P, T, =25°C 200 W
T, -55 ... +150 °C
T 150 °C
L -55 ... +150 °C
T, 1.6mm (0.062in.) from Case for 10s 300 °C
T Plastic Body for 10 Seconds 260 °C
M, Mounting Torque (TO-220) 1.13/10 Nm/Ib.in.
Weight TO-263 25 g
TO-220 3.0 g
Symbol Test Conditions Characteristic Values
(T, = 25°C Unless Otherwise Specified) Min. | Typ. | Max.
BV, Vo =0V, I, =250uA 600 \Y
Vasan) Vs =Vge Ip=1TmMA 3.0 55 V
less Vo =430V, V =0V 100 nA
IDSS VDS - VDSS’ VGS_ OV 25 “A
T,=125°C 500 pA
Rosion Vo =10V, 1,=0.5¢1 ., Notes 1, 2 740 mQ

Vioes 600V
l,,s, = 10A
Roson < 740mMQ
t < 200ns

rr
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G ‘
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Features

¢ International Standard Packages
® Dynamic dv/dt Rating

® Avalanche Rated

® Fast Intrinsic Rectifier

® Low Q,

® Low Ryg.,)

® Low Drain-to-Tab Capacitance

® Low Package Inductance

Advantages

® Easy to Mount
® Space Savings

Applications

® DC-DC Converters

¢ Battery Chargers

¢ Switch-Mode and Resonant-Mode
Power Supplies

® Uninterrupted Power Supplies

¢ AC Motor Drives

® High Speed Power Switching
Applications
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IXFAT10NG6OP
-I IXYS IXFP10N60P

Symbol Test Conditipns 3 C!'naracteristic Values T0O-263 Outline
(T, =25°C, Unless Otherwise Specified) Min. | Typ. | Max. .
g, V,o=10V,1,=05¢1_,, Note 1 6 11 S [ Lo
|
C.. 1720 pF !
o |
C... Vo = OV, V, =25V, f = IMHz 160 pF S
C.. 14 pF o
'IEIL‘+ [Sry
t, - _— : 23 ns
(om) Resistive Switching Times
t 27 ns L.
r Ve =10V, V=05V ., [,=05¢°1, : gfg:g?g;?g}-f
td(off) R; = 10Q (External) 65 ns 4 GeAN {couscion)
t 21 ns
[NCHE'S MILLIMETER
Qy0n) 32 nC S TWIN T WA | MIN | NAX
_ _0Ee P A 160 | 190 | 406 | 483
Qgs Ve =10V, V =05V ., 1,=05¢°1I,, 12 nC Al 080 10 203 579
Q 10 nC b 020 | 039 | 051 | 099
9 b2 | .045 | 055 | LI4 140
Riic 0.62 °C/W c 016 | 029 | 040 | 074
! . c2 | 045 [ 055 | 114 L40
Rinch T0-220 0.50 C/W D 340 | 380 | 864 | 965
D1 315 | 350 | 800 | 889
E 380 | 410 | 965 | 1041
Source-Drain Diode 51 ‘Efaﬂ Bgtm 6'23254 BS?'B
Symbol Test Conditions Characteristic Values tl S;E’ -EI%S 1;'-233 '2-_9,3
(T, = 25°C, Unless Otherwise Specified) Min. | Typ. | Max. 2 040 055 | Lo2 1':40
_ L3 0350 070 127 178
ls Vs =0V 0 A 4 1 0 s |0 | 013
| Repetitive, Pulse Width Limited by T 30 N
sm P Y Lo TO-220 Outline
Vg, =1, Ve = OV, Note 1 15 Vv

5 [=D-]
R o
t"' IF =05 |D25’ VGS =0V 120 200 ns }L < S Hi ﬂF
Lo -di/dt = 100A/us 3 A bl
Q VR = 1OOV 320 nC

RM

Notes: 1. Pulse test, t < 300us, duty cycle, d <2%.

b I ¢ —]
2. On through-hole packages, R, Kelvin test contact im = -
location must be 5mm or less from the package body. e

Pins: 1 - Gate 2 - Drain
3 - Source

i INCHES MILLIMETERS

MIN MAX MIN MAX
A 170 190 432 | 483
b 025 040 0.64 1.02
b1 045 065 | 115 L65
c 014 022 [ 0395 0.56
D 580 630 [ 1473 | 1600
E 390 420 | 991 [ 10.66
e 100 BSC 2,54 BSC
r 045 055 | 114 140
H1 230 270 | 585 | 6895
J1 090 110 229 | 279
K 0 015 0 0.38
L 500 550 [ 1270 [ 1397
L1 110 230 [ 279 5.84
2P | 139 161 353 408
Q 100 125 | 254 318

IXYS Reserves the Right to Change Limits, Test Conditions, and Dimensions.
IXYS MOSFETs and IGBTs are covered 4,835,592 4,931,844 5,049,961 5,237,481 6,162,665 6,404,065 B1 6,683,344 6,727,585 7,005,734 B2 7,157,338B2
by one or more of the following U.S. patents: 4,850,072 5,017,508 5,063,307 5,381,025 6,259,123 B1 6,534,343 6,710,405 B2 6,759,692 7,063,975 B2
4,881,106 5,034,796 5,187,117 5,486,715 6,306,728 B1 6,583,505 6,710,463 6,771,478 B2 7,071,537
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Fig. 1. Output Characteristics @ T; = 25°C
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Fig. 3. Output Characteristics @ T; = 125°C
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Fig. 5. Rps(en) Normalized to Ip = 5A Value vs.
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Fig. 2. Extended Output Characteristics @ T, = 25°C
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Fig. 4. Rps(on) Normalized to Ip = 5A Value vs.
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Fig. 7. Input Admittance
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Fig. 9. Forward Voltage Drop of Intrinsic Diode
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Fig. 11. Capacitance
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IXYS Reserves the Right to Change Limits, Test Conditions, and Dimensions.

Fig. 8. Transconductance
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Fig. 10. Gate Charge
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Fig. 12. Maximum Transient Thermal Impedance
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