BOURNS'

Electrical Characteristics

Standard Resistance Range
............................... 100 to 1 megohm
(see standard resistance table)
Resistance Tolerance .................. +30 %
(tighter tolerances available)
Contact Resistance Variation...10 % max.
Resolution ..., Infinite
Adjustment Angle................. 210°+20°

Environmental Characteristics

Power Rating
100-500K 0hmMS ...cveeeeerieeiienieene 50V
>500K ohms
50 °C i 0 1 watt
Temperature Range...-25 °C to +100 °C
Temperature Coefficient... £1000 ppm/°C
Load Life.. 1,000 hours 0.1 watt @ 70 °C
(20 % ATR)

Physical Characteristics

Torque (Operating)............. 20-250 g-cm
Stop Strength
Knob Side .....cccceevvviieeeninns 750 g-cm
Reverse Side ......c.cccecvrene 350 g-cm
Terminals ........ccoceveeenneen Solderable pins

Marking...... Resistance code, date code
Standard Packaging....500 pcs. per bag
Adjustment TOOL........ccoeeriiiieeeinns H-90
Aqueous cleaning not recommended.

How To Order

3318 K-1-103 __

Model — |
Style

Standard or Modified

Product Code
-1 =30 % TR Tolerance (Standard)
-2 =20 % TR Tolerance

Resistance Code

Packaging Options
Blank = 500 pcs./bag (Standard)
A = Ammo Pack - 1000 pcs./box

Standard Resistance Table

Resistance Resistance

(Ohms) Code
100 101
200 201
500 501
1,000 102
2,000 202
5,000 502
10,000 103
20,000 203
50,000 503
100,000 104
200,000 204
500,000 504
1,000,000 105

Popular values listed in boldface. Others are
typically not stocked by distributors and are not
recommended for new designs.

*RoHS Directive 2002/95/EC Jan 27 2003 including Annex.

Specifications are subject to change without notice.

Features

W Single-Turn / Carbon / Commercial
Open Frame

m Cross slot rotor design suitable for
automatic adjustment equipment

W Board retention feature
W Enclosed cover
m PC board stand-offs

Product Dimensions
3318K
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Customers should verify actual device performance in their specific applications.
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Model 3318 is currently available,
A although not recommended for new
designs. Models 3306F & 3306K
are preferred.

B Adjustable front/back, top/bottom

W RoHS compliant*

m For trimmer applications/processing
guidelines, click here

3318 - 6 mm Square Trimpot® Trimming Potentiometer
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BOURNS"

3318 - 6 mm Square Trimpot® Trimming Potentiometer

Packaging Specifications

Ammo Pack Model 3318K Recommended PCB Layout

127210 13410/0 251 .05
68 "_ 500 = .039 +.
205 (269) 64 ( ) {051 +.0047-0) "\, ‘( 099+ 002)
(631) = : DIA. A ‘
' = [ -| =1 h 0801 I o-—1
{ O y (.031 £.004) Q
o SW)e 104100 5.0:.05
= MOUNTING {1040 +.004/-0) (197 =.002)
SURFACE DIA. 2 PLCS.
25+ 35 |
] (.833) __08+01
(RS . = (1031 .004)

'2 3 = 18.0+1.0-05
m (.709 +040/-.020)

6005
3852 .07 5008 0540140 00205
162+ 003) (197 = .003) [~ (02000470 | (236%020
Adhesive tape
20.0+05 9.0:05
(787 = .020) (3354 = .020)
“ . YR N T |
kJ k 40:03
(157 = 012)
DIA.
12703
635.15  (B00z012)
(250 = .051)

Ammo Pack Model 3318F Recommended PCB Layout

DI, _13+.10-0
127 1.0 | (1051 +.004/-0) 25
- 22 (50003 | (-[?3\8)
(126) (126) i &
4 DIA. 6.35 03 i8530 @
{ {250 012) (=007 T
~|”~  MOUNTING 1.0 +.10/-0 50+ .05
SURFAGE (040°+.004/-0) ({197 = .002)
08201 DIA. 2 PLCS.
35 (031 = .004) 1.0
{139) (:433)
20.0:0.5
3.0£05
(7182 020) (787 = .020) 18.0+1.0/-05
20503 (709 +040/-.020)
_30:03 6.0:05
(118+.012) 5.0+0.8 385+ .07 I35+ .020)
(197 =.003) [ (152 = 003)
m! 1T
1" ' Adhesive tape ! ! ! :
| | | |
0801 : | | : : | | :
004) |' " h i 90:05
o [N o L (354 = .020)
/K 40203
(157 = 012)
DIA.
- [ 12.7+03
WIPER
63513 (5002 012) REV. 08/10
ccw cw DIMENSIONS: % (:280+ .051) “Trimpot” is a registered trademark of Bourns, Inc.

CLOCKWISE

Downloaded from Elcodis.com electronic components distributor

Specifications are subject to change without notice.
Customers should verify actual device performance in their specific applications.
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