~2.70 —| 93 Material and Finish

Center Pin —| Body: High Temp Thermoplastic

%\ o UL94V-0, Color: Black
>
e

Center Pin: Copper Alloy, Nickel Plated

Contact: Copper Alloy, Silver Plated

~2.60—
5.2

LH bre—rrl | et Electrical Characteristics

Rated Voltage: 24V DC
Rated Current: 3.0 amps

Contact Resistance:

Before Test
Between Terminals: 30 milliohms Max.
Plug to Contacts: 50 milliohms Max.

After Test:
4-0.85 j = 2-30.80 5.30 Between Terminals: 60 milliohms Max.

Plug to Contacts: 100 milliohms Max.

_____________ -
: Insulation Resistance: 100 Megohms Min.
3 :,-,777 Dielectric Withstanding Voltage :
| 500V AC RMS for 1 minute
2-01.0 % 4-2.9

A
: Mechanical Characteristics
3 ;,,,7, Durability Test: 5000 cycles
Insertion Force: 0.3kg-2.0kg

Extraction Force: 0.3kg-2.0kg
Operating Temp: -25°C to +85°C
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10.60 Recommended Plug Dimensions
) Outer Dimension OD: 3.5mm
Recommended PCB Layout wer = I )
Top View) Inner Diameter ID:

3 (Top KLDX-SMT-0201L-A: 1.10mm
—o KLDX-SMT-0201L-B: 1.35mm
NI ¢

1 Part Number Center Post Diameter Packaging

Sch ti KLDX-SMT-0201L-ATR @1.00 Tolorances
chematic - Tape & Reel (TR option) XX 025
KLDX-SMT-0201L-BTR 21.30 RoHS COMPLIANT <sp:® XXX £0.15
EU Directive 2002/95/EC A Us Unless Stated
Lr78160 | Otherwise

X
m

V. | DATE DESCRIPTION REV. BY CHK.BY |[DRAWNBY | DATE

7121705 New Drawing VA C_Furumasu oA 2721/08 Mini DC Power Jack V
L i T fore| KLDX-SMT-0201L-x .QW@@N

02/04/° Add Dielectric Voltage . Vien H. MA @ G s MT, RoHS Com pl iant

> 12>[2>]>)

mm

Downloaded from Elcodis.com electronic components distributor


http://elcodis.com/

