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KLD-SMT2-0202-A
©2.0+0.05

KLD-SMT2-0202-B
22.5+0.05

Material and Finish

Body: Nylon 66 High Temp Thermoplastic
UL94V-0, Color: Black

Contact #1: Phosphor Bronze, Silver Plated
Contact #2: Brass, Silver Plated
Contact #3: Brass, Silver Plated
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‘Q ‘ ! ™ z650 Electrical Characteristics
10 ‘ N—1 N | 2422 Contact Resistance
o : uJ_ l—;—l_ Before Durability Test
g 180 S A~ 1s0 y Tes -
Between Terminals: 30 milliohms Max.
0 ~— 5.00 ——‘& 4.50 a‘ -~ 5.0 —| Plug to Contacts: 50 milliohms Max.
» 14.8 7.0mm After Durability Test:
8 Minimum Between Terminals: 60 milliohms Max.
= = Insertion ~ Plug to Contacts: 100 milliohms Max.
c Depth
o Recommended PCB Layout Rated Current: 3.5 amps at 24V DC
m (Component Side)
N 13.00 Insulation Resistance: 100 Megohms Min.
N
) 9.00 at 500 VDC
QL) Dielectric Withstanding Voltage Test:
f‘;) | 500V AC RMS for 1 minute
o
® o ® . -
qa | ° Mechanical Characteristics
5 = g o3
—
6 ‘ = Al /\_E(O) 2 Durability Test: 5000 cycles min.
o
L5 0
© = 1 Insertion Force: 0.4kg-3.0kg before test
‘%) ‘ @) i 0.3kg-2.0kg after test
:l a1 | _ : Schematic Extraction Force: 0.4kg-3.0kg before test
0.3kg-2.0kg after test
o f B) | &) !
- N_ @1.70 I - Operating Temp: -25°C to +85°C
© i
An Soldering Temp: 230°C for 30 seconds
q 260°C Max.
S
-~ Part Number Center Post Diameter Packaging
2 KLD-SMT2-0202-A @2.00
o Bulk (standard) Tolerances
KLD-SMT2-0202-B @2.50
QO X.X * 0.2
§ KLD-SMT2-0202-A-TR 22.00 XXX + 0.10
Tape & Reel (TR option .
KLD-SMT2-0202-B-TR @2.50 P (TR option) Angles  + 2
Unless Specified Otherwise
REVISION DATE DESCRIPTION DRAWN BY DESIGNED BY UNITS DC P J L
AS 12/12/00 | Add Section View| C. Leiva R. Yu mm KLD-SMT2-0202-4A ower Joc ' W@@N
A6 3/13/02 REF ECO 01-213 |CHECKED BY | APPROVED BY | DATE KLD*SMTB*UBOE*B ‘
A7 7/25/02 REF ECO 02-088 | K. Wallace | J. Kring 7/19/98 Designed for Reflow Soldering
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REVISION DATE DESCRIPTION | DRAWN BY | DESIGNED BY | UNITS
AL 6/8/99 | New Drawing C. Leiva m KL D-SMT2-0202-A-TR Tape and Reel Spec. % W@@N
CHECKED BY| APPROVED BY| DATE _ _ _h_
275,99 KLD-SMTe-0202-B-TR |, Kycon P/ KLMMTB—UBUB—HR‘
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