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Lithium Coin Type Specifications  

Technical Data - Table 1 - (CF)n/LI: Poly-Carbon Monofluoride (BR) 

Model
No. 

Electrical
Characteristics

(20ºC) 
Recommended

Drain Dimensions

JIS IEC
Nominal
Voltage

(V) 

*Nominal
Capacity

(mAh) 
Continuous

(mA) 
Diameter

(mm) 
Height
(mm) 

Weight
(g) 

BR1216 --- --- 3 25 0.03 12.5 1.60 0.6

BR1220 --- --- 3 35 0.03 12.5 2.00 0.7

BR1225 --- BR1225 3 48 0.03 12.5 2.50 0.8

BR1616 --- --- 3 48 0.03 16.0 1.60 1.0

BR1632 --- --- 3 120 0.03 16.0 3.20 1.5

BR2016 --- BR2016 3 75 0.03 20.0 1.60 1.5

BR2020 --- BR2020 3 100 0.03 20.0 2.00 2.0

BR2032 --- --- 3 190 0.03 20.0 3.20 2.5

BR2320 --- BR2320 3 110 0.03 23.0 2.00 2.5

BR2325 --- BR2325 3 165 0.03 23.0 2.50 3.2

BR2330 --- --- 3 255 0.03 23.0 3.00 3.2

BR3032 --- BR3032 3 500 0.03 30.0 3.20 5.5
* Nominal capacity shown is based on standard drain and cut off voltage down to 2.0V at 20ºC.

  

Technical Data - Table 2 - Mn02/LI:Manganese Dioxide (CR) 

Model
No. 

Electrical
Characteristics

(20°C) 
Recommended

Drain Dimensions

JIS IEC
Nominal
Voltage

(V) 

*Nominal
Capacity

(mAh) 
Continuous

(mA) 
Diameter

(mm) 
Height
(mm) 

Weight
(g) 

CR1025 CR1025 CR1025 3 30 0.10 10.0 2.50 0.7

CR1216 CR1216 CR1216 3 25 0.10 12.5 1.60 0.7

CR1220 CR1220 CR1220 3 35 0.10 12.5 2.00 1.2

CR1612 --- --- 3 40 0.10 16.0 1.20 0.8

CR1616 CR1616 CR1616 3 55 0.10 16.0 1.60 1.2

CR1620 --- CR1620 3 75 0.10 16.0 2.00 1.3

CR1632 --- --- 3 125 0.10 16.0 3.20 1.8

CR2012 CR2012 CR2012 3 55 0.10 20.0 1.20 1.4

CR2016 CR2016 CR2016 3 90 0.10 20.0 1.60 1.6

CR2025 CR2025 CR2025 3 165 0.20 20.0 2.50 2.5

CR2032 CR2032 CR2032 3 220 0.20 20.0 3.20 3.1

CR2320 CR2320 CR2320 3 130 0.20 23.0 2.00 3.0



CR2330 CR2330 CR2330 3 265 0.20 23.0 3.00 4.0

CR2354 --- CR2354 3 560 0.20 23.0 5.40 5.9

CR2412 --- --- 3 100 0.20 24.5 1.20 2.0

CR2450 --- CR2450 3 620 0.20 24.5 5.00 6.3

CR2477 --- --- 3 1000 0.20 24.5 7.70 10.5

CR3032 --- CR3032 3 500 0.20 30.0 3.20 7.1
* Nominal capacity shown is based on standard drain and cut off voltage down to 2.0V at 20ºC.
Cells are available in assorted pin and tab configurations.

Prices listed are Manufacturer's Suggested Retail Prices. Dealer prices may vary.
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