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OA180APL Series

SPECIFICATION

AC Fan - 115V, 230V
180 x 65mm (7.1" x 2.6")
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Frame Diecast Aluminum 60Hz 50Hz
Qﬁﬁﬂ; Temperature 1320 /, /
Impelier PET, UL94V-O plastic Ball Bearing
-20C ~ +80C /]
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Connection l2x L?Ifl:: Wires 20 AWG or & /
erminais Ball Bearing i 080 \
60,000 hours (L10 at 40C) B <
Motor Capacitor drive, impedance E 0.60 \ o
and thermally protected o b \
w 040
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Bearing System Dual ball m 00 \\ \
. ! =100M ohm between lead- \ My
Insulation Resistance wire and frame (500VDC) 0.00 1
0 80 160 240 320 400 480
Diglectric Strength 1 min at 1500 VaC, 50/60Hz Airflow (CFM)

Part Number OA180APL-11-1 * OA180APL-22-1 *
Nominal AC Voltage 115 (50/60Hz) 230 (50/60Hz)
Violtage Range 60 ~ 130 VAC 120 ~ 260 VAC
Rated Power 60/ 70 W 6O/ 70 W
Nominal Current 0.56 /0.48 Amps 0.21/0.25 Amps
Rated Speed (RPM) 2750 / 3300 2750 / 3300
Airflow (CFM) 380 /430 380 /430

Noise Level (dB) 60 60

Max. Static Pressure 0.78" 1.1 "HO 0.78" 1.1 "Ho0

* Indicate “TBE" for terminal or "WE" for wire leads
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