W2E200 Series Tubeaxial

225x225x80mm

B AC fans with external rotor shaded- M Electrical connection via 2 flat pin

pole motor. terminals 2.8 x 0.5 mm.
M Die-cast aluminum housing. B Mounting from either face using 2
Impeller of sheet-steel, directly 4.3 mm (.169") holes.

welded onto rotor.
B UL, CSA, VDE approvals on some

W Air exhaust over struts. Rotational models, please contact application
direction CCW looking at rotor. engineering.

H Mounting from either face using
four 4.5 mm holes.
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W2E200-HK86-01 1 606 115 60* 80 61 65 Ball  Terminal Block  4.41
W2E200-HK38-01 1 606 230 60* 80 61 65 Ball  Terminal Block  4.41
* 50 Hz data available upon request
3.15 (80)
g 2
0.28 (7) N o
0.10 (2.6)
140 .56
— 120 48 N
S | \
'; 100 .40 N
CS N
_ ~N
A . 80 32 \\
N
N ' 60 .24 \\((g\
PE NL i .
AN
J 20 .08 \
. A \
T5) £ 0 ; , ’ ; ; :
< —t=—0.16 (4) = 0 100 200 300 400 500 [CFM]
® V> 200 400 600 800 [m¥/h]
oS 50Hz — — 60 Hz
Q

ebmpapst

144

Downloaded from Elcodis.com electronic components distributor


http://elcodis.com/

