IEC CONNECTORS

EN60 320-1 Standard Sheet C14 Class | Cold Condition &
EN60 320-2-2 Standard Sheet F Class | Cold Condtion
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Specification

| PX0716/Termination

m  All outlet terminals linked,
common earth throughout

| PX0718/x/15/Termination

Fixing:
Terminations:

Max. Rating:

Insulation Resistance:
Dielectric Strength:
Operating Temp. Range:
Max. Pin Temp.:
Mouldings:

Contacts:

Approvals:

Accessories / Notes:

Mates with:

Snap fit 1.2mm accommodation
/48 (4.8mm tab)

10A, 250V a.c.
(UL 15A, 125V a.c)

>100MQ (500 d.c., 1 min.)

2KV (50Hz, 1 min.)

~20°C o +70°C

+70°C

Nylon 66, Flammability Rating UL94V-0

Brass, Tin Plated

c“‘ us

PX0587, PX0587/SE, PX0588, PX0686,
PX0686/SE

Compliant

Snap fit 1.5mm accommodation
/ST (outlet solder tag, inlet 4.8mm tab)

10A, 250V a.c.
(UL 15A, 250V a.c))

>100MQ (500V d.c., T min.)

2KV (50Hz, 1 min.)

—20°C 1o +70°C

+70°C

Gloss filled Thermoplastic, UL94V-0

Brass, Tin Plated
B\ I

PX0587, PX0587/SE, PX0588, PX0686,
PX0686/SE

Compliant
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