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REPLACES PART #:SML—LX2832YC(-TR)
*UNLESS GTHERWSE SPECIFED TOLERANGES PER DECIMAL PREGSKIN ARE: X=t1 (£0.008), XX=£05 (£0000), XOX=£025 (40.019), XX(=10.127 (0.005). LEAD SZE=£005 (20.002), LEAD LENGTHSL0.75 (20930 NN= FECNAL PRECISION
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TOTAL TIME ABOVE 220°C IS 60 SECONDS MAX.
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PART NUMBER REV.
SML—-LX2832YC—TR B
REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A | EC.N. #10967. 3.14.03
B E.C.N. #11148. 2.8.05

ELECTRO—QPTICAL CHARACTERISTICS TaA=25"C I=20mA

PARAMETER MIN P MAX UNITS  TEST COND
PEAK WAVELENGTH 585 nm

FORWARD VOLTAGE 2.1 25 1

REVERSE VOLTAGE 50 Vr lp=100pA
AXIAL INTENSITY 15 med lf=20mA
VIEWING ANGLE 120 2x theta

EMITTED COLOR: YELLOW

EPOXY LENS FINISH:  WATER CLEAR

LIMITS OF SAFE QPERATION AT 25°C

PARAMETER MAX UNITS
PEAK FORWARD CURRENT* 160 mA
STEADY CURRENT 30 mA
POWER DISSIPATION 100 mW
DERATE FROM 25C -12 mW/'C
OPERATING TEMP. -30T0 +85 ¢
STORAGE TEMP. -40T0 485 C

* 1008

NOTES:

1. THE POLARITY MARK IS ORIENTED

TOWARDS THE TAPE SPROCKET HOLE.

CALTION: MOISTURE SENSITIVE CEVICE
PER JEDEC LEVEL 4 STANDARDS
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CONFIDENTAL INFDRMATION

THE INFORMATION CONTAINED IN THE DOCUNENT IS THE PROPERTY OF
LUMEX NG, EXCEPT AS Y AUTHORIZED IN

A SPECIFICALLY Al BY LUMI
ING., THE HGLDER OF THIS DOGUMENT SHALL KEEP ALL INFORMATICN
CONTANED HEREIN CONFICENTIAL AND SHALL PROTECT SAME IN WHOLE DR
IN PART FROM DSCLOSURE AND DISSENNATIDN TO ALL THRD PARTIES.
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PALATINE, IL

290 E. HELEN ROAD

60067—6976

PHONE: +1.847.359.2790
US WEB: www.lumex.com
TW WEB: www.lumex.com.tw

2.8mm x 3.2mm SURFACE MOUNT LED WITH REFLECTOR, RELIABILITY NOTE DRAWN BY: CHECKED BY: |APPROVED BY:|DATE: 1.11.01
OUR NANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT - - ° N L e
585nm YELLOW LED, WATER CLEAR LENS, SOLDER HET 15 A MR GMUSE F EIRLY MO FUTURE TALFE. PAGE: 1 OF 1
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