
Series image - Reference only
EU RoHS China RoHS
ELV and RoHS Compliant

Duration at Max. Process Temperature (seconds)5
Lead-free Process Capability Wave Capable (TH only)
Max. Cycles at Max. Process Temperature 1
Process Temperature max. C 235

Search Parts in this Series
7478 Series

Mates With
2695, 6471, 7880, 4455, 7720

Part Number:0022122034

Status:Active
Description:2.54mm (.100") Pitch KK® Solid Header, Right Angle, with 
Friction Lock, 3 Circuits, 0.51µm (20µ") Gold (Au) Plating

Documents:
❍     Drawing (PDF)
❍     Product Specification PS-10-07 (PDF)
❍     3D Model
❍     Packaging Specification (PDF)
❍     Related Catalog Page (PDF) 

Order Products:

❍     Check Distributor Inventory
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❍     Request Samples

❍     

Part Detail: (show all) 

❍     General

❍     Physical

❍     Electrical

❍     Material Info

❍     Reference - Drawing Numbers

General
Product Family PCB Headers
Series 7478
Application Wire-to-Board
Product Name KK®

Physical
Breakaway No
Circuits (Loaded) 3
Circuits (maximum) 3
Color - Resin Natural (White)
Durability (mating cycles) min 50 cycles
Flammability 94V-0
Lock to Mating Part Yes
Material - Metal Brass
Material - Plating Mating Gold
Material - Resin Nylon
Number of Rows 1
Orientation Right Angle
PC Tail Length (in) 0.141 In
PC Tail Length (mm) 3.58 mm
PCB Locator No
PCB Retention None
PCB Thickness Recommended (in) 0.062 In
PCB Thickness Recommended (mm) 1.60 mm
Packaging Type Bag
Pitch - Mating Interface (in) 0.100 In
Pitch - Mating Interface (mm) 2.54 mm
Polarized to Mating Part Yes
Polarized to PCB Yes
Shrouded Partial
Stackable Yes
Temperature Range - Operating 0°C to +75°C
Termination Interface: Style Through Hole
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Electrical
CSA LR19980
Current - Maximum 4.00 Amp
UL E29179
Voltage - Maximum 250V

Material Info
Old Part Number A-7478-03A501

Reference - Drawing Numbers
Product Specification PS-10-07
Sales Drawing SDA-7478

FeedbackPrivacyLegalSite MapHelp

Copyright 2005-2008

Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/2034361/22-12-2034.html


Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/2034361/22-12-2034.html


Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/2034361/22-12-2034.html


Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/2034361/22-12-2034.html


MX07 C-61

C

2
.5

4
m

m
 (

.1
0
0
")

 P
itc

h 
PC

B
 a

nd
 W

ir
e 

Co
nn

ec
to

rs

2.54mm (.100") Pitch
KK®

Header
6410 
Vertical 
Friction Lock

Features and Benefits
■	 Sizes	2	to	28	circuits	
■	 Friction	lock	provides	passive	lock	to	connector		

with	ramp
■	 Good	in	high	vibration	applications
■	 Higher	backwall	than	the	6373	Series
■	 Various	pin	lengths	available

Reference Information 
Product	Specification:	PS-10-07	
Packaging:	Bag	
UL	File	No.:	E29179	
CSA	File	No.:	LR19980	
Mates	With:	2695	with	locking	ramp,	6471	and	7880	
Designed	In:	Inches	

Electrical 
Voltage:	250V	
Current:	4.0A	
Contact	Resistance:	20	milliohms	max.	
Dielectric	Withstanding	Voltage:	1500V	
Insulation	Resistance:	50K	Megohms	min.	

Physical 
Housing:	Nylon,	UL	94V-0	
Contact:	Brass,	0.64mm	(.025")	square	
Plating:	See	Table	
Operating	Temperature:	0	to	+75˚C

Circuits 
Order No. 

Lead-free
Tin Gold 

		2	 22-27-2021 22-29-2021

Yes

		3	 22-27-2031 22-29-2031
		4	 22-27-2041 22-29-2041
		5	 22-27-2051 22-29-2051
		6	 22-27-2061 22-29-2061
		7	 22-27-2071 22-29-2071
		8	 22-27-2081 22-29-2081
		9	 22-27-2091 22-29-2091
10	 22-27-2101 22-29-2101

Circuits 
Order No. 

Lead-free
Tin Gold 

11	 22-27-2111 22-29-2111

Yes

12	 22-27-2121 22-29-2121
13	 22-27-2131 22-29-2131
14	 22-27-2141 22-29-2141
15	 22-27-2151 22-29-2151
16 22-27-2161 22-29-2161
17 22-27-2171 22-29-2171
18 22-27-2181 22-29-2181
19 22-27-2191 22-29-2191

Circuits 
Order No. 

Lead-free
Tin Gold 

20 22-27-2201 22-29-2201

Yes

21 22-27-2211 22-29-2211
22 22-27-2221 22-29-2221
23 22-27-2231 22-29-2231
24 22-27-2241 22-29-2241
25 22-27-2251 22-29-2251
26 22-27-2261 22-29-2261
27 22-27-2271 22-29-2271
28 22-27-2281 22-29-2281

2.54mm (.100") Pitch
KK®

Solid Header
7478
Right Angle, Friction Lock

Features and Benefits
■	 Sizes	2	to	28	circuits
■	 Friction	lock	provides	passive	lock	to	connector		

with	ramp
■	 7478	with	voids	is	7832	Series
■	 Various	pin	lengths	available
■	 End-to-end	stackable
■	 Edge	mount	only

Reference Information
Product	Specification:	PS-10-07
Packaging:	Bag
UL	File	No.:	E29179
CSA	File	No.:	LR19980
Mates	With:	2695,	4455,	6471,	7720	and	7880
Designed	In:	Inches

Electrical
Voltage:	250V
Current:	4.0A
Contact	Resistance:	20	milliohms	max.
Dielectric	Withstanding	Voltage:	1500V
Insulation	Resistance:	50K	Megohms	min.

Mechanical
Durability:		Tin—25	cycles	max.	

Gold—100	cycles	max.

Physical
Housing:	Nylon,	UL	94V-0
Contact:	Brass,	0.64mm	(.025")	square
Plating:	See	Table
Operating	Temperature:	0	to	+75˚C

Circuits
Order No.

Lead-free
Tin Gold

	 2 22-05-3021 22-12-2024

Yes

	 3 22-05-3031 22-12-2034
	 4 22-05-3041 22-12-2044
	 5 22-05-3051 22-12-2054
	 6 22-05-3061 22-12-2064
	 7 22-05-3071 22-12-2074
	 8 22-05-3081 22-12-2084
	 9 22-05-3091 22-12-2094
10 22-05-3101 22-12-2104

Note:	Circuit	1	designation	is	used	to	orient	the	header	to	locate	the	voided	
circuit.	Review	mating	connector	to	assure	correct	mating	orientation.

Circuits
Order No.

Lead-free
Tin Gold

11 22-05-3111 22-12-2114

Yes

12 22-05-3121 22-12-2124
13 22-05-3131 22-12-2134
14 22-05-3141 22-12-2144
15 22-05-3151 22-12-2154
16 22-05-3161 22-12-2164
17 22-05-3171 22-12-2174
18 22-05-3181 22-12-2184
19 22-05-3191 22-12-2194

Circuits
Order No.

Lead-free
Tin Gold

20 22-05-3201 22-12-2204

Yes

21 22-05-3211 22-12-2214
22 22-05-3221 22-12-2224
23 22-05-3231 22-12-2234
24 22-05-3241 22-12-2244
25 22-05-3251 22-12-2254
26 22-05-3261 22-12-2264
27 22-05-3271 22-12-2274
28 22-05-3281 22-12-2284

www.molex.com/product/kk/kk.html
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