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IRFB23N15DPbF
  IRFS23N15DPbF
 IRFSL23N15DPbF

SMPS MOSFET

HEXFET��Power MOSFET

� High frequency DC-DC converters

Benefits

Applications

� Low Gate-to-Drain Charge to Reduce
     Switching Losses
� Fully Characterized Capacitance Including
    Effective COSS to Simplify Design, (See
    App. Note AN1001)
� Fully Characterized Avalanche Voltage
    and Current

VDSS RDS(on) max ID
 150V 0.090Ω 23A

Typical SMPS Topologies

��Telecom 48V input DC-DC Active Clamp Reset Forward Converter

D2Pak
IRFS23N15D

TO-220AB
IRFB23N15D

TO-262
IRFSL23N15D

Parameter Max. Units
ID @ TC = 25°C Continuous Drain Current, VGS @ 10V 23
ID @ TC = 100°C Continuous Drain Current, VGS @ 10V 17 A
IDM Pulsed Drain Current � 92
PD @TA = 25°C Power Dissipation � 3.8 W
PD @TC = 25°C Power Dissipation 136

Linear Derating Factor 0.9 W/°C
VGS Gate-to-Source Voltage  ± 30 V
dv/dt Peak Diode Recovery dv/dt � 4.1 V/ns
TJ Operating Junction and -55  to + 175
TSTG Storage Temperature Range

Soldering Temperature, for 10 seconds 300 (1.6mm from case )
°C

Mounting  torqe,  6-32  or M3  screw�                                       10 lbf•in (1.1N•m)

Absolute Maximum Ratings

Notes���through ��are  on page 11

PD - 95535

� Lead-Free
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Dimensions are shown in millimeters (inches)
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E XAMPLE :

IN T HE  AS S E MB LY L INE  "C"

T HIS  IS  AN IRF 1010 

LOT  CODE  1789
AS S E MB LE D ON WW 19, 1997 PART  NUMB ER

AS S E MB LY
LOT  CODE

DAT E  CODE
YE AR 7 =  1997

L INE  C
WE E K 19

LOGO
R E CT IF IER

INT E RNAT IONAL

Note:  "P" in assembly line
position indicates "Lead-Free"

LEAD ASSIGNMENTS
       1 - GATE 
       2 - DRAIN
       3 - SOURCE
       4 - DRAIN

- B -

1.32 (.052)
1.22 (.048)

3X
0.55 (.022)
0.46 (.018)

2.92 (.115)
2.64 (.104)

4.69 (.185)
4.20 (.165)

3X
0.93 (.037)
0.69 (.027)

4.06 (.160)
3.55 (.140)

1.15 (.045)
     MIN

6.47 (.255)
6.10 (.240)

3.78 (.149)
3.54 (.139)

- A -

10.54 (.415)
10.29 (.405)2.87 (.113)

2.62 (.103)

15.24 (.600)
14.84 (.584)

14.09 (.555)
13.47 (.530)

3X
1.40 (.055)
1.15 (.045)

2.54 (.100)

2X

0.36  (.014)        M    B   A   M

4

1     2    3

NOTES:

     1  DIMENSIONING & TOLERANCING PER ANSI Y14.5M, 1982.             3  OUTLINE CONFORMS TO JEDEC OUTLINE TO-220AB.

     2  CONTROLLING DIMENSION : INCH                                                       4  HEATSINK & LEAD MEASUREMENTS DO NOT INCLUDE BURRS.

HEXFET

1- GATE
2- DRAIN
3- SOURCE
4- DRAIN

LEAD ASSIGNMENTS

IGBTs, CoPACK

1- GATE
2- COLLECTOR
3- EMITTER
4- COLLECTOR

Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/401829/IRFB23N15DPBF.html

