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Osisense Photoelectric XUB Tubular Sensors Schneider
Sensors Refer to Catalog 9006CT0101 L Electric

www.schneider-electric.us

Table 20.1:  XUB Tubular Sensors

£ _’I A single product that adapts
( to most environments.
Diffuse For multi-mode models (XUMO, XUKO,
XUXO0, XUNO) programmable to function
_>I E as Diffuse, Diffuse/Background
( Suppression, Polarized Retroreflective,
or Thru-Beam Receivers, consult

Background suppression the factory.

L=t

Polarized retroreflective

Ny

Thru-beam
XuB XUB
XUB Tubular Sensors 18 plastic 18 metal
Proximity diffuse 0.6 m (1.9 ft) 0.6 m (1.9 ft)
. ] Polarized retroreflective 2m (6.6 ft) 2m (6.6 ft)
Usable Sensing Distance Retroreflective Zm (131 1) Zm (131 1)
Thru-beam 15 m (49 ft) 15m (49 ft)
Mounting (mm) M18x 1 M18x 1
Enclosure: M (metal), P (plastic) / Dimensions (mm) @ x Lor WxHxD P/M 18 x 46 P /M 18 x 46
Setup LEDs — —

Temperature range: -25 to +55 °C (-13 to +131 °F)

Common characteristics Degree of protection (conforming to IEC 60529): [P65, IP67 (XUK: IP65)

Sensors for DC Applications (Solid State Output: Transistor)

Connection Pre-cabled, PVR, L + (2 m) M12 connector Pre-cabled, PVvR, L + (2 m) M12 connector
Catalog No. $ Price| Catalog No. $ Price| Catalog No. $ Price| Catalog No. $ Price
Proximity diffuse, adjustable N.O.| XUBS5APANL2 93.00] XUB5APANM12 105.00f XUBS5BPANL2 93.00f XUB5BPANM12 | 117.00
i N.C. | XUB5APBNL2 93.00) XUB5APBNM12 | 105.00 XUB5BPBNL2 93.00| XUB5BPBNM12 | 117.00
Recel Polarized retroreflective N.O.| XUB9APANL2 93.00) XUB9APANM12 105.00f XUB9BPANL2 103.50) XUB9BPANM12 | 117.00
Trz(lfleslr\;]eitrtgrr/Receiver N.C. | XUB9APBNL2 93.00] XUB9APBN12 105.00f XUB9BPANL2 103.50| XUB9BPANM12 | 117.00
3-wire PNP 4 ’ Retroreflective N.O.| XUB1APANL2 78.00| XUB1APANM12 88.50, XUB1BPANL2 87.00] XUB1BPANM12 99.00
N.C. | XUB1APBNL2 78.00 XUB1APBN12 88.50/ XUB1BPANL2 87.00/ XUB1BPANM12 99.00
Thru-beam N.O. | XUB2APANL2R 60.00| XUB2APANM12R 69.00/ XUB2BPANL2R 67.50( XUB2BPANM12R 76.50
N.C. | XUB2APBNL2R 60.00] XUB2APBN12R 69.00) XUB2BPANL2R 67.50| XUB2BPANM12R 76.50
Transmitter XUB2AKSNL2T 54.00| XUB2AKSNM12T 61.50/ XUB2AKSNL2T 54.00( XUB2AKSNM12T 61.50
Supply voltage limits, min/max (V) including ripple 10-36 10-36 10-36 10-36
Switching frequency (Hz) 500 500 500 500
Common characteristics for DC versions Switching capacity, max (mA): 100 / Overload and short-circuit protection / LED output state

A For version with NPN output, change “P” to “N”. For example: XUB1APANL2 would become XUB1ANANL2.

Table 20.2: Accessories

Reflectors mm Catalog No. | $ Price
24 x 21 XUzC24 7.20
@80 XUZC80 21.60
50 x 50 XUZC50 10.80
XUZC24 XUZC80 XUZC50
Mounting Brackets for XUB Catalog No. $ Price
Die Cast Zinc XUZA118 8.40
N
o
Plastic XUZA218 12.45
m
-
8
§-|
o3 Cables 90° Straight
Iz
Z6
Or‘ﬂ Suitable plug-in female
>2Z connectors, including
. 17] pre-wired versions
-
E% 2 m long without LED
o
; Catalog No. $ Price| Catalog No. $ Price
-} M8 X8ZCSs151 25.50| XSZCS141 22.50
M12 XSZCD111Y 21.00| XSzZCD101Y 21.00
20-2 DS2 | Discount © 2009 Schneider Electric
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Schneider Osisense Photoelectric XUBL and XUBT Sensors
LPElectric  Sensors Refer to Catalog 9006CT0101
www.schneider-electric.us
Table 20.3: XUBL 18 mm Laser Sensors
Ne@ =
p ST '
EE} =

&

| Transmitter & Receiver Transmitter Receiver | Transmitter & Receiver | Transmitter Receiver

Sensing Characteristics
Sensing Range |

0mto 100 m (0 m to 328 )

Sensing Frequency | 1500

Power Requirements

Supply Voltage [ 12 Vdc to 24 Vdc

Max. Load | 100 mA (10 to 30) / Reverse polarity overload, short circuit protection

Environmental

Operating Temperature Range -10 to +45 °C (14 to +113 °F)

Eg‘{i'r:‘égme”‘a' Protection IP67, NEMA 4X (indoor use only)

Construction

Barrel Dimensions (@ x L) 1188 r;m]))((%% r:;g: 18 mm x 66 mm 18 mm x 72 mm 11%%%?(672 r:,m‘ 18 mm x 66 mm 18 mm x 72 mm

Housing Material PBT Plastic Nickel Plated Brass

Connection Pre-cabled, PvC (2 m)

Output Type Catalog No. $ Pricgl  Catalog No. $ Price  Catalog No. $ Price| $ Pricef  Catalog No. |$ Price] Catalog No. $ Price

PNP Programmable N.O/N.C.| XUBLAPCNL2 | 330.00 — —] — —| XUBLBPCNL2 | 330.00 — — — —

NPN Programmable N.O./N.C.| XUBLANCNL2 | 330.00 — —] — —| XUBLBNCNL2 | 330.00 — — — —

Transmitter Only — —| XUBLAKCNL2T | 330.00 — — — —| XUBLBKCNL2T |200.00! — —

PNP Receiver Only — —| — —| XUBLAPCNL2R |200.00 — — — —| XUBLBPCNL2R |200.00

NPN Receiver Only — — — —| XUBLANCNL2R |200.00 — — — —| XUBLBNCNL2R |200.00

Connection M12

PNP Programmable N.O./N.C.| XUBLAPCNM12 | 330.00 — — — —| XUBLBPCNM12 | 330.00 — — — —

NPN Programmable N.O./N.C.| XUBLANCNM12 | 330.00 — — — —| XUBLBNCNM12 | 330.00 — — — —

Transmitter Only — —|XUBLAKCNM12T | 200.00 — — — —| XUBLBKCNM12T [200.00 — —

PNP Receiver Only — — — —| XUBLAPCNM12R |200.00 — — — —| XUBLBPCNM12R |200.00

NPN Receiver Only — —| — —|XUBLANCNLM12R[200.00 — — — —| XUBLBNCNLM12R [200.00

Table 20.4: XUBT Sensors for Detection of Transparent Materials

New) ~ el &/
W e e

Sensing Characteristics Polarized retroreflective

omessom Cmestsmy | Ombadomr | Omwstsmy

Sensing Frequency 1000

Power Requirements

Supply Voltage | 12 Vdc to 24 Vdc

Max. Load | 100 mA (10 to 30) / Reverse polarity, overload, short circuit protection

Environmental

Operating Temperature Range [ 0to +55 °C (32 to +131 °F)

Environmental Protection Ratings | |P67 (cabled), IP65 NEMA 4X (indoor use only)

Construction

Barrel Dimensions (@ x L) 18 mm x 78 mm [ 18 mm x 92 mm [ 18 mm x 78 mm [ 18 mm x 92 mm

Housing Material PBT Plastic Stainless Steel

Connection Pre-cabled, PvC (2 m)

Output Type Line of sight along case axis | Line of sight 90° to case axis | Line of sight along case axis | Line of sight 90° to case axis

Catalog No. $ Price]  Catalog No. $ Price]  Catalog No. $ Pricel  Catalog No. $ Price [=]

3-wire PNP Programmable N.O./N.C. XUBTAPSNL2 189.00{ XUBTAPSWL2 189.00f XUBTSPSNL2 215.00) XUBTSPSWL2 | 215.00 E

3-wire NPN Programmable N.O./N.C. XUBTANSNL2 189.00( XUBTANSWL2 189.00( XUBTSNSNL2 215.00] XUBTSNSWL2 | 215.00 nS

Connection M12 ez

3-wire PNP Programmable N.O./N.C. XUBTAPSNM12 | 189.00] XUBTAPSWM12 | 189.00] XUBTSPSNM1i2 | 215.00] XUBTSPSWM12 | 215.00 85'

3-wire NPN Programmable N.O./N.C. XUBTANSNM12 | 189.00] XUBTANSWM12 | 189.00] XUBTSNSNM12 | 215.00] XUBTSNSWM12 | 215.00 E<
oy
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Osisense Photoelectric
Sensors

XUM Miniature, XUK and XUX Compact
Refer to Catalog 9006CT0101

Schpeider

www.schneider-electric.us

Table 20.5:

[

Diffuse

[

Background suppression

-t

Polarized retroreflective

N

XUM Miniature, XUK and XUX Compact

A single product that
adapts to most
environments.

(XUBO) programmable to
function as Diffuse,
Diffuse/Background
Suppression, Polarized
Retroreflective, or
Thru-Beam Receivers,
consult the factory.

E For multi-mode models

Thru-beam
XUM XUK XUX .
Sensors Miniature Design Compact Design 50 x 50 Compact Design PhotoVirtu
Proximity diffuse 0.4m (1.3 t) 1m (3.2 ft) DC or AC 2.1m (6.8 t) 0.3m (1ft)/0.6m (2 ft)
ls’::‘s’l': Polarized retroreflective 2m (65 ft) 5m (16.4 ft) DC or 4 m (13.1 f)AC 11 m (36 ) 2m (6.56 ft)
Distancge Retroreflective 4m (13.1ft) 9m (29.5 ft) DC or 17 M (55.7 ft) AC 14 m (46 ft) —
Thru-beam 8m (26.2 ft) 30 m (98 ft) DC or 20 m (65.6 ft) AC 40 m (131.2ft) 15 m (49.21 ft)
Mounting (mm) direct: mounting centers 25.5, direct: mounting centers 40 x 40, direct: mounting centers 30/36 to M18 x 1 or direct centers
9 M3 screws M4 screws 40/50/74, M5 screws 24.1, M3 screws
Enclosure: M (metal) P (plastic) / P/12x34x27 P/18x50 x50 P/30x92x 71 P/65x44x18
Dimensions (mm) @ x L or W x H x D
Setup LEDs ® ® ® ®
Common Characteristics LED output state indicator and power on LED ((X)): yes
Sensors for DC Applications Catalog No.
(Solid State Output: Transistor) $ Price
Connection Pre—cEglzechﬁ PVR. | M8 connector Pre-cEkilzegﬁ PVR, | M12 connector SC{%"“’:girgllz'nldso M12 connector M12 connector
Transmitter XUM2AKSNL2T | XUM2AKSNMBT | XUK2AKSNL2T | XUK2AKSNM12T | XUXOAKSAT16T | XUXOAKSAM12T XUNOAKSNM12T
96.75 110.25 78.75 90.00 92.25 110.25 200.25
N.O. XUM5APANL2 | XUM5APANM8 | XUKS5APANL2 | XUKS5APANM12 | XUX5APANT16 | XUX5APANM12 XUN4APANM12 ¢
Proximity diffuse, e 180.00 202.50 157.50 180.00 225.00 200.25 177.75
adjustable m N.C XUMSAPBNL2 | XUM5APBNM8 | XUKS5APBNL2 | XUKS5APBNM12 | XUX5APBNT16 | XUX5APBNM12 —
e 180.00 202.50 157.50 180.00 225.00 200.25
N.O. XUM9OAPANL2 | XUM9APANMS8 | XUK9APANL2 | XUK9APANM12 | XUX9APANT16 | XUX9APANM12 XUN9APANM12
Polarized retroreflective s 180.00 202.50 168.75 191.25 240.75 213.75 177.75
Receiver or N.G XUMO9APBNL2 | XUMOAPBNM8 | XUK9APBNL2 | XUKOAPBNM12 [ XUX9APBNT16 | XUX9APBNM12 —
Transmitter/ e 180.00 202.50 168.75 191.25 240.75 213.75
Receiver, N.O. XUM1APANL2 | XUM1APANM8 | XUK1APANL2 | XUK1APANM12 | XUX1APANT16 | XUX1APANM12 —
3-wire PNP 4 Retrorefiective e 150.75 173.25 141.75 162.00 202.50 182.25
Ve
N.C XUM1APBNL2 [ XUM1APBNMS8 | XUK1APBNL2 | XUK1APBNM12 [ XUX1APBNT16 [ XUX1APBNM12 —
e 150.75 173.25 141.75 162.00 202.50 182.25
N.O. XUM2APANL2R | XUM2APANMBR | XUK2APANL2R | XUK2APANM12R | XUX2APANT16R | XUX2APANM12R XUNOAPSNM12
Thru-beam o 114.75 130.50 121.50 137.25 168.75 153.00 200.25
N.C XUM2APBNL2R [ XUM2APBNM8R | XUK2APBNL2R | XUK2APBNM12R [ XUX2APBNT16R [ XUX2APBNM12R XUNOANSNM12
7 114.75 130.50 121.50 137.25 168.75 153.00 200.25
Supply voltage limits, min/max (V) including ripple 10-30 10-30 10-30 10-30 10-36 10-36 10-36
Switching frequency (Hz) 500 500 500 500 500 500 500
Common characteristics for DC versions indicator ((X): yes / power on LED ((®): yes
Multi-current/multi-voltage sensors for AC/DC applications, 10-36 Vdc / 20-264 Vac including ripple on DC (relay output, 1 C/O, 3 A)
" Pre-cabled, Screw trmls, ISO
Connection — - L=2m - 16 chi.gland — —
Transmitter _ _ XUK2ARCI\;I6?;'5 _ XUXOARC-!I_;;).GJO _ _
Diffuse N.O. + _ _ XUKSARCNL2 _ XUXSARCNT16 _ _
N.C. 186.75 216.00
B ReceiverorT/R, Polarized retroreflective Hg + — — XUK9ARC22(I)\12L§O — XUXQARCQ‘;Z go — —
Transmitter/ — . .
Receiver  Retroreflective Ng * — — XUKi AR?QSL%E, — Xuxi ARC1NJ51 35 — -
N.O. + XUK2ARCNL2R XUX2ARCNT16R
m Thru-beam N.C. — - 144.00 — 162.00 - —
g Switching frequency (Hz) — — 20 — 20 — —
E; LED output state indicator((%)) / power on LED ({X)) — — ®/@ — ®/@ — —
go A For version with NPN output, change “P” to “N”. For example: XUB1APANL2 would become XUB1ANANL2.
_E m  XUN models are not adjustable.
EO ¢ For versions with 0.6 m (2 ft) sensing distance, change “4” to “5”. For example: XUN4APANM123 would become XUNSAPANM12.
(7]
2; NOTE: M8 is not Snap-C compatible.
,Eg See page 20-2 for suitable plug-in cables with female connectors.
Zx
on
>
1
-}
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Schneider Osisense Inductive
Proximity Sensors
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Table 20.6:

VA

non-flush mountable in metal

flush mountable in metal

t

Auto-Adaptable

A single product that
automatically adapts to
most environments.

Accurate position detection
via teach mode.

XS Plastic Rectangular

Refer to Catalog 9006CT0101

|
Sensors Type E (26 x 26 mm) Type C (40 x 40 mm) Type D (80 x 80 mm)
Catalog No. [ $ Price Catalog No. [ $ Price Catalog No. $ Price
Nominal Sensing Distance 15 mm 25 mm 60 mm
Usable sensing distance S (mm) shielded/non-shielded 0-10/0-15 0-15/0-25 0-40/0-60
Precision adjustment range (mm) shielded/non-shielded 5-10/5-15 8-15/8-25 20-40/20-60
Mounting in metal Shielded or non-shielded via Oscisense teach mode
Enclosure: M (metal) P (plastic) P [ P [ P
Temperature range -25t0 70 °C (-13 to 158 °F)
Degree of protection (conforming to IEC 60529) Pre-cabled: IP68 (with connector: IP67)
Sensors for DC applications (3-wire)
Connection: pre-cabled PvR (2 m)
Dimensions (mm) Hx W x L 26 x26 x 13 40 x40 x 15 80 x 80 x 26
PNP N.O. XSBE1A1PAL2 120.00 XSB8C1A1PAL2 135.00 XS8D1A1PAL2 180.00
3.wire PNP N.C. XSBE1A1PBL2 120.00 XS8C1A1PBL2 135.00 XS8D1A1PBL2 180.00
NPN N.O. XSBE1ATNAL2 120.00! XS8C1AINAL2 135.00 XS8D1ATINAL2 180.00
NPN N.C. XSBE1AINBL2 120.00 XS8C1ATNBL2 135.00 XS8D1ATINBL2 180.00
Connection: M8 or M12 connector
PNP N.O. XS8E1A1PAM8 136.50! XS8C1A1PAM8 154.50 XS8D1A1PAM12 207.00
3-wire PNP N.C. XSBE1A1PBM8 136.50 XS8C1A1PBM8 135.00 XS8D1A1PBM12 207.00
NPN N.O. XS8E1A1NAM8 136.50 XS8C1ATNAMS8 154.50 XS8D1ATNAM12 207.00
NPN N.C. XSBE1ATNBM8 136.50! XS8C1ATNBM8 154.50 XS8D1A1NBM12 207.00
Supply voltage limits min/max (V) including ripple 10-36 10-36 10-36
Switching capacity, max (mA) 100 200 200
Reverse overload, short circuit protection 200 Vdc / 300 Vac 200 Vdc / 300 Vac 200 Vdc / 300 Vac
LED output state indication / power on LED yes / yes yes / yes yes/yes
Voltage drop, closed state (V) at | nominal <2 <2 <2
Switching frequency (Hz) 200 1000 150
Sensors for AC or DC applications (2-wire)
Connection: pre-cabled PvR (2 m)
Dimensions (mm) Hx W x L 26 x26 x 13 40 x 40 x 15 80 x 80 x 26
Dovite AC/DC without [ N.O. XS8E1ATMAL2 [ 132.00 XS8C1ATMAL2 [ 147.00 XS8D1ATMAL2 [ 223.50
short-circuit protection A | N.C. XS8E1ATMBL2 | 132.00 XS8C1A1MBL2 | 147.00 XS8D1A1MBL2 | 223.50
Connection: 1/2" 20 UNF connector
2-wire AC/DC without | N.O. XS8E1A1MAL01U20 | 151.50 XS8C1ATMALO1U20 | 168.00 XS8D1A1MAU20 | 223.50
short-circuit protection A | N.C. XS8E1A1MBLO1U20 | 151.50! XS8C1A1MBLO1U20 | 168.00 XS8D1ATMBU20 | 223.50
Supply voltage limits min/max (V), including ripple on DC 20264 20264 20264
Switching capacity, max (mA) 200 Vdc, 300 Vac 200 Vdc, 300 Vac 200 Vdc, 300 Vac
LED output state indication / power on LED yes / yes yes / yes yes / yes
Residual current, open state (mA) <15 <15 <15
Voltage drop, closed state (V) at | nominal <55 <55 <55
Switching frequency (Hz), AC / DC 50 /1000 50 /1000 50 /1000
A Requires a 0.4 A quick-blow fuse in series with the load.
Table 20.7:  Accessories
Adapter plate
For flat sensors, Forms E, C, and D Straight 90° for block-type sensors
XSeE / XSeC / XS*D
Type Cat. No. $ Price| Cat. No. $ Price| Cat. No. $ Price
E XSZBEOO 12.00| XSZBE90 12.00| XSZBE10 12.50
Cc XSZBC00 12.00| XSZBC90 12.00| XSZBC10 15.00
D — — — —| XSzBD10 16.50
© 2009 Schneider Electric Discount 20-5
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Osisense Inductive
Proximity Sensors

XS Plastic Tubular
Refer to Catalog 9006CT0101

Schneider

ﬁEiectric

Table 20.8:

VA

non-flush mountable in metal

flush mountable in metal

t

[ T

N

Auto-Adaptable

A single product that
automatically adapts to
most environments.

Accurate position detection
via teach mode.

www.schneider-electric.us

Specifications 12 mm 218 mm @30 mm
Nominal Sensing Distance 5mm 9 mm 18 mm
Usable sensing distance S (mm), shielded/non-shielded 0-3.4/0-5 0-6/0-9 0-11/0-18
Precision adjustment range (mm), shielded/non-shielded 1.7-34/1.7-5 3-6/3-9 6-11/6-18
Mounting in metal Shielded or non-shielded via Oscisense teach mode

Enclosure: M (metal), P (plastic) M M M

Temperature range

-25t0 70 °C (-13to 158 °F) [

2510 70 °C (-13t0 158 °F)

|
l

2510 70 °C (-13t0 158 °F)

Degree of protection (conforming to IEC 60529)

1P67

Sensors for DC applications (3-wire)

Downloaded from Elcodis.com electronic components distributor

Connection: M8 or M12 connector Catalog No. $ Price Catalog No. $ Price Catalog No. $ Price
PNP N.O. XS612B2PALOTM12 A 130.50 XS618B2PALOTM12 A 157.50 XS630B2PALOTM12 A 171.00
3-wire PNP N.C. XS612B2PBLOTM12 A 130.50 XS618B2PBLOTM12 A 157.50 XS630B2PBLO1M12 A 171.00
NPN N.O. XS612B2NALOTM12 A 130.50 XS618B2NALOTM12 A 157.50 XS630B2NALOTM12 A 171.00
NPN N.C. XS612B2NBLO1M12 A 130.50 XS618B2NBLOTM12 A 157.50 XS630B2NBLO1M12 A 171.00
Supply voltage limits min/max (V), including ripple 10-36 10-36 10-36
Switching capacity max (mA) 100 100 100
Reverse polarity, overload, and short circuit protection yes yes yes
LED output state indication / power on LED yes / yes yes / yes yes / yes
Voltage drop, closed state (V) at | nominal <2 <2 <2
Switching frequency (Hz) 1000 1000 1000
A Pigtail cable (L + 0.25 m) with end-mounted remote control and M12 connector.
Table 20.9: Accessories
For Oscisense XS6 .
Remote Control Catalog No. $ Price
@" @ > XSzBPM12 7.50
N NG
©
Mounting Bracket with Indexing Pin .
for Cylindrical Sensors Catalog No. $ Price
M12 XSzB112 6.00
M18 XSzZB118 7.05
M30 XSZB130 7.05
N
= Cables Straight
m .
r Plug-in female connectors,
g including pre-wired versions
E;,' 2m long, without LED
2o
EE Catalog No. $ Pricel  Catalog No. $ Price
mn M8 XS8ZCs111 21.45 XSZCs101 20.25
Or'ﬂ M12 XSZCD111Y 20.25 XS8zZCD101Y 20.25
;ﬁ U20 XSZCK101Y 22.50 XSZCK111Y 22.50
o
Z3
on
>
1
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Schneider Osisense Proximity XS Basic Series
@PElectric  Sensors Refer to Catalog 9006CT0101

www.schneider-electric.us

Table 20.10: Basic Series

Cylindrical, Stainless Steel
FI)lljsh and Non-Flush Mountable "E; ﬂ &} ﬂ
Three-Wire, DC Supply, 1l =
Solid-State Output ]" ” 1 llll m
1 1
Sensing Characteristics Fiuch ilountable Fiush Mountable Non-Flugh Mountable Fiush Mocmtable Non-Fluah Mauntable
Sensing Range 1.5 mm (0-0.06 in.) 1.5 mm (0-0.06 in.) 2.5mm (0-0.101in.) 2.0 mm (0-0.08 in.) 4.0 mm (0-0.16 in.)
Switching Frequency 3000 Hz 3000 Hz 2000 Hz 1000 Hz
Shock Resistance 50 gn, duration 11 ms 50 gn, duration 11 ms 50 gn, duration 11 ms
Vibration Resistance 25 gn, amplitude + 2 mm (10-55 Hz) 25 gn, amplitude + 2 mm (10-55 Hz) 25 gn, amplitude + 2 mm (10-55 Hz)
Power Requirements
Supply Voltage 12-24 (10-36) Vdc w/reverse polarity, 12-24 (10-36) Vdc w/reverse polarity, 12-24 (10-36) Vdc w/reverse polarity,
overload, and short circuit protection overload, and short circuit protection overload, and short circuit protection
Max. Load 50 mA 50 mA 100 mA
Environmental
Operating Temperature Range -2510 70 °C (-13 to 158 °F) -25t0 70 °C (-13 to 158 °F) -25t0 70 °C (-13 to 158 °F)
Environmental Protection Ratings P67 P67 P67
Construction Housing Material Nickel Plated Brass Nickel Plated Brass Nickel Plated Brass
Output Type Catalog No. $ Price| Catalog No. $ Pricel Catalog No. $ Price|] Catalog No. $ Price] Catalog No. $ Price
Pre-cabled (2 m) XS106BLPAL2 73.50| XS108BLPAL2 82.50( XS208BLPAL2 82.50| XS112BLPAL2 67.50| XS212BLPAL2 67.50
'I;lNOP M8 connector — — XS108BLPAM8 88.50/ XS208BLPAMS8 88.50/ XS112BLPAM8 Al XS212BLPAM8 A
M12 connector — — XS108BLPAM12 88.50( XS208BLPAM12 88.50| XS112BLPAM12 67.50| XS212BLPAM12 67.50
Pre-cabled (2 m) XS106BLNAL2 73.50| XS108BLNAL2 82.50/ XS208BLNAL2 82,50/ XS112BLNAL2 67.50| XS212BLNAL2 67.50
,'\\:FE,)\‘ M8 connector — — XS108BLNAMS8 88.50/ XS208BLNAM8 88.50/ XS112BLNAMS8 Al XS212BLNAM8 A
M12 connector — — XS108BLNAM12 88.50( XS208BLNAM12 88.50 XS112BLNAM12 67.50| XS212BLNAM12 67.50
Pre-cabled (2 m) XS106BLPBL2 73.50| XS108BLPBL2 82.50( XS208BLPBL2 82.50| XS112BLPBL2 67.50| XS212BLPBL2 67.50
QN% M8 connector — —| XS108BLPBM8 88.50| XS208BLPBM8 88.50| XS112BLPBMS8 A| XS212BLPBMS8 A
M12 connector — — XS108BLPBM12 88.50( XS208BLPBM12 45.00( XS112BLPBM12 67.50| XS212BLPBM12 67.50
Pre-cabled (2 m) XS106BLNBL2 73.50| XS108BLNBL2 82.50| XS208BLNBL2 82.50| XS112BLNBL2 67.50| XS212BLNBL2 67.50
“P?\I M8 connector — — XS108BLNBM8 88.50/ XS208BLNBM8 88.50/ XS112BLNBM8 A| XS212BLNBM8 A
M12 connector — — XS108BLNBM12 88.50/ XS208BLNBM12 88.50| XS112BLNBM12 67.50| XS212BLNBM12 67.50
o n H a
s 4} i r
I i
| |
Sensing Characteristics Fiush Mountable Non-Fluch Mountable Fiush Mountable Non-Flugh Mountable
Sensing Range 5.0 mm (0-0.20 in.) 8 mm (0-0.31in.) 10 mm (0-0.39 in.) 15 mm (0-0.59 in.)
Switching Frequency 2000 Hz 250 Hz 200 Hz 60 Hz
Shock Resistance 50 gn, duration 11 ms 50 gn, duration 11 ms
Vibration Resistance 25 gn, amplitude + 2 mm (10-55 Hz) 26 gn, amplitude + 2 mm (10-55 Hz)
Power Requirements
Supply Voltage 12-24 (10-36) Vdc w/reverse polarity, 12-24 (10-36) Vdc w/reverse polarity,
overload, and short circuit protection overload, and short circuit protection
Max. Load 100 mA 100 mA
Environmental
Operating Temperature Range -2510 70 °C (-13 to 158 °F) -2510 70 °C (-13 to 158 °F)
Environmental Protection Ratings P67 P67
Construction Housing Material Nickel Plated Brass Nickel Plated Brass
Output Type Catalog No. $ Priceg  Catalog No. $ Price  Catalog No. $ Price  Catalog No. $ Price
Pre-cabled (2 m) XS118BLPAL2 67.50| XS218BLPAL2 45.00( XS130BLPAL2 76.80| XS230BLPAL2 76.80
'ISIN% M8 connector XS118BLPAM8 A| XS218BLPAM8 A| XS130BLPAM8 A| XS230BLPAM8 A
M12 connector XS118BLPAM12 67.50| XS218BLPAM12 67.50( XS130BLPAM12 76.80| XS230BLPAM12 76.80
Pre-cabled (2 m) XS118BLNAL2 67.50| XS218BLNAL2 67.50/ XS130BLNAL2 76.80| XS230BLNAL2 76.80
”P?\‘ M8 connector XS118BLNAMS8 A| XS218BLNAM8 Al XS130BLNAM8 A| XS230BLNAMS8 A
M12 connector XS118BLNAM12 67.50[ XS218BLNAM12 67.50( XS130BLNAM12 76.80| XS230BLNAM12 76.80
Pre-cabled (2 m) XS118BLPBL2 67.50| XS218BLPBL2 67.50/ XS130BLPBL2 76.80| XS230BLPBL2 76.80
II;IN% M8 connector XS118BLPBM8 A| XS218BLPBMS8 A| XS130BLPBMS8 A| XS230BLPBM8 A
M12 connector XS118BLPBM12 67.50| XS218BLPBM12 67.50| XS130BLPBM12 76.80| XS230BLPBM12 76.80
Pre-cabled (2 m) XS118BLNBL2 67.50| XS218BLNBL2 67.50/ XS130BLNBL2 76.80| XS230BLNBL2 76.80
'I:JIPON M8 connector XS118BLNBM8 A| XS218BLNBMS8 A| XS130BLNBM8 A| XS230BLNBM8 A [=]
M12 connector XS118BLNBM12 67.50| XS218BLNBM12 67.50/ XS130BLNBM12 76.80| XS230BLNBM12 76.80 E
A Consult the factory for current pricing mg
Table 20.11: Accessories §:
Mounting Bracket W / Indexing Pin for Cylindrical Sensors zs
Sensor Body Catalog No. $ Price 33
M8 9006PA08 3.30 oz
> M2 9006PA12 4.80 55
M18 9006PA18 4.80 (-3
M30 9006PAS0 6.30 Pt
1]
Cables d
90° Straight
Plug-in female connectors, Connector Catalog No. | $ Price| CatalogNo. | $ Price
including pre-wired versions,
2 m long, without LED M8 XSZCS111 21.45 XSZCS101 20.25 o
M12 XSZCD111Y 20.25 XSzZCD101Y 21.00 N
© 2009 Schneider Electric Discount 20-7
All Rights Reserved DS2 | schedule
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Table 20.12: Food, Beverage, and Pharmaceutical Offering

Cylindrical, Stainless Steel,

Food, Beverage, Pharmaceutical / Capacitive Proximity
Refer to Catalog 9006CT0101

Schpeider

www.schneider-electric.us

Non-flus?h Mountable u” u ll. u z l
Three-Wire DC Supply, ;ﬁ ﬁ' I\ ") ii.-
Solid-State Output |

i 1 1
Sensing Characteristics @ M12 threaded M12 x 1 @ M18 threaded M18 x 1 @ M18 plain @ M30 threaded M30 x 1.5
Sensing Range 7 mm (0-0.28 in.) 12 mm (0-0.47 in.) 12 mm (0-0.47 in.) 22 mm (0-0.87 in.)
Switching Frequency 2500 Hz 1000 Hz 1000 Hz 500 Hz

Shock Resistance

50 gn, duration 11 ms

50 gn, duration 11 ms

50 gn, duration 11 ms

50 gn, duration 11 ms

Vibration Resistance

25 gn, amplitude +2 mm (10-55 Hz)

25 gn, amplitude + 2 mm (10-55 Hz)

25 gn, amplitude + 2 mm (10-55 Hz)

25 gn, amplitude + 2 mm (10-55 Hz)

Power Requirements

Supply Voltage (w/protection

against reverse polarity) 12-24 (10-36) Vdc 12-48 (10-58) Vdc 12-24 (10-36) Vdc 12—48 (10-58) Vdc
Max. Load 200 mA 200 mA 200 mA 200 mA
Environmental

Operating Temperature -25t0 85 °C (-13 to 185 °F) -25t0 85 °C (-13 to 185 °F) -25t0 85 °C (-13 to 185 °F) -25 10 85 °C (-13 to 185 °F)

Environmental Protection

1P67 (M12), IP68 (L2)

P67 (M12), IP68 (L2)

IP67 (M12), IP68 (L2)

1P67 (M12), IP68 (L2)

Construction

Housing Material | Stainless Steel | PPS | Stainless Steel | PPS | Stainless Steel | Stainless Steel

Output Type Catalog No.

N.O., PNP $ Price

Pre-cabled (2 m) XS212SAPP%I_7270 XS212AAPA4I5295 XSZ18$APA7L7270 XS218AAPP:‘I§295 XS2L2SAPAL2 83.70 XS230SAPAL2 86.55
M12 connector XS212SAPAM12 | XS212AAPAM12 | XS218SAPAM12 | XS218AAPAM12 XS2L2SAPAM12 XS230SAPAM12

77.70 49.95 77.70 49.95 83.70 86.55

N.O., NPN

Pre-cabled (2 m) XSZ1ZSAN/;L727O XSZ12AAN§I§295 XS21BSAN/;I3270 X821 8AAN/ZI6295 XS2L2SANAL2 83.70 XS230SANAL2 86.55
M12 connector XS212SANAM12 | XS212SANAM12 | XS218SANAM12 | XS218AANAM12 XS2L2SANAM12 XS230SANAM12

77.70 49.95 77.70 49.95 83.70 86.55

Table 20.13: Two-wire AC or DC Supply, Solid State Output

Sensing Characteristics @ M18 threaded M18 x 1 @ M30 threaded M30 x 1.5

Sensing Range 12 mm (0.47 in.) 22 mm (0.87 in.)

Switching Frequency 300 Hz 200 Hz

Shock Resistance 50 gn, duration 11 ms 50 gn, duration 11 ms

Vibration Resistance 25 gn, amplitude + 2 mm (10-55 Hz) 25 gn, amplitude + 2 mm (10-55 Hz)

Power Requirements

Supply Voltage (w/protection against reverse polarity) 20-264 Vac/Ndc 20264 Vac/Vdc

Max. Load 200 mA Vdc /300 mA Vac 200 mA Vdc / 300 mA Vac

Environmental

Operating Temperature -25t0 +85 °C (-13 to +185 °F) -25 to +85 °C (-13 to +185 °F)

Environmental Protection 1P68 (AL2), IP67 (U20) P68 (AL2), IP67 (U20)

Construction

Housing Material | Stainless Steel | PPS | Stainless Steel | PPS

Output Type

N.O. Catalog No. $ Price Catalog No. $ Price Catalog No. $ Price Catalog No. $ Price
Pre-cabled (2 m), non-flush mountable XS218SAMAL2 108.75 XS218AAMAL2 69.90 XS230SAMAL2 110.70 XS230AAMAL2 76.95
1/2"-20 UNF connector, non-flush mountable XS218SAMAU20 108.75| XS218AAMAU20 69.90| XS230SAMAU20 119.70| XS230AAMAU20 76.95

Osisense Capacitive Proximity Sensors
Table 20.14: Cylindrical Stainless e s
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Sensing Characteristics

@ M12 threaded M12 x 1

@ M18 threaded M18 x 1

@ M30 threaded M30 x 1.5

Sensing Range

2 mm (0.078 in.)

5mm (0.197 in.)

10 mm (0.394 in.)

Switching Frequency 300 200 150

Shock Resistance Conforming to IEC 60068-2-27: 30 gn, 11 ms

Vibration Resistance Conforming to IEC 60068-2-6 10 gn, +/- 1 mm (f= 10-55 Hz)

Power Requirements

Supply Voltage | 24 Vdc (10-30 Vac

Max. Load | 200 mA

Environmental

Operating Temperature Range -25 +70 °C (-13 +158 °F)

Environmental Protection Ratings IP67, NEMA 4x (Indoor Use Only), IP65 (& M12 and @18 PCM)

Connection Pre-cabled, PvC (2 m)

Construction

Housing Material Stainless Steel Nickel Plated Brass

Cable Catalog No. $ Price Catalog No. $ Price Catalog No. $ Price

3-wire / PNP / N.O. function / flush mountable XT112S1PAL2 178.50 XT118B1PAL2 186.00 XT130B1PAL2 193.50

3-wire / NPN / N.O. flush mountable XT112S1NAL2 178.50 XT118B1NAL2 186.00 XT130B1NAL2 193.50

4-wire / PNP / N.O./N.C. function / flush mountable XT112S1PCL2 178.50 XT118B1PCL2 186.00 XT130B1PCL2 193.50

Connector M12

4-wire / PNP / N.O./N.C. function / flush mountable XT112S1PCM12 | 178.50 | XT118B1PCM12 | 186.00 | XT130B1PCM12 | 193.50
Ds2 | Discount ©2009 Schneider Electric

Schedule All Rights Reserved
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Table 20.15: XUV Label Sensor

Ne@

Table 20.16:

Ne@

Available December
2009

XUV and XXV Sensors

Refer to Catalog 9006CT0101

XXV 18 mm Ultrasonic Sensor

Sensing Characteristics

Sensing Characteristics

Nominal Sensing Distance | 3 mm (0.121in.) Nominal Sensing Distance | 2 mm to 50.8 mm (0.08 in. t0 2.0 in.)
Sensing Frequency | 480 kHz Sensing Frequency | 360 kHz

Power Requirements Power Requirements

Supply Voltage [ 10 Vdc to 30 Vdc Supply Voltage [ 10 to 36 Vdc

Max. Load | 100 mA Max. Load | 200 mA

Environmental

Environmental

Operating Temperature Range +5 to +55 °C (+41 to +131 °F) Operating Temperature Range -40 to +80 °C (-40 to +176 °F)
Environmental Protection Ratings IPes, NENéA ax (|ndo% use only), Environmental Protection Ratings 1P65, NEMA 4X (indoor use only)
Construction Construction
Flat Profile Dimensions (W x H x D) 92.5 mm (3,64 in.) x ?07 633’}:]"; (1.86in.) Barrel Dimensions (@ x L) 18x 1 x 43.2 mm (0.709 x 0.039 x 1.70 in.)
Housing Material Aluminium Housing Material Nickel Plated Brass
Transducer Glass Epoxy Transducer Glass Epoxy
Connection Catalog No. $ Price Connection Pre-cabled, PvC (2 m)
M8 Connector XUVUO06M3KCNM8 825.00 Cable Catalog No. $ Price
Pre-cabled (2 m) XUVUOBM3KCNL2 825.00 PNP N.O. XXV18B1PAL2
N.C. XXV18B1PBL2
NPN N.O. XXV18B1NAL2
N.C. XXV18B1NBL2
Connection M12 75.00
PNP N.O. XXV18B1PAM12
N.C. XXV18B1PBM12
NPN N.O. XXV18B1NAM12
N.C. XXV18BINBM12
Table 20.17: Sensor Accessories
Teachable Pushbutton Accessory for Virtu Series Table 20.18: Mounting Brackets
Catalog No. $ Price Body Type Catalog No. $ Price
7 M12 9006PA12 4.80
XXZPB100 43.50
i / M18 9006PA18 4.80
—— Python AC/DC Power Convertor M30 9006PA30 6.30
. Catalog No. $ Price
XXZPM100M12 148.50
Table 20.19: Connector Cables
Type | Sensor Suffix | Connector Style | Catalog No. | $ Price Type Sensor Suffix | Connector Style | Catalog No. | $ Price
NANO 6.6 ft (2 m) Cable, PVC Material Micro 6.6 ft (2 m) Cable, PVC Material
Non-Locking DC 4 Pin—without LED D, M12 Straight XSZCD101Y 20.25
DC 3 Pin—without LED S, M8 Straight XSZCS901 19.20 DC 4 Pin—without LED D, M12 90° XSZCD111Y 20.25
DC 3 Pin—without LED S, M8 90° XSZCS911 19.20 DC 5 Pin—without LED D, M12 Straight XSZCD1501Y 33.75
Locking DC 5 Pin—without LED D, M12 90° XSZCD1511Y 33.75
DC 3 Pin—without LED S, M8 Straight XSZCS101 20.25 AC/DC 3 Pin—without LED K, U20 Straight XSZCK111Y 22.50
DC 3 Pin—without LED S, M8 90° XSZCS111 21.45 AC/DC 3 Pin—without LED K, U20 90° XSZCK101Y 22.50
DC 4 Pin—without LED S, M8 Straight XSZCS141 21.45 Mini 6.6 ft (2 m) Cable, PVC Material
DC 4 Pin—without LED S, M8 90° XSZCS151 24.75 DC 3 Pin—without LED A, R3 Straight XSZCA101Y 27.00
Self-assembled Connector DC 3 Pin—without LED A, R3 90° XSZCA111Y 27.00
Snap-C connector | — | Straight | XZCC12FDM40V [  13.50 AC/DC 3 Pin—without LED A R3 Straight XSZCA901Y 24.75
AC/DC 3 Pin—without LED A R3 90° XSZCA911Y 24.75
© 2009 Schneider Electric DS2 | Discount 20-9
All Rights Reserved Schedule
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Table 20.20:

Ne@

Specifications and Catalog Numbers

- S W-{

)

Virtu® VM1 and VM18

Refer to Catalog 9006CT0101

12 mm / Flat profile M12

Schpeider

www.schneider-electric.us

18 mm / Flat profile M18

Sensing Characteristics

Sensing Range

51-508 mm (2-20 in

)

25-127 mm (1.0-5.0in.)

25-254 mm (1.0-10.0 in.)

Sensing

Frequency 300 kHz 500 kHz 500 kHz

Power Requirements

Supply Voltage | 12—24 Vdc 12-24 Vdc 12-24 Vdc

Supply Current | 40 mA (excluding load) 25 mA (excluding load) 50 mA (excluding load)
Environmental Ratings

%"rﬁg‘gg?ure -30t0 70 °C (-22 to 158 °F) -30t0 70 °C (-22 to 158 °F) 01t0 60 °C (32 to 140 °F)
Environment NEMA 4X (indoor use only), IP67 NEMA 4X (indoor use only), IP67 NEMA 4X (indoor use only), IP67

Construction

Barrel, OxL 18 x 1 x 77.62 mm (0.709 x 3.06 in.) 12 x 1 x 58 mm (0.47 x 2.3 1n.) 18 x 1 x 79 mm (0.90 x 2.55 in.)
Flat Profie, 43.7 x 18X 59.7 mm (1.72x 0.70 x 2.35 in.) 7.62x33.0x 19.05 mm (0.3x 1.3x0.75in.) | 16.25 x 30 x 84.40 mm (1.182 x 0.640 x 3.322 in.)
Housing Material | Valox® ULTEM® ULTEM
Transducer Glass Epoxy Glass Epoxy Silicon Rubber
Output Type Catalog Number
Output Cable Quick Disconnect | $ Price Cable Barrel A $ Price Cable Barrel A $ Price
PNP N.O. VM1/18PNO VM1/18PNOQ N.O. (PNP + NPN) [SM300A46000] .0 o N.O. SM600A21600 | o o
Sourcing | N.C. VM1/18PNC VM1/18PNCQ N.C. (PNP + NPN) |SM300A46010 ) N.C. SM600A21610 )
NPN N.O. VM1/18NNO VM1/18NNOQ Connector - M8 Connector - M12
Proximity Sinking N.C. VM1/18NNC VM1/18NNCQ 139.50 N.O. (PNP + NPN) [SM350A46000 253.50 N.O. SMB50A21600 520.50
N.O. “7IN.C. (PNP + NPN) [SM350A46010 ) N.C. SM650A21610 ’
gyl’;cmg NG| VMIVMIEPTO VM1/VM18PTOQ { COr)mector —
N.O. N.O. (PNP + NPN)  [SM380A46000
g‘mng NG| VUMINMIBNTO VM1/VM18NTOQ NC ((PNP - NPN)) Siasoraeoto] 25350
Output Cable Quick Disconnect | $ Price Cable Barrel A $ Price Cable Barrel A $ Price
OffatLOE| PNP |[VM1/VM18PP10000 |VM1/VM18PPI0000Q N.O., Pump-out, SM302A42000 Pump-out latch SM602A60400
and P NPN | VM1/VM18NP10000 | VM1/A/M18NPIO000Q Off at LOE 238,50 | CUmP-out latch, HLOE | SM602A60403 | 502.50
g::;'-'-ﬁ;'e' OnatLOE| PNP [VM1NVM18PPI1000 |VM1/VM18PPI1000Q N.O., Pump-in, SM302A42010 " [Pump-in latch SM602A60410
Nom‘,’a,,y Open [2MdP NPN [VM1/VM18PPI1000 |VM1/VM18PPI1000Q Off at LOE Pump-in latch, HLOE SM602A60413
HLOE, PNP [VM1/VM18PPI2000 |VM1/VM18PPI2000Q Connector - M8 Dual alarm, N.O. SM602A60420
Off at P NPN_[VM1/VM18PPI2000_| VM1AVM18PPI2000Q | 00 -0 [N.O, Pump-out, SM352A42000 Dual alarm, N.O., HLOE| SM602A60423 | 618.00
OffatLOE| PNP |VM1/VM18PPO0000 | VM1/VM18PPO0000Q " | Off at LOE 160,00 |22l alarm, N.C. SM602A60430
and P NPN | VM1/VM18NPO0000 | VM1/AVM18NPO0000Q N.O., Pump-in, SM352A42010 " | Dual alarm, N.C., HLOE|  SM602A60433
g:;'-'—g‘(ﬁ' OnatLOE| PNP |[VM1/VM18PPO1000 [ VM1/VM18PPO1000Q Off at LOE Connector - M12 Barrel A $ Price
Norn':ally Open and P NPN | VM1/V/M18PPO1000 | VM1/VM18PPO1000Q Connector - M12 Pump-out latch SM652A60400
HLOE, PNP | VM1/VM18PPO2000 | VM1/VM18PPO2000Q N.O., Pump-out, SMB82A42000 Pump-out latch, HLOE | SM652A60403
Off at P NPN | VM1/VM18PPO2000 | VM1/V/M18PPO2000Q Off at LOE 169,00 | PUmP-in latch SMB52A60410
i " | Pump-in latch, HLOE SM652A60413
Oit st LOE SM362A42010 Dua|pa|arm, N.O. SMes2A60420 | 020-50
Dual alarm, N.O., HLOE| SM652A60423
Dual alarm, N.C. SM652A60430
Dual alarm, N.C., HLOE | SM652A60433
Output | Cable | Quick Disconnect | $ Price
Voltage 0-10 Vdc with Temperature Compensation
For Direct/Inverse models, change VD or VI to VA.
Dir, 0 V, LOEP VM1/18VD0000 VM1/18VD0000Q
Inv, 0 V, LOEP VM1/18PNO VM1/18V10000Q Cable | Barrel A | $ Price
Dir, 10 V, LOEP VM1/18VD1000 VM1/18VD1000Q Current (available in Flat Profile only)
N Inv, 10 V, LOEP VM1/18VI11000 VM1/18VI1000Q 208.50 Inverse slope SM606A44810FP
o Dir, HLOE, 0 V, P VM1/18VD2000 VM1/18VD2000Q Inverse slope, HLOE SM60GA44813FP | o o
Inv, HLOE, 0 V, P VM1/18V12000 VM1/18V12000Q Direct slope SMB06A44811FP
Dir, HLOE, 10 V, P VM1/18VD3000 VM1/18VD3000Q Direct slope, HLOE SMB06A44816FP
ﬂ Analog Inv, HLOE, 10V, P VM1/18VI3000 VM1/18V13000Q Connector - M12 Barrel A $ Price
m Current 4-20 mA with Temperature Compensation Voltage
52 For Direct/Inverse models, change CD or Cl to CA Inverse slope SM656A44800
gg Dir, 4 mA, LOEP VM1/18CD0000 VM1/18CD0000Q Inverse slope, HLOE SM656A44803 | o oo
Iz Inv, 4 mA, LOEP VM1/18Cl0000 VM1/18Cl0000Q Direct slope SM656A44801 ’
20 Dir, 20 mA, LOEP VM1/18CD1000 VM1/18CD1000Q Direct slope, HLOE SM656A44806
:;m Inv, 20 mA, LOEP VM1/18C11000 VM1/18C11000Q 208.50 Voltage - Flat Profile
>E Dir, HLOE, 4 mA, P |  VM1/18CD2000 VM1/18CD2000Q ) Inverse slope SM656A44800FP
IU_’g Inv, HLOE, 4mA, P |  VM1/18CI2000 VM1/18C12000Q Inverse slope, HLOE SMB56A44803FP | o o
>3 Dir, HLOE, 20 mA, P|  VM1/18CD3000 VM1/18CD3000Q Direct slope SMB56A44801FP
on Inv, HLOE, 20 mA, P|  VM1/18CI3000 VM1/18CI13000Q Direct slope, HLOE SM656A44806FP
; A Flat profile models are available, add suffix “FP” to model. Consult the factory. NOTE: LOE = at loss of echo, LOEP = at loss of echo and at power up,
o HLOE = hold on loss of echo, HLOEP = hold on loss of echo
and at power up, Dir = direct, Inv = inverse, P = power up
20-10 DS2 | Discount © 2009 Schneider Electric
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Table 20.21:

Ne@

Ultrasonic Sensors

Specifications and Catalog Numbers

Virtu® 30 mm

M30
30 mm (1 or2 m)

Refer to Catalog 9006CT0101

-

M30
30 mm (8 m)

Sensing Characteristics

Sensing Range

102-1000 mm (4-39 in.)

51 mmto 1 m(2-39in.); 119 mmto 2 m (4.7-79 in.)

203 mm to 8 m (8-315in.)

ﬁg&ﬂgﬁ o 180 kHz 200 kHz 75 kHz

Power Requirements

Supply Voltage |12—24 Vdc, 15-24 Vdc analog 12-24 Vdc discrete; 15-24 Vdc analog 12—-24 Vdc discrete; 1524 Vdc analog

Supply Current |60 mA (excluding load) 100 mA (excluding load) 100 mA discrete; 80 mA analog (excluding load)
Environmental Ratings

%’rﬁ;f‘e“r’;?ure 01070 °C (32 to 158 °F) PZE’thGBQ,g(Z_ ol %ioF)ngI:g;?é% -2010 60 °C (4 to 140 °F)

Environment

NEMA 4X (indoor use only), IP67

NEMA 4X (indoor use only), IP67

NEMA 4X (indoor use only), IP67

Construction

Barrel, @xL 30 x 1x95.26 mm (1.18 x 3.75in.) 30x 1x95mm (1.18 x 3.74 in.) 30x1x116 mm (9.18 x 4.58 in.)
Housing Material| PBT Valox 553 ULTEM ULTEM
Transducer Glass Epoxy Silicon Rubber or Fluorosilicone Glass Epoxy
Output Type 1m/2m 8m
Description Catalog No. $ Price|Description Catalog No. $ Price|Description Catalog No. | $ Price
PNP Sourcing N.O. XX6V3A1PAM12 Connector SM950A100000 633.00 (Cable SM900A800000| 972.00
Proximity PNP Sourcing N.C. XX6V3A1PBM12 Cable SM900A100000 | 616.50 |Connector SM950A800000| 988.50
Output NPN Sinking N.O. XX6V3ATNAM12 253,502 m
- Connector SM950A400000 | 679.50
NPN Sinking N.C. XX6V3AINBM12
Cable SM900A400000 663.00
Connector Cable 1 m a Cable 8 m
Normally Open Pump-out latch SM902A100000 Pump-out latch SM902A800000
Hold on loss of echo; Off on power up Pump-out latch w/alarm SM902A150000 Pump-out latch w/alarm SM902A850000
Dual-Level PNP| XX2V3A1PGM12 Pump-out latch, w/setpoint SM902A170000 Pump-out latch, w/setpoint SM902A870000
Pump In NPN| XX2V3ATNGM12 Pump-in latch SM902A110000 616.50 Pump-in latch SM902A810000 972.00
Off on loss of echo; Off on power up Pump-in latch w/alarm SM902A140000 " | Pump-in latch w/alarm SM902A840000 i
PNP| XX2V3A1PFM12 Pump-in latch, w/setpoint SM902A160000 Pump-in latch, w/setpoint SM902A860000
NPN[ XX2V3AINFM12 328.50 | Dual setpoint SM902A120000 Dual setpoint SM902A820000
Hold on loss of echo; Off on power up Dual alarm SM902A130000 Dual alarm SM902A830000
PNP|  XX2V3A1PJM12 Connector Connector
NPN|  XX2V3A1NJM12 Pump-out latch SM952A100000 633.00 | Pump-out latch SM952A800000
Off on loss of echo; Off on power up Pump-out latch w/alarm SM952A150000 | 880.50 | Pump-out latch w/alarm SM952A850000
Dual-Level PNP| XX2V3A1PHM12 Pump-out latch, w/setpoint SM952A170000 Pump-out latch, w/setpoint SM952A870000
Pump Out NPN|  XX2V3A1NHM12 Pump-in latch SM952A110000 | 633.00 | Pump-in latch SM952A810000
Pump-in latch w/alarm SM952A140000 Pump-in latch w/alarm SM952A840000 988.50
Pump-in latch, w/setpoint SM952A160000 985.50 | Pump-in latch, w/setpoint SM952A860000
Dual setpoint SM952A120000 633.00 Dual setpoint SM952A820000
Dual alarm SM952A130000 Dual alarm SM952A830000
Quick Disconnect Cable 1 m a Cable 8 m
0-20 mA Catalog No. $ Price|Voltage Catalog No. $ Price|Voltage Catalog No. | $ Price
Direct/Inverse slope XX9V3A1A4M12 Auto slope SM906A 180000 810.00 | Auto slope SM906A880000
Direct output XX9V3A1D4M12 Direct slope SM906A110000 705.00 Direct slope SM906A810000(1035.00
Inverse output XX9V3A1E4M12 Inverse slope SM906A 100000 Inverse slope SM906A800000
4-20 mA Current Current
Direct/Inverse slope XX9V3A1A2M12 Auto slope SM906A 190000 Auto slope SM906A890000
Direct output XX9V3A1D2M12 Direct slope SM906A130000 | 705.00 | Direct slope SM906A830000{1035.00
Analog Inverse output XX9V3A1E2M12 Inverse slope SM906A 120000 Inverse slope SM906A820000
0-5VDC 358.50 [Connector Connector
Direct/Inverse slope XX9V3A1F3M12 Voltage Voltage a
Direct output XX9V3A1G3M12 Auto slope SM956A180000 Auto slope SM956A880000 E
Inverse output XX9V3A1H3M12 Direct slope SM956A110000 720.00 | Direct slope SM956A810000(1050.00 0o
0-10 VDC Inverse slope SM956A100000 Inverse slope SM956A800000 EE
Direct/Inverse slope XX9V3A1F1M12 Current Current N
Direct output XX9V3A1G1M12 Auto slope SM956A190000 Auto slope SM956A890000 Eg
Inverse output XX9V3ATH1IM12 Direct slope SM956A130000 | 720.00 | Direct slope SM956A830000(1050.00 mu
Inverse slope SM956A120000 Inverse slope SM956A820000 QE
A For the 2 m version, change model from SMxxxA1xxxxx to SMXXXA4XXXXX. 55
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Osisense RFID (Radio Products and Accessories Schneider
Frequency Identification) Refer to Catalog 9006CT0101 &PElectric

www.schneider-electric.us

Table 20.22: Osisense RFID Products and Accessories

Ne@

Electronic Tags C Format ISO Badge | | E Format | Cylindrical
Nominal Sensing Distance
With Station XGCS49 33 30 70 48 40 18
With Station XGCS89 48 40 100 65 55 20
Dimensions (W x H x D) 40 x 40 x 15 mm 54 x 85.5 x 0.8 mm @ x30x3mm 26 x 26 x 13 mm M18 x 1 x 12 mm
Memory Capacity 3408 [ 13632 256 112 256 256
Type of Memory EEPROM EEPROM EEPROM EEPROM EEPROM
Time (ms)
Read A 9.25+375xn 16.25 +375xn 12+0.825xn 12+0.825xn 12+0.825xn 12+0.825xn
Write A 13+0.8xn 20+0.8xn 20+ 11.8xn 12+5.6xn 20+11.8xn 19+4.1xn
Ordering Information Catalog No. | $ Price| Catalog No. | $ Price| CatalogNo. | $ Price| CatalogNo. | $ Price| CatalogNo. | $ Price Catalog No. $ Price

XGHB444345 | 157.50 | XGHB445345 | 195.00 | XGHBI0E340 15.00 | XGHB320345 30.00 | XGHB221346 67.50 XGHB211345 52.50

n
Compact Stations, 13.56 MHz C Format D Format
Dimensions (W x H x D) 40x40x 15 80 x 80 x 26 M12 Ethernet switch
Protocols Modbus® TRU, Uni-Telway and CANopen & Catalog Number $ Price
(deponding on atsooitod tag) 1870 207100 TosEsEr !
Ordering Information Catalog Number | $ Price|  Catalog Number | $ Price
XGCS4901201 | 900.00 XGCS8901201 | 1185.00
Connection boxes Ethernet box Tap-off box Pre-Wired M12, 4-pin Female
Protocols Modbus TCP/IP Modbus, Uni-Telway and CANopen m Connector, A Coding
Associated compact stations XGCS49 and XGCS89 XGCS49 and XGCS89 Size | Catalog No. | $ Price
Supply Voltage 24 Vdc 24 Vdc 2m | XGSZX08L2 15.00
Ordering Information Catalog Number $ Price Catalog Number $ Price 5m | XGSZX08L5 30.00
XGSZ33ETH 1312.50 TCSAMT31FP ¢ 10 m | XGSZX08L10 22.50

.‘..,.,\ - ‘
Portable Terminal For 13.56 MHz RFID diagnostics Network T Connector
Function Read/Write operations on electronic tags and diagnostics on compact stations M12, 1 Male/2 Female
Operating System Microsoft Windows® CE.NET Professional version 4.2 5-pin, A Coding
. . Catalog Number $ Price Catalog Number | $ Price
Ord Inf t
[\e] Ordering Information XGSTP401 9075.00 TCSCTNOTIMTIF | 67.50
o
Table 20.23: Osisense RFID Cables
m
-
8
29 5 -
B3
o -
Iz S
>
mn Ethernet Shielded Connecting Cable, ConneXium (2), Modbus Shielded Connection Cable, Modbus Shielded Connection Cable,
Or'{'l' M12 Male D Coding/RJ45, 4-pin M12/SUB-D15, A Coding M12/Mini-DIN 8-way, A Coding
b+ 4 Length Catalog No. $ Price| Length Catalog No. $ Price| Length Catalog No. $ Price
24 I TCSECLIMBM1S2 186.00
=3 3m TCSECL1M3M3S2 240.00
on 5m TCSECL1M3M5S2 ¢ 2m TCSMCN1FQM2 75.00 2m TCSMCN1F9M2P 97.50
4 om TCSECLIM3M10S2 450.00
(<] 40m TCSECL1M3M40S2 1140.00
A n=number of 16-bit words
®  Uni-Telway and CANopen protocols available soon.
¢  Call factory for current pricing.
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