Do SPACERS & STANDOFFS

ALUMINUM ECONOMY SPACERS ROUND CLEAR SPACERS
« PRECISION FORMED= NO BURRS
Made of flat strip aluminum and rolled on precision equipment. MATERIALS: BRASS OR ALUMINUM
Assures maximum bearing surface, square ends. Brass: ASTM-B16, Nickel plate (QQ-N-290)
Aluminum: Per 5052-H34 per QQ-A-250/8b Aluminum: Iridite Finish (MIL-C-5541)
.' —— L #4 Screw | #6 Screw | #8 Screw BRA A CLEARENCE HOLE:
: = — LENGTH HOLE | CAT.NO. | CAT.NO. .
Tight Joint on Outside Diameter [_250 398 705 2 125 20 1000 pws .140 for #6 screw
312 399 406 413 250 120 14547 SAE7 +.171 for #8 screw
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#6 151 | 193 1.750 — 430 437 500 .ﬂg 1457C 3466
625 . 1935 3429
#8 178 | 232 2.000 - - 438 750 140 1957D 3467
875 140 1936 3438 HOLE
1.000 .140 1457E 3468
1.500 .140 1937 3469
BLIND CAPTIVE NUTS — PRESS FIT 2,000 140 1038 3470
MOUNT CHASSIS, PANELS, HEAT SINKS, SOCKETS 12 o 1o pre Il
MATERIAL: Molded Nylon with Brass threaded insert. o i e a2
- EASY ASSEMBLY 625 an 2032 4259 "f
= DAMPENS VIBRATION 750 in %ggg 3474 .
« ELIMINATES INSULATING WASHER e 10 1484 a0 l
* HI-DIELCTRIC STRENGTH 1.500 in 2034 3476
A unique reusable fastener made 2000 A7l 2035 £
of NYLON which contains a T
threaded brass nut. Finger by ROUND SWAGE CLEAR SPACERS
Eisjﬁﬂeeé’%g?em%ﬁg ﬁﬁ?’; 'ér'g Vsn A MATERIAL: Brass, ASTM-BL6, Nickel plate (QQ-N-290)
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up causing a Nylon bulge behind CLEARENCE HOLE:
the workpiece. Screw may be « 120 for #4 screw
removed or replaced. - T + 140 for #6 screw
HOLE SHEET “ I
CAT. NO. | THREAD | SIZE REQ/D. | THICKNESS A T H FOR PANEL € L
4341 4-40 250 047 312 030 CAT. NO. | HEIGHT | THICKNESS | HOLE
o o | oon Lo [on || |[S2] BT om ||
4343 8-32 406 .093 500 030 5061-2 | .375 1/16 120 | ‘109
5061-3 375 3132 120 | 141
5062-2 500 1516 120 | .109
5062-3 500 3132 120 | am
METRIC HEX THREADED STANDOFFS 50632 | 250 e 140 | 109
A comprehensive range of precision made metric hex spacers. g%gz:g g;g zgg ;128 j%%
: . . 140 | 141
MATERIAL: Brass, ASTM-B16, 50652 500 116 140 109
Nickel plated (QQ-N-290) 5065-3 .500 3/32 .140 .141

HEX STAINLESS THREADED STANDOFFS

MATERIAL: Stainless Steel per ASTM-A581/A582,
Class 303

« Corrosion Resistant
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L 4-40 6-32 8-32

Length Thread Thread Thread .

Inches CAT.NO. | CAT.NO. | caT. NO. 280

5mm HEX* 5.5mm HEX* 1/4 (.250) 1921 1922 1923 —t

. . 3/8(.375) | 1921A | 1922A 1923A .

CAL NO L CAT. NO. L 1/2(.500) | 19218 19228 19238 'T
4390 Smm 4395 5mm 3/4 (.750) 1921C 1922C 1923C

1391 Tomm 1396 0mm 1(1.000) | 19210 | 19220 1923D L
11/2 (1.500) 1921E 1922E 1923E

4392 15mm 4397 15mm 2(2.000) | 1921F 1922F 1923F _l
4393 20mm 4398 20mm read . r 11 hend

« 4-40 thread on 1/2" and over tapped 1/4" each en .
4394 25mm 4399 25mm « 6-32 & 8-32 thread on 1" and over tapped 3/8" each end THD
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