SCCOS 9014 T
® ) -
. NPN Silicon
Elektronische Bauelemente Pre-Amplifier, Low Level & Low Noise
RoHS Compliant Product
A suffix of "-C" specifies halogen & lead-free TO-92
FEATURES
4.55+0.2 3.520.2
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046191 ‘ ‘ 0.43%7| l_
Operating & storage junction temperature
(1.27Typ)
T, Tstg : - 55°C ~ + 150°C 02 1: Emitter
L 3\ [1.25%3 2: Base
3: Collector
N~—
2.54+0.1
ELECTRICAL CHARACTERISTICS ( Tamp.=25°C unless otherwise specified)

Parameter Symbol Test conditions MIN TYP MAX UNIT
Collector-base breakdown voltage V(eRr)cBO lc=1001 A, [g=0 50 \%
Collector-emitter breakdown voltage V(BR)cEO Ic=0.1mA, 1g=0 45 \Y
Emitter-base breakdown voltage V(Br)EBO le=100 1 A, Ic=0 5 \Y
Collector cut-off current Iceo Veg=50V, Ig=0 0.1 bA
Collector cut-off current Iceo Vce=35V, [g=0 0.1 bA
Emitter cut-off current leso Veg= 3V, Ic=0 0.1 A
DC current gain hee Vce=5V, Ic=1mA 60 1000
Collector-emitter saturation voltage Vee(sat) Ic=100 mA, Ig= 5mA 0.3 \%
Base-emitter saturation voltage Vge(sat) Ic=100 mA, lg= 5mA 1 Y,

-, Vce=5V, Ic=10mA
Transition frequency fr 150 MHz
f=30MHz
CLASSIFICATION OF  heggqy
Rank A B C D
Range 60-150 100-300 200-600 400-1000
http: //mmww.SeCoSGmbH.com Any changing of specification will not be informed individual

01-Jun-2002 Rev. A
Downloaded from Elcodis.com electronic components distributor

Page 1 of 2


http://elcodis.com/parts/6119503/s9014t.html

SCCOS 590141
[ ) () HF
NPN Silicon
Elektronische Bauelemente Low Frequency, Low Noise Amplifier
Typical Characteristics
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Figure 1. Static Characteristic Figure 2. DC current Gain
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Figure 3. Base-Emitter Saturation Voltage Figure 4. Current Gain Bandwidth Product
Collector-Emitter Saturation Voltage
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