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ELECTRO—OPTICAL CHARACTERISTICS To=25"C

3.00 [0 1181

650 [0,256] 7.5 [0.295] PARAMETER MIN TYP MAX  UNIS TEST COND
i | PEAK WAVELENGTH 563 nm
FORWARD VOLTAGE 300 10 v
BUNKING FREGUENCY: 15 He  Vf=1440, I =70mA
25 He  V§=30, lf=6mA
AXIAL INTENSITY 2 med V=90
4.50 [01771 VIEWING ANGLE 60 2x theta
®3.00 [20.118] \l EMITTED COLOR: GREEN
@ EPOXY LENS FINISH:  GREEN DIFFUSED
] 225 o089
28.00 [1.102] LIMITS OF SAFE OPERATION AT 25°C
MIN. PARAVETER MAX UNITS

ANODE — PEAK FORWARD CURRENT® 70 A
STEADY CURRENT 2 A
POWER DISSIPATION 103 m
DERATE FROM 25C -12 mi/'C

[ 10 (0059 OPERATING, STORAGE TEMP. —40T0 +85 ‘c
SOLDERING TEMP. +260 c
050 (00203 | | 2.0mm FROM BODY 3 SEC. MAX
¥ N £
SGR. @ PLS> w108
— |~ 254 0100
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*UNLESS OTHERWSE SPECIED TOLERMNGES PER DEGNAL PRECISION ARE: X=31 (£0.038), XX=103 (£0020), XXX=£0.25 (£0010), XXNX=t0.127 (£0RS) LEAD SZE=£005 (£0902), LEAD LENGTH=EDS (0.030). MN= HFCNAL PRECSIN

= -DEGMN. PRECISION
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