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REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE
A [ ECN. #11148 11.09.06
9590 [20,232] 05.00 [90.197]
ELECTRO-OPTICAL CHARACTERISTICS TA=25'C |¢=20mA
PARAMETER MIN v MAX__ UNITS  TEST COND
$4.00 [90.157] PEAK WAVELENGTH 574 nm
FORWARD VOLTAGE 22 26 Ve
REVERSE VOLTAGE 50 Vr Ir=100uA
[ 4 AXIAL INTENSITY 130 med  If=20mA
860 [0.339] VIEWING ANGLE 30 2x theta
T 1.00 [0.039] EMITTED COLOR: GREEN
| EPOXY LENS FINISH: GREEN DIFFUSED
1.00 [0.0391 | T
MAX.
LIMITS OF SAFE OPERATION AT 25°C
PARAMETER MAX UNITS
27.00 [L063] PEAK FORWARD CURRENT* 150 mA
ANODE ] STEADY GURRENT 25 mA
POWER DISSIPATION 105 mw
DERATE FROM 25¢C -12 mi/"C
OPERATING, STORAGE TEMP. -40T0 +8b ‘c
_’._ 2,00 [0,079] SOLDERING TEMP, +260 ‘c
- 2.0mm FROM BODY 3 SEC. MAX
‘ 108
0,50 [0.0201
SGR. (2 PLS) @

— 2.54 [0.100] @

UNCONTROLLELD QOC UMENT

*UNLESS OTHERWSE SPECIAED TOLERMNGES PER DECMAL PRELISION ARE: X=31 (£0.098), XX=£D.3 (£0.020), XXK=£025 (£0.010), XX(=£0.127 (005} LEAD SZE=0.05 (£0902), LEAD LENGTH=£075 (20.030). M= JECMAL PRECEIN yy - +000 o isioN
REV. PART NUMBER CONFIDENTAL INFORNATION F FS8 8= 290 E. HELEN ROAD
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T—Smm (T-1 3/4) 574nm AlnGaP GREEN LED, UR NANY YEAS OF wﬁ%numw INDICATE THAT DRAWN BY: CHECKED BY: JAPPROVED BY: IZF');;\'I(';I';E 1 :((])'9:016
GREEN DIFFUSED TAPERED LENS. S e R TR TALUFE. " SCALE:  N/A
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