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Frequency Control
Products

SAW Filters  for RF Applications- Through Hole & SMD

Surface Accoustic Wave (SAW) Devices 

Standard Specifications

Part 
Number

Centre Frequency
(MHz) 3dB Bandwidth Ripple Insertion

Loss Application Package
Type

S173M225000L001 173.225 fO ±4.00 MHz 2 dB 6.5 dB Communications I.F Filter F11
S173M325000L001 173.325 fO ±4.00 MHz 3 dB 6.5 dB Communications I.F Filter F11
S173M280000L001 173.280 fO ±100 .00 kHz 3 dB 6.5 dB Communications I.F Filter F11
S142M475000L001 142.475 fO ±100 .00 kHz 3 dB 6.5 dB Communications I.F Filter F11
S433M920000S001 433.920 fO±730 .00 kHz 2 dB 4.5 dB Remote Control Front End QCC-8C
S480M000000S001 480.000 fO ±18.00 MHz 2 dB 6.5 dB One Channel Satellite Filter QCC-8C
S479M500000S001 479.500 fO ±8.00 MHz 2 dB 21.5 dB One Channel Satellite Filter QCC-8C
S479M5000000S002 480.500 fO ±27/18 MHz 2 dB 21/21 dB Two Channel Satellite Filter QCC-8C
S869M000000S002 869.000 fO ±18.5 MHz 1.5 dB 4.5 dB Remote Control Front End DCC-6C

Operating Temperature range = -20oC to +70oC - Other frequencies & specifications are available, please ask for a quotation

Dimensions (mm)
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