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TOTAL TIME ABDVE 220°C IS 60 SECONDS MAX.
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PART NUMBER REV.

SML—LX1610UPGC /A A

REV. | E.C.N. NUMBER AND REVISION COMMENTS DATE

A | EC.N. #11388. 01.11.07

ELECTRO-DPTICAL CHARACTERISTICS TA=25C  If =350mA

PARAMETER SYMBOL _MIN_ TYP  WAX UNITS  TEST COND
PEAK WAVELENGTH 525 nm
FORWARD VOLTAGE V¢ 4 2 v 1§=350mA
REVERSE VOLTAGE Vr 5 v lp=10pA
AXIAL INTENSITY(*1) ly 25 Im 1£=350mA
VIEWING ANGLE 10 2x theto
ENITTED COLOR: GREEN
_[ EPOXY LENS FINSH WATER CLEAR
1060 [0.417]

l LIMITS OF SAFE OPERATION AT 25'C

PARAMETER SYMBOL MAX UNITS
5.26 [0.2071 PULSE FORWARD CURRENT Ip 500 mA

STEADY CURRENT IF 33D mA

f POWER DISSIPATION Py 15 v
CPERATING TEMP. ToPR -20T0 +70 ‘c
STORAGE TEMP, TsTG -40T0 +85 C

SOLDER PAD LAYOUT #DUTY 1/10 PULSE WIDTH 10ms

EE— 10,70 [0.421]
8.40 [0.331] CAUTION:_STATIC SENSIIVE CEVICE
FOLLOW PROPER E.5.D. HANDLNG FROCEDURES
J WHEN WORKING WITH THIS PART.
17.00 [0.6691]
—l NOTES: ®
3.10 [0.122]

1.00 [0.039]
@ PLS> _—l
4,10 [0.161]

*UNLESS OTHERWSE SPECIED TOLERMNGES PER DEGNAL PRECISION ARE: X=31 (£0.038), XX=103 (£0020), XXX=£0.25 (£0010), XXNX=t0.127 (£0RS) LEAD SZE=£005 (£0902), LEAD LENGTH=EDS (0.030). MN= HFCNAL PRECSIN

1. 5D PCS. IN EACH TUBE.
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= -DEGMN. PRECISION

REV. PART NUMBER

A SML—LX1610UPGC/A

10.60 x 10mm HIGH POWER LED, 525nm GREEN LED.

CONFIDENTAL INFORNATION
THE INFORMATION CONTAINED IN THE DOCUMENT IS THE PROPERTY OF
LUMEX NG, EXCEPT AS SPECIFICALLY AUTHORIZED IN WRITNG BY LUMI
INC., THE HOLDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATICN

CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SAME IN WHOLE OR
IN PART FROM DSCLISURE AND DISSENNATION TO ALL THRD PARTIES.

RELIABILITY_NOTE
OUR NANY YEARS OF EXPERENCE DATA ACCUNLLATION INDICATE THAT
S‘JI.IIR HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILUE.
LEASE PAY ATTENTION TO YOUR SOLDERING PROCESS.
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