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HEXFETs
N-CHANNEL
Types Vps Rpsion) Ip cont IoM Pp Bulletin Case Style
{max) Tg = 25°C pulsed max
v o A A w
) T0-243AA [-4.6 MAX.| N
IRFS123t 80 3.20 0.75 2.5 35 PD-0.438 | (s0T-89) 2.6 MAX.
IRFS 120t 100 2.40 0.90 35 35 PD-9.438 gt ‘f
Outline 1 .
1RFRO24 50 0.10 15.0 50.0 42 - T0-252A4
IRFRO14 0.20 8.2 330 25 - {D-pak)
IRFR121 40 0.27 B4 340 50 PD-9.523
IRFR111 0.54 a7 17.0 30 PD-9.524
IRFR120 0.27 8.4 34.0 50 PD-9.523 6.80 MAX.
IRFR110 100 054 47 17.0 30 PD-9.524 N
IRFR220 0.80 46 18.0 52 PD-9.525
IRFR222 200 1.20 38 15.0 42 PD-8.525 )\
IRFR210 1.50 2.7 11.0 25 P0-8.526
IRFRZ12 2.40 2.1 84 25 PD-9.525 ~ 4 \Z 6.22 MAX.
IRFR224 250 1.10 38 15.0 a2 PD-0.600 &
IRFR214 2.00 20 8.0 25 PD-9.601
IRFR320 400 1.80 3.1 12.0 42 PD-9.598
IRFR310 3.60 1.7 43 25 PD-9.597
IRFR420 500 3.00 2.4 9.6 42 PD-9.599 Outline 2
P-CHANNEL
IRFR9024 0.28 -89 -400 a2 PD-8.517 | TO-252AA
IRFRI025 -80 0.30 -9.0 -36.0 42 PD-9.517 | (D-pakl
IRFRA014 0.50 -53 -210 25 P0-9.516
IRFRS015 0.70 -45 -180 25 PD-9.516 5,80 MAX.
IRFRG121 -80 0.60 -59 -280 42 PD-9.520
IRFR3111 1.20 -32 -13.0 25 P0-9.518
IRFRS120 -100 0.60 -59 -240 42 PD-8.520
IRFRO110 1.20 -32 -13.0 25 PD-9.519
€22 MAx
IRFR3220 1.50 -36 -140 42 Pp-9.522 /
IRFR3222 -200 240 -28 -11.0 42 PD-9.522 4
IRFR9210 3.00 -20 -8.0 25 PD-9.521
IRFR9212 450 -16 -6.4 25 PD-9.521 Outline 2
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