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Surface Mount NTC Thermistors
NTHS-0603 Series, Specifications, Pricing, & Kits

Dimensions  in/mm

Part Number Determination

ConstructionLand Pattern  (in/mm)

0.031+0.008
0.80+0.20

0.063+0.008
0.16+0.20

0.010+0.006
0.25+0.15

Varies with product value 
and has a tolerance of 
+0.008”

Nickel Barrier
Solderable Termination

Glass Overglaze Inner Electrode

RTC Characteristics

Mfg Specs
• Go to www.garrettelec.com
• Enter part number or find by description 
• Select “S”, select “manufacturer’s specifications”

NTHS-0603N01N1003JR
NTHS 0603 N 01N 1003 J R

SERIES SIZE CONDUCTOR TYPE CURVE NUMBER RESISTANCE TOLERANCE PACKAGING

NTC
Thermistor

0603
0805
1206
1012

J=Plantinum/Pallidum/Silver
N=Nickel Barrier

01N =25K-100K
02N=3K-13K
03N=500-2K

04N=200K=400K
17N=100.1K=200K

3 Significant
digits +1
multiplier

J=±5%
K=±10% R=Tape & Reel

Curve 1 2 3 4 17
NTC %/oC +25oC -4.4 -3.83 -3.5 -4.68 -4.54

Beta +25oC/+75oC 3964 3477 3181 4247 4064

Downloaded from Elcodis.com electronic components distributor 

http://elcodis.com/parts/6454731/NTHS-0603N02N6801JR.html

