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Model Number

SP-860-2562SR SP-860-2562SR(EA) Optical-enhanced LCD display with 4-wire resistive 
touch sensor; OS Linux

SP-860-2562AR SP-860-2562AR(EA) Standard LCD display with 4-wire resistive touch 
sensor; OS Linux

Description/Configuration

Smart Panel
Model Number

SP-860-IO1 Vertical connectors I/O board 1 of DC 5V in, 1x COM (at RS232 level), 
2x USB, 1x LAN RJ45, power button, reset button and power LED

SP-860-IO2 Vertical connectors I/O board 2 of 1x LAN RJ45, Audio Line in, Audio 
Line out, 1x CAN bus, and 1x USB

AC-DC Adapter 
15W

Input: 90~264V, 15W; Output: 5VDC/3A; Frequency: 47 - 63Hz
Efficiency: 74%
No power cord

SP-860 
I/O Cable Kit SP-860 I/O Cable Kit

Description/Configuration

Accessories (optional)

Model Number

SP-860-2562SR
-EWP

SP-860-2562SR-EWP(EA) Starter kit of SP-860-2562SR with I/O board 
1 (SP-860-IO1), I/O board 2 (SP-860-IO2), cable kits, stand, and power 
adaptor

SP-860-2562AR
-EWP

SP-860-2562AR-EWP(EA) Starter kit of SP-860-2562AR with I/O board 
1 (SP-860-IO1), I/O board 2 (SP-860-IO2), cable kits, stand, and power 
adaptor

Description/Configuration

Starter Kit
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