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AN RF Coax Connectors

Subminiature PC Board Sockets

Material SN
ey

Shell and Center Contact—B-ass S Shall

oer MIL-C-50 and 0Q-B-626 P B

Dielectric — Polypropylene, or ;/ /.4' 3 .

solymethy lpentene, ganeral purpose Locking Latch T s ! )
S P

Finish

Genter Contact— 0.00076[.000030]
Jold par MIL-G-45204 over copoer per
M L-C- 14550

Shell —God

Performance Characteristics

Dielectric Withstanding Voltage —
GO0 velts, 1ms

- -.—-————22'23 Max, —— =
Operating Temperature Range — [.875]
-55°C tu +85°C
1.09
(gez U 7 - . .
#67 Drill 1 4? [ 054
{3 Holes) Locking
Latch
e o o
o "T’%‘Tr 0.84%02 i ‘ |
e e 0.84 .
‘ [1261;; . ! [.033=006] 1016 | (o3 T
- 1524 J 14001
[60C] 15.24
I L.600] I
Recommended
Mounting Hole Layout
PC Board Dim.
Type Thickness L Part No.
N 1,57 2.54 B
Spring Latsh 62 100 2260231
: 157 2.54 R
Locking Latch 62 00 226060-1
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