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AmMP
AMP Sealed Connectors Revised 01-00

Sealed Circular Connectors . . . 2.5mm and 1.5mm Systems (Continued)
Gonnector Housings
2.5 mm housings require 2.5 mm contacts. 1.5 mm housings reguire 1.5
mm contacts. Use cavity plug part number 828922-1 to seal unused con-
nector cavities.
Contact | Psn Pin Hsg PN Skt Hsg PN Skt Hsg
Size {COD A) {COD A} w/2ndaryLock PN
— {COD A)
25 4 1-967402-1 - 1-967325-1 6-968968-1  ~
3 1-867402-2 1-967325-2 2 6-968968-2
2 1-867402-3 ~ 1-967325-3 6-968968-3
1.5 7 17182301 g67650-1 -
(967447-1 old)
6 1718230-2 .~ 967660-2 — -
5 1718230-3 967850-3 [ -
NOTE: New 1.5 Pin Hags must be with new pin contacts
Sealed cap for Pin Hags: 1394277-1 (with strap) or -2 (loose)
Sealed cap for Skt Hsgs: 185636-1 .~
Accessories
Description Part Number
Mounting Ring for Pin Housing 965687-1 .~
Right Angle Cover with Universal Clamp 965576-1
Straight Cover with Universal Clamp 965784-1 _.—
Right Angle Cover tor NW 8.5 mm Diameter Corrugated Tubing 965577-1 .~
Right Angle Cover tor NW 10 mm Diameter Corrugated Tubing 965783-1 _—
Straight Cover for NW 8.5 mm Diameter Corrugated Tubing 965785-1 -~
Straight Cover for NW 10 mm Diameter Corrugated Tubing 965786-1 ~
~
Description Part Number
1.5mm Socket - Extraction Tool 518082-1
1.5mm Socket — Ext Tool spare tube only 548551-1
1.5mm Pin — Extraction Tool ¥ 3-1579007-7
1.5mm Pin — Ext Tool spare tube only ‘2 3-1579007-8
2.5mm contacts ~ Extraction Toocl 872070-1
2.5mm contacts — Ext Tool spare tube only §72992-1
Terminal insertion tool (insul OD <2.1mm) 965702-1
i "" ——
i
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