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REVISIONS
© COPYRIGHT — By — AL RIGHTS RESERVED. ‘ - - P LR DESCRIPTION DATE DWN APVD
NUMMER 826629
VERWENDET FUR Y2 BLATT 2 UND 4 NOTE 7 GE?NDERT VON 20POL AUF 2x20POL 02-JUN-D5 K.—H HESS
D WAR NR. — Y3 | REVISED PER ECO-10-000443 19FEB10 KK [HMR D
Y4 | ECR-10-025774 01FEB11 KK |HMR
BESTELL—NR.
- F=BEREICH DER PART—NO.
POLZAHLx2.54=L%0.5 VERGOLDUNG
POSX2.54=L%0.5 B MABE SEL. VERGOLDET VERZINNT SEL. VERGOLDET
—2.54)¥0.1 2.5 DIMENSION SEL. GOLDPLATED TIN PLATED SEL. GOLDPLATED
— (WEIGHT / ' A WEIGHT / ﬁ A WEIGHT / ( \ I
2.5440.1 ‘ A B C F — &M POS. PER ROW AM POS. PER ROW AAA POS. PER ROW.
27|67 3.2 4.4 — 526 629 |0.0654 g 826 926 [0.0656 g
12.0]6.7 2.5 4.4 — 826 630 [0.0629 g |A\826 935 |0.0632 g
B 18|58 3.2 4.4 — 826 646 |0.0622 g 826 036 [0.0625 g |/A\B29 070  [0.0621 g
L 11.1]58 2.5 [4.4] = 826 647 [0.0597 g 826 937 [0.0600 g
! It 14080 3.2 4.4 — 826 648  |0.0699 g 826 938 [0.0703 g
% - I - 3.3 8.0 2.5 4.4 — 826 649 |0.0674 g 826 939 [0.0678 g
B 12.7|6.7 [ 3.2 [655 | = - - - - 828 356 [0.0653 g
| 0 .
a | :
STECKSEITE: BEREICH 7"F” 0.8um GOLD (BER 1.27um
C L M é NICKEL IM BEREICH "B” C
o | MATINGSIDE: AREA “F” 0.8um GOLD OVER 1.27um NICKEL
BY AREA "B”
‘ LOTSEITE: MIN. 3um ZINN (BER 1.27pum NICKEL ‘
SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL
BOHRBILD STECK— UND Lo TSEITE: 2um ZINN (BER 1.27um NICKEL
_AYOUT FOR HOLES ON PCB. 2N MATING— AND SOLDERSIDE: 2um TIN OVER 1.27um NICKEL
ﬂ} ﬂ} $ % ﬂ} STECKSEITE: BEREICH “F” 0.13um GOLD (BER 1.27um
& NICKEL IM BEREICH "B”
2.54%0.1 1 40.05 MATINGSIDE: AREA "F” 0.13wm GOLD OVER 1.27um NICKEL
BY AREA "B”
‘ (L—2.54)0.1 .
5 - = LOTSEITE: MIN. 3um ZINN (UBER 1.27um NICKEL 5
‘ DIE POLZAHL JE REIHE IST DER BASIS—_NR. SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL ‘
ALS STRICHZAHL HINZUZUF jGEN.
2.Bsp.: 2-826 629-0 — 20" POLIG ﬁ GEHAUSEFARBE: GRAU é GEHAUSEFARBE: GRUN
DIE POLZAHL JE REIHE IST AUCH DER FAKTOR COLOR OF HOUSING: GREY COLOR OF HOUSING: GREEN
ZUR GEWICHTSERMITTLUNG
‘ A z.Bsp.: 20 x 0.0654 g = 1.308 g TOLERANZEN NICHT KUMULATIV ‘
THE NUMBER OF POSITION PER ROW HAS TO BE A TOLERANCES NOT CUMULATIVE
ADDED TO THE BASE NO. AS A DASH. NO.
— c.g.:. 2-826 629-0 = 20 POSITIONS —
THE NUMBER OF POSITIONS PER ROW IS ALSO THE FACTOR
‘ FOR THE WEIGHT DETERMINATION ZEICHNUNG GULTIC AB KW .39/96 ‘
e.g.:: 20 x 0.0654 g = 1.308 ¢ THIS DRAWING IS A CONTROLLED DOCUMENT. | 10189 -
A CHKGHOLAUS—7 - TE TE Connectivity
- SCHAARSCHMIDT M.
‘ A oo TR e, [ ‘
mm mm —
KONTAKTSTIFT SIEHE TABELLE 0 PLC + - A PRODUCT SPEC AMPMODU 1l STIFTLEISTEN EINREIHIG
A CONTACT PN cusné SEE TABLE %@ b b6 is 108-18012 ’ A
3 PLC B APPLICATION SPEC
STIFTGEHAUSE SIEHE TABELLE 4 PLC - SIZE | CAGE CODE | DRAWING NO RESTRICTED TO
PBT GV ANGLES i 114-25011
PIN HOUSING SEE TABLE MATERIAL FINISH WEIGHT _ AB 00779 @:-826629 -
BENENNUNG WERKSTOFF OBERFL./PLATING CuSné - ~

‘ DESCRIPTION EARBE /COLOR CUSTOMER DRAWING [s= FEL L wg |®yg
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© COPYRIGHT — By — AL RIGHTS RESERVED. ‘ - - P ‘ LR ‘ DESCRIPTION ‘ DATE ‘ DWN ‘ APVD
KONTAKTSTIFT SIEHE TABELLE NUMMER 826 629
CONTACT PIN CusSné SEE TABLE VERWENDET FOUR | — | see sreer s | - [-1-
p | STIFTGEHAUSE SN TABELLE WAR NR. — 5
PBT GV
‘ PIN HOUSING SEE TABLE ‘
BENENNUNG OBERFL./PLATING
DESCRIPTION WERKSTOFF FARBE /COLOR BESTELL—=NR.
PART—NO.
MABE SEL. VERGOLDET VERZINNT 23.09.96
DIMENSION SEL. GOLDPLATED TIN PLATED A SEL. GOLDF’LATEDj
/] = F=BEREICH DER (WEIGHT ﬂ WEIGHT WEIGHT [
Ppogézé;éﬁzzfi;;to,s VERGOLDUNG AIBIC | F | - m POS. PER_ROW AM POS. PER_ROW AAA POS. PER_ROW
X< : F=GOLD AREA 12.7|6.7 3255 - 826 632 [0.1276 g 826 925 [0.1278 g 828 420 [0.1272 g
~(L=2.54)0.1 _ <—>‘ 12.0[6.7 [ 2.5 [4.4 ] — 826 633 [0.1226 g 826 941 [0.1229 ¢
11.8/58 3.2 4.4 — 826 656 [0.1212 g 826 942 [0.1217 g |/o\ 828 533 [0.1209 g
2.54 %01 ‘ 2.5440.1_ 111582544 - 826 657 [0.1162 g 826 943 [0.1165 g
14.0/8.0 3.2 | 4.4] - 826 658 [0.1366 g 826 044 [0.1370 g
‘ B 13.3|8.0 | 2.5 | 4.4 | - 826 659 _[0.1316 g 826 945 [0.1323 g ‘
[T
I
. STECKSEITE: BEREICH "F” 0.8um GOLD (OBER 1.27um
c © R! é NICKEL IM BEREICH "B~ I
o A MATINGSIDE: AREA "F” 0.8um GOLD OVER 1.27um NICKEL
I N BY AREA "B”
o 2
ol 9E LOTSEITE: MIN. 3um ZINN (BER 1.27um NICKEL ‘
o) - SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL
N o 063 ) STECK— UND LGTSEITE: 2um ZINN UBER 1.27um NICKEL |
‘ MATING— AND SOLDERSIDE: 2um TIN OVER 1.27um NICKEL ‘
STECKSEITE: BEREICH "F” 0.13uwm GOLD (BER 1.27um
& NICKEL IM BEREICH "B”
BOHRBILD MATINGSIDE: AREA "F” 0.13um GOLD OVER 1.27um NICKEL
LAYOUT FOR HOLES ON PCB. BY AREA "B"
{‘} {‘} {‘} Q} Q}i LOTSEITE: MIN. 3um ZINN (BER 1.27um NICKEL
‘ B SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL B‘
254@? {‘B {B; {B ‘ ; A GEHAUSEFARBE: GRAU & GEHAUSEFARBE: GR(N
: U £0.05 | S COLOR OF HOUSING: GREY COLOR QOF HOUSING: GREEN
F
‘ ‘ (L—2.54)%0.1, L?; j TOLERANZEN NICHT KUMULATIV ‘
N TOLERANCES NOT CUMULATIVE
] OBSOLETE —
‘ ZEICHNUNG G{LTIG AB KW .39/96 ‘
DIE POLZAHL JE REIHE IST DER BASIS—NR. o 01189
THIS DRAWING IS A CONTROLLED DOCUMENT.
ALS STRICHZAHL HINZUZUF jGEN. G.HOLAUS . ‘e
2.Bsp.. 2—826 632—0 = 2x20 POLIG CHK — TE TE Connectivity
DIE POLZAHL JE REIHE IST AUCH DER FAKTOR DIVENSIONS: ToLERANGES UNiEss |4 SCHAARSCHMIDT o
ZUR GEWICHTSERMITTLUNG . OTHERWISE SPECFIED: | A47VF
f\ zBse- 20 x 01276 g — 2552 g e 07 e AMPMODU Il STIFTLEISTEN,ZWEIREIHIG
A THE NUMBER OF POSITION PER ROW HAS TO BE 1 PLC - _ A
ADDED TO THE BASE NO. AS A DASH. NO. %@ B - APPJCESN SQSOWZ
e.g.t 2-826 632-0 = 2x20 POSITIONS 4 PLC - SIZE | CAGE CODE | DRAWING NO RESTRICTED 10
THE NUMBER OF POSITIONS PER ROW IS ALSO THE FACTOR ANGLES £ 114-25011
FOR THE WEIGHT DETERMINATION WATERIAL FINISH WEIGHT _ = —
e.g.: 20 x 0.1276 g = 2.552 g _ B AS 00779/C=826629
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© COPYRIGHT — By — AL RIGHTS RESERVED. ‘ - - P ‘ LR ‘ DESCRIPTION ‘ DATE ‘ DWN ‘ APVD
KONTAKTSTIFT SIEHE TABELLE NUMMER 826 629
CONTACT PIN CusSné SEE TABLE VERWENDET FOUR | — | see sreer s | - [-1-
STIFTGEHAUSE SIEHE TABELLE WAR NR. —
D PBT GV )
‘ PIN HOUSING SEE TABLE ‘
BENENNUNG OBERFL./PLATING
DESCRIPTION WERKSTOFF FARBE/COLOR BESTELL—NR.
PART—NO.
‘ \SE:RBGEORLED‘BNGDER MABE SEL. VERGOLDET VERZINNT SEL. VERGOLDET ‘
— PSOLSZAQEZZE;:SHOB 0 0.63 . T o L7 S DIMENSION SEL. GOLDPLATED TIN PLATED SEL. GOLDPLATED —
XL = : (WEIGHT WEIGHT WEIGHT
(L—2.54Xx0.1 ‘ ‘ 1.8 B c D F — MA POS. PER ROW| Am POS. PER ROW ﬁ POS. PER ROW,
~ 6.7]32[1.3[4.4] - 826 631 [0.0757 g 826 947 [0.0760 g
.54 40.1 55 ‘ ‘ 0.55 6725 [1.3 4.4 — 826 651 [0.0731 g 826 948 [0.0735 g
*—,7 = = 58|32 [1.3 4.4 - 826 652 [0.0726 g 826 949 [0.0728 g |/ 829 071 [0.0726 g
‘ 58|25 [1.3 | 4.4 — 826 653 [0.0701 g 826 950 [0.0704 g
8032 [1.3 4.4 — 826 654 [0.0803 g 826 951 [0.0807 g
H 8025 [1.3 4.4 — 826 655 [0.0777 g 826 952 [0.0782 g
L 6.7 132]1.5]55] - = - = - 828 419__[0.0756 g
o
‘ c I STECKSEITE: BEREICH 7“F” 0.8um GOLD (UBER 1.27um C‘
‘ é NICKEL IM BEREICH "B~
MATINGSIDE: AREA "F” 0.8um GOLD OVER 1.27um NICKEL
BY AREA "B”
T L' : LOTSEITE: MIN. 3um ZINN [BER 1.27um NICKEL
— —-—> D SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL —
M
o) j STECK— UND LOTSEITE: 2uxm ZINN [BER 1.27xm NICKEL
r’Cc” MATING— AND SOLDERSIDE: 2um TIN OVER 1.27um NICKEL
REF.
STECKSEITE: BEREICH “F” 0.13um GOLD ([BER 1.27um
BOHRBILD /\ NICKEL M BEREICH "B"
LAYOUT FOR HOLES ON PCB. réAYAT\ANRCEE\D’%” AREA "F” 0.13um GOLD OVER 1.27um NICKEL
B $ {[} $ {‘} G} LOTSEITE: MIN. 3um ZINN (BER 1.27um NICKEL B
2.54+0.1 1 £0.05 SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL
‘ (L—2.54)%0.1 A GEHAUSEFARBE: GRAU A GEHAUSEFARBE: GRUN
COLOR OF HOUSING: GREY COLOR OF HOUSING: GREEN
i TOLERANZEN NICHT KUMULATIV
A TOLERANCES NOT CUMULATIVE
— A OBSOLETE —
‘ IZE\CHNUNG GiLTIG AB KW .39/96 ‘
DIE POLZAHL JE REIHE IST DER BASIS—NR. o T0.11.88
THIS DRAWING IS A CONTROLLED DOCUMENT.
ALS STRICHZAHL HINZUZUF jGEN. G.HOLAUS -TE TE Connectivit
z.Bsp.: 2—826 631-0 = 20 POLIG CHK = Y
DIE POLZAHL JE REIHE IST AUCH DER FAKTOR DIMENSIONS: TOLERANGES UNLESS | oo PARSCHMIDT M. o
LR SRS TSERaL e mm TS S — AMPMODU II' STIFTLEISTEN 90 DEG. ,EINREIHIG
é z.Bsp.: 20 x 0.0757 g = 1.514 g b bic . SRoTUGT SFEC A
A THE NUMBER OF POSITION PER ROW HAS TO BE 5 he - @ 108-18012 A
ADDED TO THE BASE NO. AS A DASH. NO. %@ 2 b i APPLICATION SPES
e.g.t 2-826 631-0 = 20 POSITIONS 4 PLC - SIZE | CAGE CODE | DRAWING NO RESTRICTED 10
THE NUMBER OF POSITIONS PER ROW IS ALSO THE FACTOR ANGLES £ 114-25011
FOR THE WEIGHT DETERMINATION MATERIAL FINISH WEIGHT - =826629 -
e.g.: 20 x 0.0757 g = 1.514 g Cusné _ AS OO779© i n— -
CUSTOMER DRAWING | _ 304 |®va
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KONTAKTSTIFT SIEHE TABELLE NUMMER 826 629
CONTACT PIN CusSné SEE TABLE VERWENDET FOUR ‘ - ‘ SEE SHEET 1 ‘ - ‘ - ‘ -
o [STIFTGEMRUSE o eEE |WAR NR. —
PBT GV
PIN HOUSING SEE TABLE
BENENNUNG OBERFL./PLATING
DESCRIPTION WERKSTOFF FARBE/COLOR F=BEREICH DER BESTELL—NR.
VERGOLDUNG S To R
F=GOLD AREA
MABE SEL. VERGOLDET VERZINNT SEL. VERGOLDET ‘
| POLZAHLX2.54=L40.5 o 0.63 DIMENSION SEL. GOLDPLATED TIN PLATED SEL. COLDPLATED -
POS.x2.54=L40.5
WEIGHT £ \ WEIGHT /£ \ WEIGHT £ \
—2.54 EO~1 1.8 B C D F 7 M POS. PER ROW Mﬂ POS. PER ROW AAA POS. PER ROW,
6.7 3.2|1.3|5.5 — 826 634 0.1646 G 826 953 0.1656 g 3\ 828 418 0.1651 g
2.5440.1 2.5410.1, 67]25|1.3| 44| - |/n826 661 [0.1597 g 826 954 [0.1606 g
‘ 58| 3.2|1.3]| 4.4 — 826 662 0.1587 g 826 955 0.1603 g 3\ 829 072 0.1587 g
58| 25[1.3]|4.4 — 826 663 0.1538 g 5\ B26 956 0.1542 g
i\ fa Jany sy 80| 3.2[1.3|4.4 — 826 664 0.1741 g 826 957 0.1749 g
80| 25[1.3]| 4.4 — 826 665 0.1687 g 826 958 0.1699 g
2 STECKSEITE: BEREICH "F” 0.8um GOLD (BER 1.27um
y 1 ‘ NICKEL IM BEREICH "B”
" | A\ MATINGSIDE: AREA "F" O.spm GOLD OVER 1.27um NICKEL
S BY AREA "B”
k — LOTSEITE: MIN. 3um ZINN (BER 1.27um NICKEL
— SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL —
. STECK— UND LGTSEITE: 2um ZINN (BER 1.27um NICKEL
BOHRBILD REE A MATING— AND SOLDERSIDE: 2um TIN OVER 1.27pm NICKEL
LAYOUT FOR HOLES ON PCB.
1£0.05 STECKSEITE: BEREICH ”"F” 0.13pm GOLD {(BER 1.27um

© O OO & —
‘B R e

2.54+0.1

‘ (L—2.54)0.1 ‘

2.54 0.1

] OBSOLETE

DIE POLZAHL JE REIHE IST DER BASIS—NR.
ALS STRICHZAHL HINZUZUF jGEN.
z.Bsp.: 2—-826 634—0 = 2x20 POLIG
DIE POLZAHL JE REIHE IST AUCH DER FAKTOR
ZUR GEWICHTSERMITTLUNG

é z.Bsp.: 20 x 0.1646 g = 3.292 g

A THE NUMBER OF POSITION PER ROW HAS TO BE

ADDED TO THE BASE NO. AS A DASH. NO.

e.g.. 2-826 634—0 = 2x20 POSITIONS

THE NUMBER OF POSITIONS PER ROW IS ALSO THE FACTOR
FOR THE WEIGHT DETERMINATION

e.g: 20 x 0.1646 g = 3.292 g

& NICKEL IM BEREICH "B

MATINGSIDE: AREA "F” 0.13um GOLD OVER 1.27um NICKEL
BY AREA "B~

LOTSEITE: MIN. 3um ZINN [BER 1.27um NICKEL
SOLDERSIDE: MIN. 3um TIN OVER 1.27um NICKEL

A GEHAUSEFARBE: GRAU & GEHAUSEFARBE: GR{N
COLOR OF HOUSING: GREY COLOR OF HOUSING: GREEN
@ TOLERANZEN NICHT KUMULATIV
TOLERANCES NOT CUMULATIVE

IZE\CHNUNG GILTIC AB KW .39/96

DN 10.11.89
THIS DRAWING IS A CONTROLLED DOCUMENT. G.HOLAUS

o = TE TE Connectivity

K
SCHAARSCHMIDT M.
VD

DIMENSIONS: TOLERANCES UNLESS
GTHERWE% EPEC\F\ED: AP NAME
mm .2mm -

b pLC Lo PRODUCT SFEC AMPMODU I STIFTLEISTEN 90 DEG.,ZWEIREIHIG
1 PLC B

%@ 2 pLC o 108-18012
3 PLC B APPLICATION SPEC
:N;}ézs B L 4‘ 1 472501 1 SIZE CAGE CODE | DRAWING NO RESTRICTED TO

- e VEGHT - A3|00779/C=826629 —

CuSné .
o CUSTOMER DRAWING [ — " 4 ¢4 [®ya
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