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BNC (Isolated) Series

●Low profile, light weight and low cost

●Intermateable with standard BNC plugs

●Available in Panel mounting and PCB mounting

style

●Electrically isolated plastic housing

●Choice of termination style

◆Solder cup (31-10)

◆Solder eyelet (31-10T)

◆Straight PCB (BNC-SxRD type)

◆Right angle PCB (BNC-LxRD type)

●Available in black or white plastic housing

 BNC (Isolated) Receptacle Connectors Commercial Type

SPECIFICATION, MATERIAL/FINISH

Panel mounting type PCB mounting type

Connecter style

with mounting flange less mounting flange 

P/N 31-10 31-10T
BNC-LFRD-□□□□

BNC-SFRD-□□□□

BNC-LNRD-□□□□

BNC-SNRD-□□□□

Center conductor
Copper alloy/Silver 
plating

(Round socket)

Copper alloy/Silver 
plating

(Stamped tuning fork 
style socket)

Copper alloy/Silver plating

(Stamped tuning fork style socket)

Outer conductor
Zinc alloy/Nickel 

plating

Zinc alloy/Nickel 

plating
Zinc alloy/Nickel plating

Housing Noryl resin (UL94V-0)/White PBT resin (UL94V-0)/Black

Dielectric 

withstanding voltage

1500V AC (rms)

1 minute

1500V AC (rms)

1 minute

Insulation resistance 5000MΩ  min. at 500V DC 5000MΩ  min. at 500V DC
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BNC (Isolated) Series

Unit : mm

31-10

 ■ Panel Mounting Type

 ■ PCB Mounting Type

31-10T
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Mounting Hole

Panel thickness:4.3Max.

BNC-□□RD-□□□□

Hex nut and washer

A : With hex nut and washer

N : Less hex nut and washer

PCB mounting style

P : With kinked metal clips (Assembled)

S : Through holes (Screws and nuts supplied, 

flange mountingtype only)

Color of housing

B : Black (Standard)

W : White (Optinal)

Mounting flange

F : With mounting flange

N : Less mounting flange

Tail configuration

S : Straight PCB

L : 90°PCB

Contact plating

A : Silver (Standard)

B : Gold (Optinal)

C : Tin (optional)
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BNC (Isolated) Series

Unit : mm

BNC-LFRD-BPNA

PCB mounting with flange (90°PCB)

BNC-SFRD-BPNA

PCB mounting with flange (Straight PCB)

 ■ PCB Mounting Type

Hex nut and washer

A : With hex nut and washer

N : Less hex nut and washer

2.54

1
4.
0

11.43

22.86

29.2

4
.
7
5

1.2

8.89
4.06

8.64 12.0

35.0

8
.
5
6

/ -28UNEF-2A12

11.43 2.54

8
.
8
9

22.86 2-φ3.3  

S G 2-φ0.89± 0.08

± 0.05

PCB Mounting dimensions

PCB thickness＝1.6±0.19

Hex nut and washer

A : With hex nut and washer

N : Less hex nut and washer
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PCB Mounting dimensions

PCB thickness＝1.6±0.19
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BNC (Isolated) Series

Unit : mm

PCB mounting with flange (90°PCB)

PCB mounting without flange (Straight PCB)
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PCB Mounting dimensions

PCB thickness＝1.6±0.19

BNC-LNRD-BPNA
Hex nut and washer

A : With hex nut and washer

N : Less hex nut and washer
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PCB Mounting dimensions

PCB thickness＝1.6±0.19

BNC-SNRD-BSNA
Hex nut and washer

A : With hex nut and washer

N : Less hex nut and washer
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Mounting Panel Cut-out Dimensions Mounting Washer and Nut
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