Encoder

11mm Size Metal Shaft Magnetic Type
EM11B Series

-4 [Rois|
Car Use J compliant

A compact 10.8x 11mm size encoder with long-life of 1,000,000 cycles.

B Typical Specifications

Detector
Items Specifications
Push
Rating 5V+ 5% DC
Slide
Operating life 1,000,000cycles _—
" Rotary

“\’ M

Power
M Product Line uakinine
Package Type
Actuator | Detent . Switch Switch Minimum -
length torque 3%’:& enrt ':;' "::I):er ?i'iarzrcatti:lr? sF\:\::::h Re:ipr:: :se contact [(operating force| order unit | Product No. TACT Switch™
OmmO I mNOmC] p resitance ONO 0 pes.O
Custom-
15 10£5 | 16 16 | Vertical | With |13secTvpn| S00MS 5+ 3 1,000 |EM11B16140A4| Products
B Dimensions Unit:mm
Style PC board mounting hole dimensions
Y (Viewed from mounting side)
61.8750
35 75 15 Switch travel Incremental
5 7
L T e R
i Absolute
i Type
# 3 — : (g B yp
o
i . _M9X0.75 ‘
o
11 2001.3 holes
M Block Diagram
Circuit
H%L Hfé‘l‘ VA, VB 0000 Power supply
GA, GBOO0OGround
l i i i i i A, BOOOOOOD Output
o o
S1 S2 B GB VB A GA VA

1. This product uses a Hall IC. Be aware of ESD damages.
2. Custom design for shaft configuration and mount height are available upon request.
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Encoders

I List of Varieties

Tve Hollow shaft Magnetic
s 5mm size 10mm size 11mm size 20mm size
Series ECO5E EC10E EM11B EM20B
Detector ,
Photo i‘ » ~” #
v 65
Push J af v
Slide Output Incremental
Shaft types Hollow shaft Single-shaft
Rotary Operating : : ; i
" iPattion Vertical/Horizontal Horizontal Vertical
= Number of pulse/
1]
m % g Number of detent 12/12 12/24 16/16 40/40
0 = 0
Power 2ig e Without Withl 0.50 Without/Withl 0.50]
= O = . R
» ptlonal Displ f
Z play function
Duakin-fine functions
Package Type Changeover
_ angle
TACT Switch™ w 5.7 9.8 10.8 20
Custom- [RSIEEES D 2.7 12.6 1 22.25
0 mmQO
Products
H 6.5 4.4 7.5 13
Manual soldering 35000 max. 3s max.
Soldering | Dip soldering — 260+ 501, 3% 1s 26000 max. 3s max.
Reflow soldering Please see P.189
Operating temperature range 0300 to 0850 0100 to O 700
| Maximum operating current! resistive loadC] 0.55mA TmA Vul O 4.0V min. Vo 0.5V max.O Isink=bmAQO
Incremental : :
: Output of A and B signals, proportionate to
Type E m Output signal phase difference A,Bl Square wavell
Absolute 3 g Output type Incremental
Type - -
g § Instulation resistance 50MQ min. 50V DC 100MQ min. 100V DC 100MQ min. 250V DC
8 Voltage proof 50V AC for Tminute 250V AC for Tminute 300V AC for Tminute
'§‘ = Rotational torque 7mNIm max.
S2 | Detenttorque 1.6+ 1.3mNOm 5+ 3mNIm 10+ 5mNIm 8+ 5mNIm
o =
=
ge Push-pull strength 100N
= '3"‘ Cold [0 40+ 30 for 240h [ 40+ 30 for 96h 030+ 30 for 240h
35
§ § Dry heat 85+ 30 for 240h 85+ 30 for 96h 80+ 30 for 240h
S
3 E_- Damp heat 40+ 201,90 to 95%RH for 240h 40+ 200, 90 to 95%RH for 96h | 40+ 207, 90 to 95%RH for 240h
Page 195 198 199 200
Il Push-on Switch Specifications
Items EM11B EM20B
Contact arrangement Single pole and single throvi Push-onQ
Travell mm(J 05763 0.57¢0%
Operating forcell NOJ 5.5+ 3 6+ 3
Rating 5mA 5V DCO 50mA 12V DCO 3A 16V DC
Contact resistance 500mQ max for initial period;5Q max after operating life | 100mQ max for initial period;200mQ max after operating life
Operating life 1,000,000times min. 25,000times min.
I =l oo o [T GoR AN u 7= Tod g =To [ == Vg P 209
L Y TeT0 T [T 3K OF= 11 1 1 [ o 1= 210, 211
% The operating temperature range for automotive applications can be raised upon request. Please contact us for
requirements of this kind.
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