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PART NUMBER REV.
SSB-COB6/16GW—-A
ELECTRO—OPTICAL CHARACTERISTICS Ta=25'C PER MODULE 1§=130mA
PARAMETER TP MAX UNITS  TEST COND

PEAK WAVELENGTH 565 nm

FORWARD VOLTAGE 42 45 Ve

REVERSE VOLTAGE Vr Ir=1.3mA
LUMINOUS INTENSITY 275 od/m?  11=130mA
EMITTED COLOR:

REFLECTOR FINISH:

LIMITS OF SAFE OPERATION AT 25°C PER MORULE

PARAMETER MAX UNITS
STEADY CURRENT 208 mA
POWER DISSIPATION 094 W
DERATE FROM 25°C, PER DIE -12 mi/C
OPERATING, STORAGE TEMP. —40T0 +8B5 c
SOLDERING TEMP. +260 'C
20mm FROM BOBY 3 SEC. MAX

2 CHIPS IN SERIES
13 PARALLEL BRANCHES
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*UNLESS DIHERWSE SPECIAED TOLERANCES PER DECNAL PRECEIDN ARE: X=31 (08, XX=$05 (£0.020), XXX=£.25 (+0D10), XXNX=£0127 (+00). LEAD SZE=0.05 (+0.002), LEAD LENGTH=L0.75 (20.030). M= +QECNAL PRECEION

REV. PART NUMBER

SSB-COB6/716GW—A

CONFIDENTIAL INFDRNATION
THE INFORMATION CONTAINED IN THIS DOCUNENT IS THE PROPERTY OF
LUMEX NC. EXCEPT AS SPECIFIGALLY AUTHORIZED IN WRITNG BY LUMI
ING., THE HGLDER OF THIS DOCUMENT SHALL KEEP ALL INFORMATICN

IN PART FROM DSCLISURE AND DISSENNATION TO ALL THRD PARTIES.

[
CONTANED HEREIN CONFICENTIAL AND SHALL PROTECT SAME IN WHALE OR

290 E. HELEN ROAD

PALATINE, IL 60067—6976

PHONE: +1.847.359.2790
US WEB: www.lumex.com

PEL[TW WEB: www.lumex.com.tw

= -DEGMN. PRECISION

67mm x 16mm VIEW AREA, CHIP ON BOARD LED BACKLIGHT, | o\ ot o o | DRAWN BY: | CHECKED BY: [APPROVED BY: [F')ﬁ](-;%- 17.(1).?‘2
565nm GREEN, 26 CHIPS, 4.2V @ 130mA. O T A TR, TALURE. o SCALE:  N/A
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