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This “gull wing” design is compatible with virtually
all pick-and-place and solder reflow processors.
Applications include datacom, telecom, and all 
distributed power systems.

• Efficiency up to 82%
• Surface Mount Converter
• 1000VDC Isolation
• Wide Temperature Range Operation
• MTBF > 2,000,000 Hours MIL217F
• Single and Dual Outputs
• UL94V-0 Flammability
• Tape, and Reel or Tube Available
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DATA SHEET
PF SERIES TO 1 WATT

MODEL 
NUMBER

INPUT 
VOLTAGE (VDC)

OUTPUT 
VOLTAGE (VDC)

OUTPUT 
CURRENT (MA) EFFICIENCY

PF5S33-300 3.3 300 75%
PF5S5-200 5 200 80%
PF5S9-110 9 110 78%
PF5S12-84 12 84 80%
PF5S15-67 15 67 81%
PF12S33-300 3.3 300 75%
PF12S5-200 5 200 81%
PF12S9-110 9 110 78%
PF12S12-84 12 84 81%

PF24S33-300 3.3 300 73%
PF24S5-200 5 200 79%
PF24S9-110 9 110 77%
PF24S12-84 12 84 80%
PF24S15-67 15 67 80%
PF5D5-100 ±5 ±100 75%
PF5D9-55 ±9 ±55 76%
PF5D12-42 ±12 ±42 79%
PF5D15-33 ±15 ±33 79%
PF12D5-100 ±5 ±100 75%
PF12D9-55 ±9 ±55 76%
PF12D12-42 ±12 ±42 80%
PF12D15-33 ±15 ±33 80%
PF24D5-100 ±5 ±100 75%
PF24D9-55 ±9 ±55 76%
PF24D12-42 ±12 ±42 80%
PF24D15-33 ±15 ±33 80%

12
(10.8 - 13.2)

24
(21.6 - 26.4)

5
(4.5 - 5.5)

12
(10.8 - 13.2)

24
(21.6 - 26.4)

5
(4.5 - 5.5)

PF12S15-67 15 67 82%

• RoHS Compliant
• Meets J-STD-020C
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SPECIFICATIONS All specifications apply at 25ºC unless otherwise noted.

DATA SHEET
PF SERIES TO 1 WATT
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SPECIFICATION VALUE
INPUT

Input Voltage Range 5, 12 or 24VDC
Input Filter internal capacitor

OUTPUT
Output Current see model information table
Voltage Accuracy ±3% max.
Line Regulation (HL-LL) for VIN change 1% = ±1.5% max.
Load Regulation (20-100% load) 10% max.
Short Circuit Protection 0.5 second max.
Ripple/Noise (20MHz BW) 150mVp-p max.

GENERAL
Efficiency see model information table
Isolation Voltage (input to output) 1000 VDC
Isolation Resistance (input to output) 500VDC 1K Mohm
Switching Frequency 100 kHz typ.

ENVIRONMENTAL
Operating Temperature (ambient) -40°C to +85°C
Storage Temperature -40°C to +125°C
Humidity (non-condensing) 95%
Cooling free air convection

PHYSICAL
Dimensions see drawings
Weight 1.8 grams
Case Material plastic UL94V-0 packaging

due to advances in technology, specifications subject to change without notice.
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NOTES

Specifications subject to change without 
notice.
Tape, reel and tube available for SMT 
operation.
Maximum capacitance load, all model 
numbers, 33uf.

Ripple and noise measurement is 
0-20mHz

Other input/output voltages may be available, 
please consult the factory.

All dc/dc converters should be externally 
fused on the front for protection.  

Operation under no-load conditions will not 
damage these devices.

Minimum load required to maintain specified 
regulation.
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SINGLE OUTPUT
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DATA SHEET
PF SERIES TO 1 WATT

DUAL OUTPUT

Dual Output
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