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 Features 
a. Trans-imedance Amplifier Assembled 
b. Aperture Diameter 75µm 
c. High Reliability 

 
 

   Absolute Maximum Ratings 
Parameter Symbol Min. Max. Unit 

Operating Temperature Top -40 85 ℃ 
Storage Temperature Ts -40 100 ℃ 

Incident Optical Power - 
1310nm, 
155Mbps 

0 dBm 

Soldering Temperature, Time - - 260 , 10 S℃  ,S℃  
 Optical and Electrical Characteristics (T=25℃) 

Parameter Symbol Min. Typ. Max. Unit Test Condition 
Center Wavelengh λc 1100 - 1650 nm - 
Operating Current Iop - - 40 mA - 
Operating Voltage Vop 4.5 5 5.5 V VR=5V，25℃ 

Sensitivity S -36 -38 - dBm BER=10-9 
Dark Current Id - 1 5 nA VR=5V，25℃ 

Saturation Power Psat -3 0 - dBm VR=5V，25℃ 
Capacitance Ct - - 0.75 pF VR=5V 

Differential Output Voltage Vd - - 1.2 V λ=1310nm,0dBm
Output Resistance Rout - 50 65 - ohm 

Rise/Fall Time tr/tf - 3 - ns 10%~90% 
 

   Pin Assignment and Dimension (mm) 
 
 

 
 
 
 
 
 
 
 Ordering Information 
Part No. Product Sensitivity (Max.) Connector 

APT-03001 InGaAs PIN-TIA ROSA -36dBm SC 
APT-03005 InGaAs PIN-TIA ROSA -36dBm FC 
APT-03006 InGaAs PIN-TIA ROSA -36dBm SC 
 

Pin Assignment 
1 ground 
2 VCC 
3 Dout 
4 Dout 
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