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Renewable energy, Battery chargers, Industrial converters
Applications

175
150
120
90

0.45
0.35
0.40

1.40
2.45
1.04

HC-175-0140
HC-150-0245
HC-120-0104
HC-090-0185 1.85 0.50 A

A
D
D

Package

80
70
60
50

HC-080-0660
HC-070-0290
HC-060-0415
HC-050-1900

3511.5

DC Current
   Amps
     max

    Rdc
 mOhms
   typical

   µH
nominal
 +/-6%

Electrical Specifications @ 25°C
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Note: Typical inductance variation with current at 100ºC operating temperature
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Dimensions : Millimeters

 

Tolerance : ±0.50mm unless specified otherwise

 

15.2

43.5 Max

44
.5

 M
ax

25.4
24

.0
30.00

10±1

A

58
.0

 M
ax

10±1

45.7

33
.0

56.5 Max

S1

F1 F1

S1

56.5 Max

33
.0

33.0

59
.0

 M
ax

38.0

B

38.038.0

DC
10±1 10±1

7.6 20.3 7.6

33
.0

F

S

56.5 Max

58
.5

 M
ax

www.DataSheet.co.kr

Datasheet pdf - http://www.DataSheet4U.net/

Mu_design1
Initial Release April -12




