Preliminary

HD153110

Color Palette with Triple

8-bit DA Converter

The HD153110FS is a color palette with built-in
triple 8-bit DA converter. Manufactured with
Hitachi's Hi-BiCMOS process, this LSI realizes
high speed, high density, low power consumption
and minimizes the need for externally connected
parts. Also, in addition to applications for existing
CRTs, the provision of digital R, G and B outputs
for color LCD ensure that the HD153110FS can
easily accomodate future systems using full-color
LCD. With color palette, advanced functions, small
size and low cost, the HD153110FS is an essential
component for advanced graphics systems.

Ordering Information

Features

« Displays 256 colors simultaneously from a total
of 16,777,216 possible colors.

» Three 8-bit DA converters for RGB video ouput
on a single chip

» Read mask function for display control

» Compatible with VGA* graphics standard

+ For each pixel, dynamic switching between
16,777,216-color simultaneous display mode
and normal mode

+ In addition to existing CRT applications, direct
digital RGB outputs from the color lockup table
(CLT) are provided for color LCD applications.

 Variable BLACK level (0 or 7.5 IRE)

Max. « Switchable between 8-bit/6-bit mode; supports
Type No. Operating Freq.  Package both 8-bit and 6-bit software.
HD153110FS 50 MHz 80 pin plastic » Dot rate maximum of 50/65 MHz
HD153110FS-65 65 MHz QFP (FP-80B) » TTL compauble 1/Olevels
+ 28-pin DIP package
Note: VGA is a registered trademark of IBM.
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Pin Arrangement
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Figure 2 Block Diagram
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Table 1 Pin Description

Pin Name Pin Number Description

POto P7 45t049,511t053 CLT address inputs. P7 is MSB, P0 is LSB.

DOtoD7 65to72 Data port for reading\writing CLT or address, pixel mask, R,
G and B registers. D7 is MSB, DO is LSB.

RD 55 Read clock input. Strobes data from CLT or address, pixel
mask, R, G or B registers during read operation.

WR 57 Write clock input. Strobes data to CLT or address, pixel
mask, R, G or B registers during write operation.

RS0, RS1 58,59 Select inputs for CLT, address register or pixel mask
register

ROO to 13t0 10,7710 74 Palette (CLT) digital signal outputs. RO7, GO7 and BO7

RO7 are the MSBs and ROQ, GO0, and BOOQ are the LSBs.

GO0 to GO7 1910 16, 4, 5, 79, 80

BOO to 26t0 24,20

BO7 9106

VREF 38 Terminal for connecting reference resistor to set DAC analog
output level

COMP 37 Terminal for connecting a phase-compensation capacitor

OSLO, 60, 28, 27 Select inputs for digital signal outputs

OSLt,

ostL2

R,G,B 34,32, 30 DAC analog signal outputs

BLANK 56 Video blank input for activating blank signal levels at DAC
analog outputs

8BIT/6BIT 54 Inputs for setting color palette resolution. 'H' for an 8-bit
palette, 'L’ for a 6-bit palette

BSEL 39 Input for selecting DAC BLANK level (0 or 7.5 IRE)

DOTCK 44 Reference clock input for digital and analog sections. On the
rise of this signal, CLT and BLANK operations are processed
and analog signal outputs become active.

DVee 14, 50,78 Digital power supply

DGND 1103, 15, Digital GND

2110 23, 40 to0 43,
61to 64,73
AVee 31,33,35 Analog power supply
AGND 29, 36 Analog GND
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Functions

Accessing the CLT and Registers

The CLT and registers are selected with inputs RS0
and RS1 (see Table 2).

Registers

Address Register: To perform read/write
operations on the CLT, the CLT address must be
set in the address register through D7 to DO (D7 is
the MSB and DOQ is the LSB).

For a CLT write operation, write the CLT address
via D7 to DO with RSO ='0' and RS1 = '0' (in order
to select the address register, write mode).

To set up the address register for a CLT read
operation, write the CLT address via D7 to DO with
RSO = "1" and RS1 = '1' (in order to select the
address register, read mode).

Also, the address register contents can be read as
shown in figure 10 and figure 11.

Pixel Mask Register: The pixel mask register is

used when displayed colors to be modified by
altering the value input from video memory and

Table 2 Register Selection

RS1 RS0 Selection

0 0 Address register {write mode)
1 1 Address register ({read mode)
0 1 CLT

1 0 Pixel mask register

Table 3 Pixel Mask Example

the contents of the CLT. The pixel mask register is
set by writing a pixel mask value to D7 (MSB) to
DO(LSB) with RSO = '0' and RS1 = '1' (in order to
select the pixel mask register for a data write) as
shown in figure 13. During color palette
operations, the value input from video memory at
P7 (MSB) to PO(LSB) is ANDed with the pixel
mask register value, and the resulting value is
applied as an address to the CLT. Consequently,
pixel mask '0’ bits will cancel corresponding video
memory value '1" bits. The following table shows
the CLT address that is generated for a particular
pixel mask register value and video memory value.

RGB Registers: There are two RGB register
types: one for writing color information to the CLT
and one for reading color information from the
CLT. Each register type is organized as an 24-bit
word.

To read or write data to the CLT, set RSO = '1' and
RS1 ="'0" to select the appropriate RGB register
while performing the read or write via data port D7
(MSB) to DO (LSB). Write or read the data in the
order of R, G, B as shown in figure 7 and figure 8.

MSB LSB
Pixel mask register 1 0 1 0 1 1 0 1
Address input (P7 to P0) Pd7 Pdé6 Pds Pd4 Pd3 Pd2 Pdi Pdo
CLT address value Pd7 0 Pds 0 Pd3 Pdz2 0 Pdo
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Figure 3 Write Timing
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(a) Applies to all read-after-write operations except when the write operation is placing a read
address in the address register.

tiwni

RD ﬁ r—
RSO, RS1T ——— 1) o r———

Note 1: This timing not valid when RS0 = 'H' and RS1 = 'H'

(b) Applies to the case when the write operation is placing a read address in the address register.

t wr2

RD —
RSO, AS1 ———( 2 ) o r——

Note 2: This timing is valid when RSO « 'H' and RS1 = 'H’

Figure 5 Read after Write
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WR 1 [
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Note 1: This timing not valid for reading CLT Blue data or
when RSO = 'H' and RS1 = 'L",

(b) Applies to the case where the read operation is for CLT Blue data.

t wrz
WR \ /
RO =
RSO, RS1 —( 2 ) C O —o

Note 2: This timing is valid for reading CLT Blue data or
when RSO = 'H and RS1 = 'L,

Figure 6 Write after Read
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1. Write the CLT address to the address register.

2. Write the data (NRZ format} in the order red, green, then blue to D0-D7. This R, G, and B data
forms an 18-bit word that is written to the CLT.

3. When the R, G and B data writes are completed, the address is automatically incremented by 1

and the next data set can be applied again in RGB order. All subsequent CLT data writes should
continue in this manner.

Figure 7 CLT Write
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1. Write CLT address to the Address Register.

2. With each strobe of tha RD line, CLT data can be read in the order Red, Green and Blue at DO-
D7.

3. When the Blue data read is completed, the address is automatically incremented and the CLT
data for that address can then be read in the order of R, G and B.

Figure 8 CLT Read
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Video output is generated when a CLT data location is selected by the address input at P7-P0 and
subsequently output as analog R, G, and B signals. The video output lags behind the PCLK strobe of
its corresponding address at P7-PO by three PCLK clock periods.

Note: Digital and Video signals are output in unison. During a blanking period, all outputs go to the
L' leval,

Figure 9 Video Output
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1. Use WR to select the Address Register and to write the CLT read address.

2. Use RD to read the contents of the Address Register. At this time, the Address Register is
incremented by 1.

Note 1: The address register can also be read when RSO and RS1 are both setto 'L.'

Figure 10 Address Register Read (1)
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register by 2.

Use WR to select the Address Register and o write the CLT address.

Use RD three times in succession to read CLT data in the order Red, Green and Blue.

Using RD again will read the contents of the Address Register. This read of the address register
plus the pravious read of Red, Blue and Green data will increment the contents of the address

Note 1: The address register can also be read when RS0 and RS1 are both set 1o L.’

Figure 11 Address Register Read (2)
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Figure 12 Digital Output
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Figure 13 Pixel Mask Register Write
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Figure 14 Pixel Mask Register Read
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Figure 15 Video Output Waveforms
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Mode Switching

HD153110 operating mode is switched as shown
below. (8 bit/6bit="H")

When the 8 bit/6bit terminal is 'L’ a 6-bit color
palette can be used; when in 24-bit digital
output mode, the digital outputs will be on the
upper six bits of each 8-bit word and the lower
two bits will be set 'L’

Table 4 Mode Switching

OSsL2 OSL1 OSLO Operating Mode Notes

L L L DAC output mode 1

L L H DAC direct Input (16,777,216-color 1
simultaneous display mode)

L H L Digital output 12-bit mode (R, G and B are 2
output on upper 4 bits)

H H Prohibited (Digital output 24-bit mode) 3

H L L Digital output 6-bit mode (Green output 2
only)

H L H Prohibited

H H L Digital output 24-bit mode 2

H H H Prohibited

Notes: 1. Digital outputis Hi-Z.
2. DAC outputs are off.
3. Both Digital and DAC outputs are active.
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Register Correspondence with CLT
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Figure 16 Register Correspondence with CLT
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System Configuration Example

MPU >

/\ Graphics controller Video memory
> — [
L :
B . Pixel data
2
A
2
b —
g BLANK PO -P7 SYNC
8 RH*RED | o
RSO CRT
> Res HD153110 G > GREEN
e B — BLUE
L WR ROO0 - RO7
— GO0 - GO7
RD Do-D7 DOTCK BO0-BO7

_—_> To panel
display
Display reference

clock

Figure 17 System Configuration Example

@ HITACH)
Hitachi America, Ltd. e Hitachi Plaza * 2000 Sierra Point Pkwy.  Brisbane, CA 94005-1819 e (415) 589-8300 491

Downloaded from Elcodis.com electronic components distributor



http://elcodis.com/parts/6096421/hd153110.html

HD153110

Table 5 Absolute Maximum Ratings

Item Symbol Rating Unit
Power supply voltage Vee 7.0 v
Input voltage VIN 0to VCC v
Operating temperature Topr 0to +70 °C
Storage temperature Ts,tg -5510 +150 °C

Electrical Characteristics

Table 6 DAC Section Electrical Characteristics (Vee=5V, Ta=25°C)

Item Symbol Min Typ Max Unit Test Conditions
Resolution 8 (6) 8 (6) 8 (6) bits

Maximum operating foLk — — 50/65 MHz

frequency

Analog output voltage Va (Full)  -15 — 15 % of FSR

(RVREF = 12kQ) Va (Zero) -2 — 2 % of FSR

Differential linearity DLE -1 — +1 LSB

Integral linearity ILE -1 — +1 LSB

Output rise time t, — — 10 ns C_=15pF
(20 ~ 80%)

Cutput fall time ty — — 10 ns CL=15pF
(80 — 20%)

Settling time ts - — 30 ns CL=15pF
Glitch energy Eg — 90 — PVS

( ) indicates 6-bit mode.

Table 7 Digital Section DC Characteristics
(unless otherwise specified Vo = 5V 15 %: Ta = 0 to +70 °C)

Item Symbol Min Typ  Max Unit Test Conditions Notes
Input “High" level voitage ViH 20 - Voe v
Input “Low" level voitage ViL 03 - 08 v
Input clamp voltage Vi - - ~1.5 v Voo =475V
liN=-18 mA
@ HITACHI
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Digital Section DC Characteristics
(unless otherwise specified Vocc=5V 15 %:Ta=0to +70 °C) (cont)

Item Symbol Min Typ  Max Unit Test Conditions Notes
Output "High" level VoH 2.7 - — v Voo =475V
voltage loH = —400 pA
Output "Low" level VoL - - 05 v Voo =475V
voltage lop =8 mA
Input current I - - 1 mA Voo =5.25V
V=55V
"High" level input 1 - - 20 HA Voo =525V
current Vi=27V
*Low" level input curent e - — -400 HA Voc =525V
Vi=04V
Supply current (1) lee (1) - 130 190 mA Vee =525V 1
Supply current (2) lec (2) - 110 160 mA Voo =5.25 2

Notes: 1. OSLO='L', OSL1 ="', OSL2 =l
2. OSLO =L, OSL1="H,60StL2="H

Table 8 Digital Section AC Characteristics (Vcc =5V, Ta= 25°C)

50 MHz 65 MHz Reference
item Symbol Min Max Min Max Unit Remarks Figure
DOTCK cycle time Ipck 20 — 15.3 — ns '
DOTCK low level ime twiock 8 -— 6 - ns 9
DOTCK high level time twHDcKk 8 — 6 - ns 9
Data setup time I 6 - 5 - ns 9
Data hold time P 6 - 5 - ns 9
Data output delay time tPDA - 30 - 30 ns C =15pF 9
WR low level time ww 50 — 50 — ns 3,7,8
'WR high level time Www  SXpck — | Xpgk — MBS 7
RD low level time R 50 - 50 —  ns 8
RD high level time (1) bWHRt ok — | OXlpck — NS 8
RD high level time (2) tWirz Epck — | 6Xdpck — NS 8
WRABDinlervaltme (1)  twpy 3tpck —  Pdpck — NS 5,6
WRARDintervaltime (2)  twre ©dpck —  O<dpck — s 5,6,8,9
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Digital Section AC Characteristics (Vcc = 5V, Ta = 25 °C) (cont)

50 MHz 65 MHz Reference
Item Symbol Min Max Min Max Unit Remarks  Figure
WR/RSO, RS1 setup tme gy 10 - 10 - ns 3
WR/RSO, RS1 hold time ~ tyy 10 - 10 — ms 3
RD/RSO, RS1 setuptime  tggg 10 - 10 — ns 4
RD/RSO, RST hold time ~ tygg 10 - 10 - s 4
WR data setup time tspw 10 - 10 - ns 3
WR data hold time thow 10 - 10 - s 3
RD data output delay tboar 5 - 5 — ns C=15pF 4
time (1)
RD data output delay boRz - 0 - 40 ns C =15pF 4
time (2)
RD data output hold Ytori 5 - 5 — ns  C =15pF 4
time (1)
'RD data cutput hold tior2  — 20 - 20 ns C_=15pF 4
time (2)
Digital output delay time 11:T3%%) - 19 - 19 ns C =15pF 12
WR low level time w50 - 50 - ns 13
RD low level time tywr 50 - 50 - ns 14
WR/RS0, RS setuptime  tyswy 10 - 10 - ns 13
swz 10 — 10 - ns 13
WRRSO, RSt hold ime gy 10 - 10 - ns 13
MHw2 10 - 10 —  ns 13
RD/RSO, RSt setuplime  typy 10 — 10 - ns 14
tusre 0 - 10 — ms 14
RD/RSO, RST holdtime gy 10 — 10 — ns 14
MHR2 10 - 10 - ns 14
WR data setup time wspw 10 - 10 —  ns 13
WR data hold time tMHDW 10 - 10 - ns 13
G HITACH)
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Digital Section AC Characteristics (Vcc =5V, Ta=25°C) {cont)

50 MHz 65 MHz Reference

ltem Symbol  Min Max Min Max Unit Remarks Figure
RD data output delay MDR1 5 - 5 - ns C =15pF 14
time

iMDR2 — 40 - 40 ns C =15pF 14
RD data output hold tMDHR1 B - 5 - ns Co=15pF 14
time

MDHRZ — 20 - 20 ns C =15pF 14

Connection Example

RyRer - 12 kQ lyp 7T

VREF
COMP I_——F——“__-i
] I RvREF : :
I
AGND 0ApF]  J4TwF . 1| 7_L '=
i
7717' : System GND :
Neg mWM//—/—/——™ 0 tTTTTTTTTTT !
AVee 'Los F
&
DV O 5V
“ 0.1 uF.;; i 4.7 yF
DGND ———71
DVce
owF"L = 4TyF
E o E
S
750 COAX CRT
R _...—_—€T A
e X
750 COAX
G £) o
|/ ps
75 @ COAX %A
B 6 I %75

Figure 18 Connection Example
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